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A feasibility study for solar power plant to provide a domestic energy
required for the citizens live in arid area
M.F.A.Alias *
Department of Physics, College of Science, University of Baghdad
P.O.Box. 47162, Jadiriya, Baghdad, Iraq
A. A.J. Al-Douri
Department of Applied Physics, College of Sciences,
University of Sharjah, sharjah ,UAE

Abstract
In the design and implementation of any system it is important to understand and
appreciate the requirements for that system regarding performance, appearance and
overall integration.
Photovoltaic systems are especially well suited to locations where accessing an
electrical grid is either not feasible or expensive. In many such locations, photovoltaic
technology is the least-cost option for meeting remote energy needs. Beside the fact
that photovoltaic has proven to be a reliable source of power in an ever-growing
number of applications.
The central fact that this photovoltaic system is an educational tool motivated many of
the additional features, such as climatic monitoring, power output vs. building usage
comparisons and of course overall system efficiency calculations.
In this paper a comprehensive study has been made to evaluate the feasibility of using
PV generators, for peoples live in arid area that is located quite far distance - more
than 30 km - away from the electricity grid terminals of Sharjah province at UAE.
The evaluation is made on the basis of comparing the cost of electrification
alternatives consisting of: stand-alone PV system, diesel generator, and extension of
the utility grid.
Pumping is one common use for these systems for purpose of agriculture and
irrigation applications. For this purpose the pumping system designs were put
according to the water demand requirement of the farm. A hydro storage technique
has been recommended for the PV water lifting system, while storage batteries
technique was also considered for the irrigation PV system.
In addition to total vertical lift, the design was carefully considering the effect of total
horizontal run, water flow velocity, effects of pipeline size and fittings on total
friction loss.
The current study also, taking into account the effect of solar cells temperature rise
and the inclination angle of the solar cell on the peak power of the PV array
throughout the year, along with the meteorological data of the site area.
The preliminary calculation and analysis of the performance of system operation
showed encouraged results for using PV system in this kind of application and
circumstance .It was also found out that distance from the national grid is the most
crucial parameter to determining the most economical alternative taken in present
study.
Keywords: A feasibility study, PV-Pumping system, Utility grid, Energy in arid area.
*Corresponding author. E-mail : may_roza@yahoo.com

Digital Holography- Step Towards
Commercial 3D Displays.
*Salman Saeed Khan, Abdul Ahad Shams, Muhammad Sharjeel Javaid,
Muhammad Ahsan Farooqui, Schazil Najam.
*
corresponding author: u2009245@giki.edu.pk
(Note: All authors have equal contribution)

Abstract-Holography unlike photography contains complete information of visual data, including
both intensity and phase information. Various techniques are used to digitally imitate holography.
This paper aims to artificially generate half parallax auto stereoscopic images. Fourier optics
techniques are implemented to compute hologram pattern of given image. This paper presents
algorithms and mathematical theory behind generation of diffraction pattern for the binary
holograms. The algorithms are implemented on MATLAB™ and results obtained using He-Ne
Laser as coherent light source are included.
Introduction:
Ever since the introduction of Holography by Dennis Gabor (1948) [1], the field has been explored in great detail.
Subsequently Lohmann (1967) [2] presented the idea of generating holographic patterns with the aid of digital
algorithms, thus setting the framework for computer generated holography (CGH). The evolution of three
dimensional displays has once again invoked an interest in producing Holographic Visual displays at a commercial
level. While the commercial 3d displays in the market offer only illusion of depth in image, holography has a
promise for producing auto stereoscopic parallax visual displays, thus producing 3d generated visual images in
the true sense of the word. Moreover CGH also has the promise for generating computer simulated images such
as computer aided design (CAD).
Holograms include both the phase and intensity of the data, because of which it contains 3 dimensional
information of the visual scene. Computer generated holography aims to imitate classical holography in digital
domain. In classical holography it is only possible to generate 3D picture of objects with physical significance
whereas computer generated holography we can generate holograms of artificial images.
The primary aim of the paper is to optimize the resolution and the computational time exploring different
algorithms so as to successfully develop digital holograms at a commercial scale.
Fourier Holograms
In the first step towards computer generated holography a binary hologram of a 2 dimensional black and white
image is computed using light field distribution [3]. In this algorithm each black pixel in image is modeled as a
small aperture, which diffracts light passing through it. The region of observation of diffraction pattern is close to
the object, therefore the diffraction is modeled as Fresnel diffraction. The light field distribution maps each pixel
on the image to a hologram plane.
Mathematically the light field distribution can be expressed as:
𝐻(𝑥, 𝑦) = ∑𝑁
(1.1)
𝑘=1 𝐴(𝑘)𝑒𝑥𝑝(𝑖2𝜋𝑟)
Where ‘N’ denotes the total number of pixels in the image, ‘A(k)’ denotes the intensity of each pixel in image
which is either one or zero (white-zero and black-one). ‘r’ is the distance between the kth image pixel on the object
plane and the pixel with coordinates (x,y) in hologram plane. The limitation of the algorithm is that image should
be binary and the wavelength of coherent light source must be known beforehand. The basics behind the
implemented equation (1.1) is the Fresnel diffraction. The electric field diffraction pattern at a point (x,y,z) is
given by:
𝑧

∞

𝐸(𝑥, 𝑦) = ( ) ∬∞ 𝐸(𝑥 ′ , 𝑦 ′ , 0)
𝑗𝜆

𝑒 𝑖𝑘𝑟
𝑟2

𝑑𝑥′𝑑𝑦′

(1.2)

, where, 𝐸(𝑥 ′ , 𝑦 ′ , 0)is the aperture. More formally r =√ (𝑥 − 𝑥 ′ )2 + (𝑦 − 𝑦 ′ )2 + 𝑧 2 and z is the shortest distance
between the object and image plane.

Figure 1 Practical results (Diagram not to scale)

Figure-1 shows the results of implementation of the aforementioned algorithm. Figure-1(a) is the input black and
white image (object) of 12x11 pixels. Figure-1(b) shows the output hologram of size 600x600 pixels. The print of
the diffraction pattern (Figure-1(b)) on transparency from a 600dpi (dots per inch) printer is used to reconstruct
the image using a He-Ne laser (Figure-1(c)).
An additional algorithm to generate 2 dimensional holograms is obtained by taking two dimensional Fourier
transform of image followed by incorporation of phase and amplitude information of the Fourier transform using
detour phase algorithm [4]. To generate hologram each pixel of two dimensional Fourier transform is mapped to
a larger cell in which a rectangular block is expanded or shifted on the basis of value of magnitude and phase of
the Fourier transform of that pixel.
The size of each opening in a cell represents the magnitude of the Fourier transform, whereas the location of the
opening within the cell signifies the phase. The size and location of this aperture is divided into discrete steps
which define the spatial degree of freedom. The more freedom a cell has, the more refined hologram is
reconstructed. The arrangement of the aperture in each cell is dependent on the wavelength of coherent light used
for the reconstruction of the hologram. If ‘λ’ is the wavelength of coherent light used, and the spatial shift of
aperture is ‘Δε’ then the associated phase shift of complex number will be ‘(2𝜋Δεcosϕ)/λ’. Now reconstruction
will occur at an angle of ‘ϕ’ to the optical axis of system, perpendicular to the hologram plane. This scheme of
arrangement is implemented in detour phase method.
The focus of the research has been divided into three parallel paths. (a) To cascade a series of Fourier holograms
such as to generate auto stereoscopic parallax holograms; (b) To optimize the algorithm for the mapping of image
(or a series of images for producing a parallax reconstruction ) so as to increase the computational efficiency; (c)
To produce high resolution holograms. The aim of the research group is to find the optimum tradeoff between the
three so as to produce high resolution hologram on a commercial scale
REFERENCES
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Trajectories of the lines equipotentielles for
some profiles of magnetic poles
C. Farsi1 , M. Zaoui2
Department of Mechanical Engineering, University of M’sila, 28000, M’sila, Algeria
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Abstract:
The frequent use of the magnetic field in all industrial fields, and sought extensive especially on the
increase of its gradient. The characteristics of the magnetic field are very important in magnetic
separation of materials of low magnetic susceptibilities. This method is a method of filtration
materials ground mixtures with water through layers of body magnet. The difficulty of the weakly
magnetic particles from those non‐magnetic separation is the distribution of the magnetic field, and
the smoothness of their class to separate. This work is a comparison of some matrices of different
forms of poles. magnetic. Following the distribution of the field was inside the space of separation,
we have is the values of the magnetic induction, and then calculate the gradient of the field
maximum point between the poles of separations.
Summary: Obtaining and the choice of new profiles of magnetic poles will enable the improvement
of gradient no‐homogeneous magnetic fields. Selected final forms were experimentally compared
with those currently used worldwide the separator of John's and those of the French F.K.B. company
matrices The advantage of this study is the possibility of opening the flocculate of the magnetic
fraction for a good separation of the weakly magnetic products. Through the openings between the
magnetic particles, the quality of the product extracted after the washing process is better and
cleaner. The matrisse by a set of forms flat and sharp teeth is the result of several experiments have
led us metritis and organize the final shapes and then have measured the magnetic field intensity of
several points between its poles. As shown in the tables of measuring the intensity of the magnetic
field; the force of the magnetic field Gradient h., the General Law on these forms is characterized by
magnetic forces at the top of the matrix that are not optimal since it is ' a large concentrations of
field.But for the lateral parts of teeth, field lines out of the bottom surfaces where the remaining
empty space devoid of flocules magnetic separation. It is for this reason that the gradient: a decrease
quickly in go down of teeth and the surface of the field distribution to reduce For the creation of
good conditions of maximum values of the magnetic force H Grad get. H, must be used for profiles a
matrix or the groups of convex teeth are faces of those concave, as the combination of sharp and flat
teeth. In this way we obtain both convex and concave face to face of each pole or it is necessary that
the axis of symmetry of convexity of one of the poles is confused with the bisector of the angle of the
concavity of the other pole. For the improvement of the technology of preparations of these forms it
is sufficient only to take the Summit in triangular form and the other teeth on the side map of flat
shapes That of mathematical modelling with programs for the different possible forms of
equipotential lines is the essential method of the optimal shape of magnetic nuclei a rapid
demagnetization. The analysis of existing matrices pole forms shows us that narrow the focus of the
field is located at the top of teeth.
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The Impact of Intelaminar Defects on The Characteristics of
Piezoelectric Transducers
1
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Abstract: In recent years, a rapid progress has been made in developing advanced
materials with optical, mechanical and electromagnetic properties to meet the escalating
demand in engineering applications. A piezoelectric material is considered as one of the
advanced material that has been broadly used to produce an electrical charge from an
applied mechanical force, and a mechanical force from an applied electrical field. In
general, the characteristics of piezoelectric materials have made them particularly
attractive for use in sensors, actuators, etc. In the present analysis interlaminar defect is
proposed in piezoelectric beam to investigate its impact on the mechanical behavior.
The beam is constructed of two layers loaded by opposite electric potentials which
cause the beam to bend. Finite element technique is adopted through using two
dimensional modeling. The defective zone is modeled as through thickness surface with
different lengths along the beam.

Electromagnetic theory

1

Electromagnetic field in matter
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Abstract— The polarization and magnetization degrees of freedom are included in the general
treatment of the electromagnetic field in matter, and their governing equations are given. Particular cases of solutions are presented for polarizable, non-magnetic matter, including propagation,
zero-point fluctuations of the eigenmodes, scattering by inhomogeneities or rough surfaces, plasmon transfer between nano-structures, etc.

With usual notations the Maxwell equations in matter read
divD = 4πρ0 , divB = 0 ,
(1)
curlE =

− 1c ∂B
∂t

, curlH =

1 ∂D
c ∂t

+

4π
c j0

,

where E is the electric field, D is the electric displacement, B is the magnetic induction and H is
the magnetic field; ρ0 is the external charge density and j0 is the external current density (obeying
the continuity equation ∂ρ0 /∂t + divj0 = 0). We have two independent Maxwell equations (1)
(Faraday’s and Maxwell-Ampere’s equations) and four unknowns. In order to have a solution we
introduce the quasi-phenomenological dielectric function ε and magnetic permeability µ, usually for
the Fourier transforms. Apart from being unsatisfactory at the fundamental level, this procedure
produce appreciable difficulties, especially with the finite size bodies.
Matter is polarizable, i.e. it consists of more-or-less mobile charges q, with mass m and concentration n (e.g., electrons), which move against a neutralizing background of quasi-rigid charges
−q (e.g., ions). A small displacement field u(t, r), which is a function of the time t and position r,
generates an imbalance δn = −ndivu in the density of these charges, a charge density ρ = −nqdivu
and a corresponding current density j = nq u̇. It is easy to see that the polarization is P = nqu
(density of the dipole moments) and the electric displacement is now represented as D = E + 4πP.
The displacement field obeys an equation of motion, which usually is Newton’s equation
mü = qE − mωc2 u − mγ u̇ ;

(2)

ωc is a characteristic fequency (e.g., for bound charges) and γ is a small damping coefficient. The
magnetic term of the Lorentz force is usually absent in equation (2) (and the equation is nonrelativistic), since the velocity of charges in matter is small, on one hand, and, on the other, the
displacement u is sufficiently small to limit ourselves to linear terms only. This is the well-known
Drude-Lorentz (plasma) model of polarizable matter. The point is that the equation of motion (2)
provides a third equation for the four unknowns: E, u, B and H
Matter is also magnetizable. The continuity equation allows for a ”magnetic” current j =
c · curlM; as it is well-known the magnetization M obeys the equation of motion of the angular
momentum
dM
q
=
M×B .
(3)
dt
2mc
The magnetic induction is now represented as B = H + 4πM . We have now four equations:
curlE = −

1 ∂E 4π
4π
1 ∂B
, curlH = curl(B − 4πM) =
+
nq u̇ +
j0
c ∂t
c ∂t
c
c

(4)

and equations (2) and (3) and four unknowns: E, u, B and M. These equations can provide the
basis for treating the electromagnetic field on matter. Except for the important case of ferromagnetic (and related) matter, the usual matter is non-magnetic, so we may leave aside M and put
B = H.

2

For the usual case of polarizable non-magnetic matter, we can find the plasmon and polariton
eigenmodes, especially for infinite or semi-infinite (half-space) matter.[1, 2] We can thereby describe
the propagation of electromagnetic field in matter, as well as the interaction of the electromagnetic
field with finite-size bodies, both in the near-field (sub-wavelength, quasi-static) regime and the
wave (radiation) zone. This can be done in complex situations, wher various fields are present
for bodies with various shapes, a subject of high interest for nano-plasmonics. The plasmon and,
respectively polariton eigenmodes are given by
q
q
(5)
Ω1 = ωL = ωc2 + ωp2 , Ω2 (K) ' ωL2 + c2 K 2 , Ω3 (K) ' ωc cK/(ωL + cK) ,
where ωp = (4πnq 2 /m)1/2 is the plasma wavevector and K is the wavevector. For a half-space we
get a surface plasmon-polariton mode
2(2ωc2 + ωp2 )c2 k 2

Ω2 =
ωc2 + ωp2 + 2c2 k 2 +

q

(6)

(ωc2 + ωp2 + 2c2 k 2 )2 − 4(2ωc2 + ωp2 )c2 k 2

2 2
2
for
q c k > ωc , where k is the wavevector parallel with the surface; it goes from ωc (ck = ωc ) to
ωc2 + ωp2 /2 (k → ∞). This mode is localized with respect to the direction perpendicular to the
surface.
The zero-point energy (vacuum fluctuations) of the polarization eigenmodes leads to molecular
forces like van der Waals-London-Casimir forces acting between macroscopic bodies.[4] The behaviour of the polarization eigenmodes in non-inertial motions may lead to interesting new effects.[5]
The electromagnetic coupling between nano-structures can also be treated by this method, leading
to plasmon transfer and resonances, or to electromagnetic forces with a resonant character.[6] The
scattering of the electromagnetic waves by small particles or inhomogeneities, including the rough
surface of a semi-infinite solid,[7] is also amenable to such a treatment.
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Abstract- An exact electromagnetic near field expressions of a circular loop antenna over a ground
plane are presented in this paper. The technique is based on the spherical Bessel functions and associated
Legendre polynomials expansion.
The problem of radiation from circular loop antennas finds a considerable attention for its significance in
geophysical probing, the problem of interaction between a loop antenna and a biological tissue, and RFID applications.
A comprehensive results of researches on characteristics of a perfectly conducting thin-wire circular loop antenna are
well documented by many researchers, e.g., [1 - 2]. The problem of near and far electromagnetic fields radiated from
an isolated circular loop antenna, is investigated using various analytical and numerical techniques [3 - 5]. Recently, a
technique that is based on the spherical functions expansions has been introduced to obtain general electromagnetic
fields expressions for the circular loop antenna of arbitrary current distribution [6].
In this paper the work presented in [6] is extended to obtain the general electromagnetic field components, in near
and far regions for a circular loop antenna over an infinite ground plane shown in Fig. 1a, and further to drive a simple
and exact magnetic field expressions on the axis of the loop. The image theory is applied with the technique that is
presented in [6].

Loop

Loop

Infinite Ground Plane
Image
(a)

(b)

Fig. 1: Geometry of the problem. (a) Original problem. (b) Equivalent problem
Using the image theory the problem of the loop over the ground plane can be replaced by an equivalent problem of
loop with its image as shown in Fig, 1b. The current on the loop over ground plane can be written as [7]
I s   





n  

I n e jn  



Z

n  

V0
ss
n

 Z nsi

e jn 

(1)

Where Znss and Znsi are available as closed form expressions [7] and V0 is the delta generator voltage of the loop. The
current of the image is Ii = - Is. Electromagnetic fields H and E radiated from the loop/ground plane problem at any
point in the space above the ground can be obtained by superimposing the fields from the loop (Hs, Es) and its image
(Hi, Ei). By expressing the Green’s function exp(-jR)/R in terms of spherical Bessel functions and associated
Legendre polynomials and following the technique presented in [6] exact electromagnetic fields components radiated
from the loop/image can be obtained. With  = 0 and replacing the associated Legendre functions by their

equivalent Gegenbauer
G
ppolynomials, expressions ffor total magnnetic fields o
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Cm (u) is the Gegenbauerr polynomialss. It is clear thhat the axial fields
f
in (2) - (4) for loop/gground plane problem undder
study are deppend only on modes ( n = 0, 1) of the current
c
given in (1). Figuree 2 shows thee magnetic fieeld componennts
on the axis oof a resonant lloop above a ground planee as a functionn of r/b with tthe height of tthe loop as a parameter. Thhe
values arounnd singular pooints r = r aree omitted from
m graphs.

Fig. 2. Magnitude
M
off axial magneetic fields components raddiated from a circular looop above a grround plane.
REFERENCES
1. G. S. Sm
mith, “loop anntennas,” in A
Antenna Enggineering Haandbook, R. C
C. Johnson annd H. Jasik, E
Eds. New
York: M
McGraw-Hill 2007, ch. 5.
2. Balanis,, C. A. Anten
nna Theory, A
Analysis, andd Design, New
w York: Harpper and Row,, 1982, ch. 5..
3. Overfeltt, P. L. “Nearr fields of thee constant cu
urrent thin cirrcular loop Antenna
A
of arbbitrary radiuss,” IEEE
Trans. A
Antennas Prop
opagat., Vol. A
AP-44, No. 22, 166-171, 1996.
1
4. Werner, D. H, “An eexact integrattion procedurre for vector potential of tthin circular loop antennaa,” IEEE
Antennas Prop
opagat., Vol. A
AP-44, No. 22, 157-165, 1996.
1
Trans. A
5. L. W. Lii, C. P. Lim, M. S. Leong
g “Method off Moment anaalysis of elecctrically largee circular looop antenna:
Non-Unniform Currennts,” in IEE Proc.
P
Antennnas Propagatt., Vol. 146, No.
N 6, 416-4220, 1999.
6. Ali Ham
med, S. M. “E
Exact field exxpressions foor circular looop antennas uusing sphericcal functions expansion”,
submitteed to IEEE T
Trans. Antennnas and Proppagation .
7. Hejase, H. A. N., Geedney, S. D. aand White, K.
K W. “Effect of a finite grround plane oon radiated emission
e
of a
circular loop antennaa, IEEE Tranns. on Electroomagnetic Coompatibility, Vol. 36, 3644-371, 1994.

1

Finite Conductivity Formulation of TE-TM Mode
Conversion in Corrugated Circular Waveguides: A
Multiple Scales Perturbation Approach
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Irbid, Jordan 22110
Abstract
It is shown in this paper that relaxing the perfect conductivity assumption leads to a consistent formulation of
the boundary-value problem of TE-TM mode conversion in circular waveguides with periodically perturbed radius.
Examination of the boundary conditions shows that these modes propagate independently in two-dimensional
waveguides as well as in circular waveguides supporting circularly symmetric modes. For non-circularly symmetric
modes, the boundary conditions for the TE (TM) mode cannot be satisfied without exciting the TM (TE) mode. Thus,
the radial field component Eρ of the T E11 mode is proportional to the axial electric field Ez of the T M11 mode.
Since the latter should vanish at the boundary of a perfect conductor, we arrive at a contradiction. This inconsistency
can be removed if we relax the perfect conductivity assumption allowing for nonzero values of the radial component
of the electric field. This results in the T E11 mode becoming an HE11 mode that couples resonantly to the EH11
mode replacing the T M11 mode of the perfectly conducting guide. For a corrugation wavenumber kw , resonant
coupling requires the wavenumbers βT E and βT M to satisfy the condition βT E − βT M = kw . The boundary-value
problem for the hybrid modes inside the waveguide and in the conducting boundary is solved via the perturbation
method of multiple scales. The resulting coupled mode equations are solved exactly and mode power conversion
is studied for different wall conductivities and depth of corrugation for the case of an infinite waveguide.

Analysis of Electromagnetic Fields and Waves in Devices Containing Strong
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ABSTRACT
The realization of DB boundary conditions has been discussed for strong chiral-nihility medium.
A DB spherical waveguide filled with strong chiral-nihility medium has been investigated in
spherical coordinates and the resonance frequency has been calculated to depict the filtering
behavior of spherical DB boundary. After determining resonant frequency electric and magnetic
potential functions are derived, which leads to expressions of electric and magnetic field. Graphs
showing the behavior of potential functions and different fields are also given.
SUMMARY
Chiral materials are those which cannot be superimposed on its mirror image. In chiral nihility
materials, real parts of permittivity and permeability are zero. Research has already been done on
PEC materials and strong chiral materials.
In this paper, a DB sphere filled with chiral nihility material is considered as shown in Figure 1.
When a certain wave enters this medium, which is through a cavity in our case, the material
absorbs wave at resonant frequency while the rest of frequencies remain unaffected. This
filtering behavior is discussed.

Figure 1

The electric and magnetic field at resonant frequency is found by calculating the resonant
frequency, the electric and magnetic vector potentials and then fields at that resonant frequency.
The electric and magnetic vector potentials and corresponding fields are analyzed by simulation.
The chirality parameter in this case is

By putting these values and the vector potential values in the corresponding field equations, we
get the electric and magnetic field behavior.
Chiral nihility materials are used in optical applications and filtering techniques such as cavity
resonator. Moreover, objects with DB boundary and possessing symmetry of certain type have
zero back scattering. This property is used in stealth applications.
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Abstract
In this paper, we give two examples of rectangular waveguide bandpass filter realizations. Starting
from the filter specifications (order of the filter, position of zeros, band‐edge frequencies, and
passband return loss) our aim was to realize one program that makes all steps of the filter synthesis
(calculate the coupling matrix, create the equivalent circuit, convert the equivalent circuit to
waveguide structure, analyze this structure, and then optimize its dimensions), and doing this as fast
as possible (less than two minutes in the first example). For the coupling matrix we used the Atia and
Williams’s method, for the analysis we used the mode matching method, which is the most adequate
for this kind of structures, and for the optimization we used the Practical Swarm Optimization PSO.
The complete combination has been successfully applied for several waveguide filters synthesis.

Methods and Techniques Background
In the early 1970s, Atia and Williams introduced the concept of the coupling matrix as applied to
dual‐mode symmetric waveguide filters. The circuit model they investigated was a bandpass
prototype comprised of a cascade of lumped‐element series resonators intercoupled by
transformers, and each loop is theoretically coupled to every other loop through cross‐mutual
couplings between the mainline transformers [1].

The concept of matching modes at a junction was attempted in the late 1960s by A. Wexler. Because
of the limited computer power available at that time it was not possible to do more than simple
computations. The computational emphasis was on reducing the number of modes to the minimum
so that a numerical solution could be obtained. It was the arrival of powerful computers that enabled
the concept to be applied to the analysis of complicated structures [2].

Particle Swarm Optimization (PSO) is a relatively new technique, for optimization of continuous non‐
linear functions. It was first presented in 1995. Jim Kennedy discovered the method through
simulation of a simplified social model, the graceful but unpredictable choreography of a bird swarm.
PSO is a very simple concept, and paradigms are implemented in a few lines of computer code. It
requires only primitive mathematical operators, so is computationally inexpensive in terms of both
memory requirements and speed [3].

Numerical results

Fig.1. Our results (broken line) using Matlab program, and reference [4] ones on HFSS simulator.

Fig.2. Comparing the convergence of the proposed fitness functions used in PSO.
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Abstract- The wave concept iterative procedure (WCIP) is proposed to analyze rectangular and
circular patch antennas on nanostructured ceramic substrate layers. Principles of WCIP are
described and advantages are emphasized. The analysis of microstrip antennas on double layer
substrates is performed in space and spectral domains. In addition Fast Fourier Transformation
(FFT) is used to improve the efficiency of the method. WCIP simulated results are compared to
HFSS software’s ones. A good agreement is observed.
The wave concept iterative procedure (WCIP) is developed to analyze microstrip antennas on ceramic
substrate layers. WCIP method uses the wave formulation for solving electromagnetic problems. Basically, this
method uses a linear combination of tangential field and initial conditions to characterize the waves in a
microwave circuit surface. This iterative method is suitable for microwave planar circuit analyses, as well as
patch antennas [1] - [3]. Moreover, the WICP method uses FFT to reduce the required computing time and
provide both versatility and reliable representation of the circuit structure.
In the WCIP method, the incident and reflected waves are defined in terms of combined electric fields and

r

r

transverse electric current densities (or magnetic fields) [2]. For instance the incident, Ai , and reflected, Bi ,
waves at a circuit interface Ω are defined as:

r
Ai =

[

)]

(

r
r
r
1
Ei + Z 0i H i × ni ,
2 Z 0i

r
Bi =

[

(

r
r
r
1
Ei − Z 0i H i × ni
2 Z 0i

)]

r

(1)

r

where Z 0i is the intrinsic impedance of the medium, Ei is the tangential component of the electric field, H i

r

is the tangential component of the magnetic field, and n i is the outward unit vector normal to the interface.

(

r

r

r

Therefore, the tangential components of the electric and magnetic fields J i = H i × ni

[

]

r r
r
Ei = Z 0i Ai + Bi ,

[

r
1 r r
Ji =
Ai − Bi
Z 0i

]

) are expressed as [2]:
(2)

r

where J i is the superficial current density.

Furthermore, this iterative procedure is based on the creation of a recurrence relationship between incident
and reflected waves, and its repetition until the problem solution is reached. This iterative method can be

summarized by [2]:

r
r r
 A = SˆB + A0i
r
r
 B = Γˆ A
where

(3)

r
Ŝ is the scattering operator at the interface, Γ̂ is the reflection operator, A0i is the wave created by

the source in the space field, which is determined as a function of the total electrical field produced by the
excitation source. The multilayer media is undertaken into the spectral operator.
Fig. 1 depicts return loss results for a rectangular patch antenna. Similarly, Fig. 2 shows results for a circular
patch antenna. These patch antenna geometries were printed on double layer substrates. The top layer (region 1)
is filled with a ceramic substrate (εr1 = 20, h1 = 1.57 mm), while the bottom layer (region 2) is filled with FR-4
(εr2 = 4.4, h2 = 1.57 mm). Other structural parameters are the rectangular patch width, W = 26.12 mm, and length,
L = 35.11 mm, and the circular patch radius, R = 29 mm. HFSS software simulated results are included in Figs.
1 and 2 for comparison purpose.

Figure 1. Return loss for a rectangular patch antenna.

Figure 2. Return loss for a circular patch antenna.

As shown in Figs. 1 and 2 a very good agreement was observed between WCIP and HFSS results,
illustrating the accuracy of the proposed WCIP method. Furthermore, the use of a FFT algorithm has improved
the required computing time. Also this iterative method provides faster convergence than integral methods, such
as the method of moments or the finite element method, because there is no need of matrix inversion and of large
amount of memory space.
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Abstract – The objective of this paper is to propose a modeling strategy for dealing with conformal
antenna coupling on aircraft at several GHz.
A long term objective for aircraft manufacturer is the complete integration of antennas in fuselage in order
to reduce the aerodynamic drag of aeronautic platforms. These conformal antennas could be composed of
microstrip structures, metamaterials or high impedance surfaces. The modeling of a single planar antenna could
be easily performed with commercial softs like HFSS or CST if the knowledge of the internal structure is
sufficient (geometrical aspects, permittivity of substrates…). However, this knowledge is often limited for
industrial reasons; the only observable always available by measurements is the reflection coefficient (i.e. input
impedance). In this context, the main challenge is thus the behavior prediction of these antennas operating at
several GHz when they are mounted on a complete aircraft. This paper presents a methodology for addressing
coupling issues between conformal antennas, based on simulation for propagation aspects (S21) and
measurements for antenna internal behavior (S11 and S22). To illustrate, we apply the methodology to an
existing planar antenna; the radio altimeter (RA, 4/4.3GHz).
The first step consists in determining an equivalent antenna model which accurately reproduces the
radiation. This step is more or less complex depending on the degree of knowledge of the antenna internal
structure. In the case of the radio altimeter (figure 1), we know it is an array of 4 patches but we have no
information on the feeding network. We use the EADS frequency domain software ASERIS BE which solves
the Electric Field Integral Equation (EFIE) with a Boundary Element Method (BEM).
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Figure 1: Equivalent RA BEM model, normalized radiation pattern ASERIS BE / CST / Measurements

We observe a very good correlation on the normalized radiation pattern between ASERIS BE and
measurements. This equivalent model generates an accurate radiation pattern but its reflection coefficient is not
representative (the feeding network is not taken into account). However, this last could be easily obtained by a
simple VNA measurement on a large finite ground plane (S11meas and S22meas in the following). The equivalent
model could now be used for predicting the coupling function between two RA antennas mounted on an aircraft.
We note [Ssimu] the S matrix computed by simulation with the equivalent model and [Smeas] the S matrix of the
real configuration. The observable of interest S21meas (i.e. equal to S12meas) could be evaluated as follow:

S 21meas = S 21simu

1 − S11meas

2

1 − S 22 meas

2

1 − S11simu

2

1 − S 22 simu

2

(1)

An iterative solver based on the fast multipole method (FMM) associated to a parallel computing capability
on multi-processors is usually employed for extracting [Ssimu] for large problems (from several hundreds of
thousands to several millions of unknowns). The FMM algorithm accelerates matrix-vector products in a
controlled approximate way (computation time: nlog(n) instead n²) but requires a mesh as homogeneous as
possible (~λ/10). This constraint directly impacts conformal antennas with dielectric substrates where an
important local refinement (λ/20, λ/30 or more) is necessary. So, the current trend is to treat this kind of problem
with a H-matrix solver; a BEM Fast Direct solver based on space partitioning and low-rank approximations.
To validate the methodology, we compute in this paper the coupling function between two RA antennas
mounted on a finite ground plane (1m x 1.5m) and we compare the results with VNA measurements. The
distances between the two RA are 50cm in x-direction avec 5cm in y-direction (see figure 1). First, we determine
with ASERIS BE the global 8x8 S matrix (i.e. 4 ports for RA1 and 4 ports for RA2) and we check some terms
(S13, S14, S15 for example) with CST (temporal solver).
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Figure 2: Comparison of S13, S14 and S15 between ASERIS BE and CST

We observe a very close correlation between the two codes. In the final paper, we will combine the 4 ports
of RA1 and RA2 to obtain the 2x2 S matrix [Ssimu], we will evaluate S21meas thanks to (1) and we will compare
the result with measurements to validate the global methodology.
[1] MOSIG, J.R “Numerical analysis of microstrip patch antennas”, Handbook of microstrip antennas, Chap8
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Abstract-Inductively coupled power transfer systems have already many practical applications
including battery charging. To date, a majority of current such systems only support uni- or
bi-directional planar movement in load. This is due to a lack of magnetic field generation across a
three-dimensional cubic volume. By use of modern finite element assisted computational software,
this paper proposes primary and secondary magnetic structures as customized to support
three-dimensional load movement for battery charging applications.
The technique of transmitting power across an air-gap without interconnecting wires is well established via
the technique termed magnetic induction [1]. Such systems, referred to as inductively coupled power transfer
systems (ICPT), are becoming ubiquitous in industry including monorail systems, people movers, biomedical
implantation and low power consumer battery charging applications [1-2]. Regarding battery charging
applications, current systems largely support only planar load displacements [2]. This is problematic for 3D load
displacements. This paper proposes a 3D power transfer system for battery cell charging.
The structure of the proposed ICPT system is shown in
Figure 1. A DC voltage is input to the power converter for
inversion into high frequency resonant AC current at 155 kHz.
The resonance is required to lower the input power rating [1].
This current is fed to the primary windings. The secondary
magnetic structure intercepts the time varying flux for voltage
induction into the secondary coils. This voltage is often weak
and therefore resonated [1]. Furthermore, this voltage is noisy
so AC rectification is required before application to a load [1].
Figure 1: Structure of proposed system.
The methodology used for excitation of the proposed models is summarized in Equation 1. This method
ensures the same magneto-motive force (MMF) in ampere-current turns ( NI ) ratio is used to account for coil
sections i in one model and differing coil sections j of another model both of the same cross sectional area
but different length l conveniently written in terms of the input FEM parameter the current density J .
j

i

 ( NI ) l   ( NI ) l
i i

1

j j

1

i

j

1

1

  J ili   J j l j

(1)

The primary magnetic structure must provide a satisfactory magnetic flux density (MFD) distribution in

magnitude and uniformity in a 3D volume. Two primary structures are proposed. Firstly, the vertical field box is
shown in Figure 2. It consists of winding structures with increasing coil turn density in the central region
producing a net vertical field. This is to improve the central valley in MMF. This is verified by the simulated
MFD contour visualizing a peak in the center zone. Notably, the currents are applied simultaneously in-phase.
The averaged MFD in the cubic zone is 4.75e-05T. Secondly, the horizontal field box is shown in Figure 2. In
this box, rectangular coils are placed on all 4 ferrite walls producing a horizontal field. The current in one coil
pair encounters a 90 degrees phase shift with respect to the other pair. The result is a rotating magnetic field. The
result is compared when a single pair of coils is switched on to reflect the scenario that occurs every cycle. This
is justified as the averaged MFD in the cubic volume with all coils switched on does not increase in relative
proportion compared to when one coil pair is switched on from 2.27e-05T to 1.74e-05T due to destructive
interference by adjacent like poles. The MFD contour shows a central valley.

Figure 2: Vertical field box and MFD distribution (left) and Horizontal field box and MFD distribution.
The secondary magnetic structure, as customized around the shape of the chargeable battery, is shown in
Figure 3. This consists of a ferromagnetic cylindrical core surrounded by rectangular blocks of ferrites. This
requires three series pick-up coils to account for the planar and normal components of flux. The battery is placed
in the air gap of the inner core. The power induced in the vertical orientation of the pick-up is tested through the
center plane in both models also shown in Figure 3.

Figure 3: Pick-up core views (left) and Simulated uncompensated power level (right).
In conclusion, primary structures are proposed to generate a 3D power zone. In addition, a pick-up was
customized for battery charging showing an average total uncompensated power level of 1.4W and 650mW with
deviation of 101.3% and 150.08% for the vertical and horizontal field boxes.
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Abstract-In this paper, the authors describe the method of calculating the impedance of Linear
Induction Motor for rail-guided transportation using magnetic vector potential which can be
obtained from three-dimensional numerical analysis. Based on this method, high performance and
power saving of some models of current research trends of Linear Induction Motor concerning the
mechanical clearance and secondary reaction plate construction are discussed.
In recent years, the construction of new urban subway lines using Linear Induction Motor (LIM) has been
developed, especially in Japan and Korea. Significant advantages of LIM are: direct thrust without gears and
links, simple structure, easy maintenance as well as reduction of tunnel construction cost. However, different
from rotating motor, LIM has special characteristics and inherent problems because of the non-continuity of the
magnetic field. Longitudinal end effect and transverse edge effect are two major electromagnetic phenomena of
LIM, which makes the analysis, design and control of this motor difficult.
The experiments for analysis and design are difficult to carry out due to the requirement of construction
features. Since the longitudinal end effect is caused by finite length of primary that requires LIM the full
modeling in analysis, and two-dimensional (2-D) analysis cannot express the influence of transverse edge effect
which is caused by the finite widths of the primary and secondary part. Hence, in order to evaluate the
characteristics of LIM, the three-dimensional (3-D) analysis with full length model is necessary.
In this paper, by using the 3-D numerical analysis, the method for calculating the impedance of LIM is
described. In numerical analysis with a current source, the induced primary terminal voltages in each coil can be
determined by direct integration over the coil length of the distribution of the magnetic vector potential which is
obtained from the magnetic field analysis as shown in Eq. 1.

 Bi

dS 
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 j  Ai  d s
s t
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 rotEi  dS 
 Ei  d S 
s

c

(1)

Where, Ei is the electric field, Bi is the magnetic flux density,  i is the magnetic scalar potential and Ai is the
magnetic field potential. From this result, the impedance of the power factor and efficiency is calculated. The
model of the calculation method is shown in Fig.1.
Due to the great dependence of longitudinal end effect on mechanical clearance, transverse edge effect on
the secondary reaction plate construction [4], reduction of mechanical clearance and re-construction of
secondary reaction plate have been considered in order to get higher performance for LIM in Linear Metro

system in Japan. For this reason, the authors described the characteristics of different models of LIM by using
the impedance calculation method mentioned above. As shown in Fig. 2, model A is the current type of LIM for
Linear Metro system. Model B is the model of lower mechanical clearance (9 mm) under the same conditions as
model A. Model C is the full-cap of secondary reaction plate under the same conditions as model B.
The analytical results of each model at constant slip frequency 2.1Hz (s=0.1) are shown in Table 1. The
efficiency increases when mechanical clearance is reduced and the full-cap type is used. The details of
calculation method as well as further discussion based on the analytical results will be described in the full paper.
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Fig. 2. Different models of LIM
Table 1. Characteristics of different models of LIM by 3-D numerical analysis
Model
A
B
C
Thrust [kN]
11.2
12.1
12.3
Normal force [kN]
17.1
18.8
19.1
Joule heat [kW]
38.0
32.7
29.7
Power factor
0.47
0.43
0.49
Efficiency [%]
75.7
79.7
81.5
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Abstract – Direct-drive motors for electric ship propulsion are gaining popularity due to energy
saving and low maintenance requirements. This application requires high-torque motors at low
speed. In such situation, dense stator configuration is important for high torque density. Focused on
increasing space factor in the stator, this paper describes a design method considering effects of
leakage magnetic flux, magnetic saturation and pole-core combination based on magnetic-circuit
theory. The validity of this proposed method has been verified through numerical analysis and
experiments.
Transverse flux-type motor (TFM), one of the axial-flux types, is suitable for high-torque application at low
speed due to the easily controllable pole pitch [1]. We took advantage of TFM in our proposed design. In the
previous machine [2], an idea of pole-core combination which is one of the methods to reduce the cogging
torque has been applied. We took the particular combination to apply concentrated winding on three teeth per
phase in one lump while keeping relative positions between magnets and stator teeth. This peculiar combination,
however, decreased the space factor in the stator side. The previous machine, therefore, did not achieve high
torque density. Increasing the area that stator tooth faces field magnet is essential to realize high torque from the
principle of generating torque in axial flux-type motor. Then, we use trapezoid-type stator teeth, field magnets
and flat-type stator windings that are easy to increase space factor as found in conventional researches [3,4] and
apply to the new motor design.
In TFM, unfortunately, three-dimensional numerical study is essential to estimate accurate performance
because of its three-dimensional magnetic flux path. For that reason, it takes long time to analyze and it is not
easy to confirm the validity of the analysis. Thus, it is necessary to obtain torque estimation beforehand using
theoretical approach to design the motor quickly and easily. This paper proposes a simplified design method
based on magnetic-circuit theory taking into account of the effect of leakage flux, magnetic saturation and
pole-core combination. Furthermore, we design a new prototype model whose target torque density is fixed at
10Nm/l at rated current density of 5A/mm2 while keeping the ratio of p-p cogging torque to rated torque at less
than 3% and with natural air cooling.
In the C-core type TFM, fortunately, magnetic flux in each phase is isolated, so it is possible to estimate
no-load flux and torque using 1-magnet 1-tooth modeling for each radial or axial direction as shown in Fig.1 (a),
(b). In this modeling, the trade-off between magnetic and electric loading is expressed by regarding coil width as
a parameter and using classical permeance method. In addition, leakage flux, magnetic saturation and pole-core
combination are estimated using assumptive magnetic flux path method, regarding stator yoke as mmf loss and
focusing on relative position between stator teeth and field magnets. Then, a leakage coefficient is defined as a

function of these effects and the effective flux into the C-type core tooth is determined by product the leakage
coefficient and magnet flux without including any effects. Hence, torque T is simplified as shown in Eq.(1).

T=

3
pφ AC
2

(1)

where, p,, AC stand for pole pair, peak value of no-load effective flux and that of armature magnetomotive
force (mmf) per phase respectively. AC is calculated from current density, coil depth, coil width and coil factor.
The effect of reducing effective flux by the pole-core combination is included using difference in electrical angle
between relative positions of magnets and armature cores.
After theoretical calculation, FEM calculations are conducted to confirm some details such as cogging
torque and iron loss in each analysis point and the design point is decided from the target torque density. In such
ideal trapezoid-type stator teeth, however, it is impossible to make using not soft magnetic composite (SMC) but
lamination steels. Hence, we apply stepped teeth to realize equivalent trapezoid structure as shown in Fig.1 (c).
According to FEM simulation, the decrease in torque density in this equivalent structure is relatively negligible,
so this configuration is applied to our new machine.
In the full paper, the details of the design method and experiment results will be clarified.
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(a) Radial direction component
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(c) Stepped tooth configuration
Fig.1. 1magnet-1tooth modeling for simplified calculation.

Table 1. Comparison between proposed and previous
machines in our laboratory[2].
Peak-to-peak cogging torque / Rated torque [%]
Torque density [Nm/l]

Previous

Proposed

0.24
5.5

1.6
9.4
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magnetic substrates: group-theoretical approach
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Abstract-We investigate in this work electromagnetic frequency selective surfaces on magnetic
substrates. Such surfaces can serve as controllable by magnetic ﬁeld devices. We use the theory
of magnetic groups to analyze some general properties of them. We present also an algorithm
of calculations which allows one to reduce signiﬁcantly the time and memory of the computer
simulations. As an example, we consider a planar array of metal rings with square cell on a
magnetized ferrite substrate for the cases of diﬀerent orientation of magnetization.
Planar arrays consisting of resonating patches or apertures in a unit cell possess various electromagnetic wave responses and ﬁnd many applications for frequencies ranging from microwave
to optical regions. They serve as frequency selective surfaces (FSSs), polarizes, reﬂectarrays,
absorbers, etc., [1]. It was shown in [2] that by using the group theory for the nonmagnetic
array with square unit cell (the symmetry C4v , the computation eﬃciency can be improved
greatly: the memory occupation is reduced by 3/4 and the computation time is reduced by a
factor 64. We will show that for magnetic arrays with symmetrical unit cell, one can also reduce
signiﬁcantly the time and memory of the computer simulations. The reduction depends on the
magnetic symmetry which in its turn, depends on the direction of substrate magnetization.
Ferrite materials in a dc magnetic biasing ﬁeld are described by a permeability tensor and
manifest resonance ferromagnetic response which depends on the applied biasing ﬁeld. It is
known that by properly adjusting the applied biasing ﬁeld, it is possible to shift the resonances
of the metal arrays, to switch from a high level to a low level of the array transmission, to
enhance the Faraday and Kerr rotation, etc., [3,4]. A possibility of tuning some electromagnetic
parameters, such as resonance frequency, improve the capabilities of this type of arrays. As
examples, we consider two magnetic symmetries of ferrite arrays with circular metal elements
described by the groups C4v (C4 ) which corresponds to normal magnetization, and the group
C2v (Cs ) for the in-plane magnetization. The permeability of the magnetized by a uniform dc
magnetic ﬁeld H0 ferrite substrate is a tensor of the second rank µ̄ and the permittivity is a
scalar ϵ. Without dc magnetic ﬁeld, one can consider the ferrite substrate as dielectric one
described by a scalar permeability µ = 1. The square unit cell of the lattice has the period d in
both the x- and the y-direction (Fig. 1a). The unit cell of the lattice is a square possessing the
geometrical symmetry C4v (in Schönﬂies notations [5]).
For the ﬁeld H0 directed along the axis z (i.e. H0 ∥ z, Fig. 1a), the resulting group of
symmetry of the system “2D square lattice + dc magnetic ﬁeld” is C4v (C4 ) which contains the
following 8 elements: e is the identity element, C2 is a rotation by π around the z-axis, C4 and
C4−1 are rotations around the z-axis by π/2 and by by −π/2, respectively, T σx and T σy are the
antireﬂections in the plane x = 0 and in the plane y = 0, respectively, T σ(a−a) and T σ(b−b) are
the antireﬂections in the planes which pass through the axis z and the line (a − a) and (b − b),
respectively. The Brillouin zone (BZ), the star and the basic domain of BZ for the magnetic
groups are shown in Fig. 1b,c,d. We ﬁnd the symmetry of the wave vector in diﬀerent symmetry
points of BZ. These symmetries are useful in discussing the possible stop- and pass-bands of the
in-plane propagation in FSS.
For the diﬀraction problem, we consider the approach suggested in [2] for nonmagnetic arrays.
In our case of magnetic structures, we consider magnetic groups and co-representations of them
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Figure 1: 2D periodical array on ferrite substrate with circular metal elements: a) front view,
b) Brilloin zone. The star and the reduced Brillouin zone for magnetization: c) along the z-axis,
group C4v (C4 ), d) along the x-axis, group C2v (Cs ).
and this is a principal diﬀerence in our approach. The following steps are the same as those
discussed in [2]. We give some examples of numerical calculations with reduced computation
time.
In conclusion, we have shown that magnetization of a magnetic substrate leads to a reduction
of array symmetry. In spite of this, the magnetic group theory is useful not only to obtain a
deep insight into the problems but also to improve the eﬃciency of numerical calculations.
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Abstract: In this paper, we propose a new method for the detection of an acoustic microwave in a
piezoelectric substrate. For this, we based our analysis on the tensorial piezoelectric equations. In
theses equations we have a very important parameter called acoustic velocity. Its importance is due to
the fact that its variation permits to provoke singularities at the level of the wave. These singularities
inform us of presence of bulk and leaky waves in piezoelectric materials. Some results are given; they
lead to some interesting conclusions.
The investigation of bibliography in micro-acoustic area permits us to point the state of the art. Milson
[1] in 1977 elaborates a relation based of the charge density. In spite of it, this method doesn't permit to
distinguish easily the different modes of propagation. Yashiro and Goto [2] introduce the method of the
stationary phase of Lightill [3] to calculate the singularities that inform us on the presence of bulk and leaky
waves [4, 5]. In our case, we propose another approach for the modeling of the acoustic microwaves with a
complementary vision to the literature mentioned above. In this approach we interested especially in the
detection of singularities, directly at the level of penetration coefficient [6].
The signal to be treated will be applied to the electrodes of the transducer that generate the
compression and dilatation, so a piezoelectric wave is generated and propagated in the X1 direction with an
acoustic velocity VS (Fig.1).
X2
Leaky waves

Interdigital transducer

Input of signal
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Output of signal

Surface waves
X3
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Piezoelectric substrate (LiNbO3)

Fig.1: Niobate of Lithium (LiNbO3) Crystal excited by transducer.
The propagation in this structure (Fig. 1) follows these piezoelectric tensorial equations:
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Where Cijkl, ik and elij are the elastic, dielectric, and piezoelectric tensors respectively,  is the mass
density of medium, Ui is the displacement amplitude and U4 is the electric potential.

The main parameter in this study is the penetration coefficient given by:
αm = am+jbm

m=1..8

(3)

The variation of the acoustic velocity VS allows us to obtain bm = 0 (imaginary part) and Ui is the
function of propagation constant k, given by:





U i  u i .exp  j ω.t  k.(X 1  a m X 2 )

(4)

The leaky waves (L.W) and bulk waves (B.W) depend on the sign of the real part of m (for example m=4).
If am is positive, we have leaky waves (radiation out of the crystal (Fig.1 and 2)).
If am is negative, we have bulk waves (propagation into the crystal (Fig.1 and 2)).
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Fig.2: Penetration coefficient 4. (a): Real part, (b): Imaginary part
This information can be useful for many applications such as the antenna (case of L.W) and the
ultrasound ultrasonic devices (case of B.W).
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Abstract- This study consists of the propagation and simulation of an ultra-wideband (UWB)
through-the- wall radar and its application for detecting an object (e.g. human) of interest. To reach
this goal, first the object itself should be model using an appropriate method. In this work, multilayer
planar and cylindrical model of typical wall and human body model are studied, which is essential to
model the objects of interest using simpler approaches. The results of two different models for the
same object (an average human body model) are compared.
Through-the-wall imaging technology is applied for making measurements at some distance without
physical contact with the measured object. When a signal propagates in the same medium, the signal at the end
of the medium is affected by the electromagnetic characteristics of the medium. For lossless case, the signal at
the end of the medium is same as the starting signal. As for lossy medium, the signal is affected by the travelling
distance, the attenuation constant and phase constant of the medium. When a signal is propagating from region
one to region two, some of the incident signal is reflected back and some is transmitted to the next region.
The incident wave is taken as a Gaussian pulse since it is easy to analyze in both time and frequency
domains. Also, the Gaussian function is continuous in time domain and it creates a single impulse-like pulse at
its peak. The energy of the Gaussian function is uniformly distributed among its frequency spectrum and the
second derivative is used as it has the largest bandwidth that has the most uniformly distributed energy [1, 2].
For cylindrical model, it was assumed that a electromagnetic wave(TM or TE) is incident on an
multilayer-circular cylinder [3]. Each layer of the multilayer circular cylinder is homogeneous as seen in figure 1.
The detail of theory and parameter of equations will be given in the full paper.
For planar model, an electromagnetic wave of TM or TE polarization was incidence with angle on a
multilayer planar surface as seen in figure 2. The detail of theory and parameter of equations is given in the full
paper [4]. The incident waves pass through a wall and then air before reaching the human body. It is expected for
the received signal amplitude to decrease after each layer because of reflection and other loss effects. Using
given equations, the EM fields in each layer are calculated numerically and then the results of planar and
cylindrical models are plotted in a graph to compare them with each other.
For one layer of thickness 0.0014, permittivity 4.30 and the incident angle 0, the transmitted wave amplitude
is obtained approximately 0.925. The calculated theoretical value with different approach from the literature and
our result are very close to each other, and the code is working properly [1]. Instead of the transmitted
amplitudes, if the reflected amplitudes between layers of the table are calculated, then how much of the wave is
reflected back can be found. This is the main principle of RADAR systems, which can detect distance of object
from the time delay between the incident wave and reflected wave [5].
Next, we simulated the transmitted wave with and without human beings behind the wall, at 9 GHz. It was

observed that without a human body model behind the wall (incidence angle=0), the received signal amplitude is
0.8006, while after passing through the human, the received amplitude reduced to 0.08843 for multilayer planar
model. It was observed that without a human body model behind the wall (incidence angle=0), the received
signal amplitude is 0.8279, while after passing through the human, the received amplitude reduced to 0.0897 for
multilayer cylindrical model. As the next run, we simulated the same results with incidence angle as 60 degree.
It was observed that without a human body model behind the wall, the received signal amplitude is 0.593, while
after passing through the human, the received amplitude reduced to 0.05906 for multilayer planar model. It was
observed that without a human body model behind the wall, the received signal amplitude is 0.6287, while after
passing through the human, the received amplitude reduced to 0.0876 for multilayer cylindrical model.
For the frequency of 3 GHz, the new results are similar in shape as 9GHz case but amplitudes are bigger.
The graphs which it will be in full paper, two different modeling techniques give similar but not completely
matching results. The differences in the received amplitudes are due to different transfer functions in two
different geometries. Since 3 GHz frequency has higher skin depth compared to 9 GHz frequency, the
transmitted wave amplitude to the innermost layer (the bone tissue) is higher than 9GHz case. Comparison of the
9 GHz and 3 GHz cases for every incident angle that the transmitted wave amplitude is higher for 3 GHz
frequency for both planar and cylindrical models. The amplitude of transmitted and reflected (RADAR) waves in
the wall, in the layers of human beings for both models at different incidence angle will be given in the final

paper.
Figure 1. Circular cylindrical model of the human body
Figure 2. Planar model of the human body
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Abstract-The main objective of this work is to simulate the attenuation in mobile communication,
at frequencies used in Turkey such as 900, 1800 and 2270 MHz, due to environment like snow, rain
and vegetation In this study the attenuation is obtained modeling snow rain and vegetation as a
random medium using Discrete Propagation Model. In this work, spherical, oblate spheroid, plate
and cylinder are used for modeling particles.
The capacity and coverage of cellular communication systems requires a deeper understanding of how the
environment surrounding the base station influences radio propagation. Considerable attention has been given in
the literature to the influence of buildings, the effect of trees, snow and rain [1, 2].
Oblate spheroid rain drop modeling produced results which are more compatible with ITU-R results
especially at frequencies higher than 50 GHz. Moreover, attenuation of snow is simulated for different types
using uniform distribution of snowflakes. The last, the attenuation of vegetation is simulated. It was found that
snow attenuation is higher than rain attenuation specifically because of the differences in particle size [3].
In this work, we considered the problem of scattering of time harmonic electromagnetic wave from N
discrete lossy dielectric scatterers, which have random positions and orientations in a volume V which represents
a rain, snow or vegetation. Let identical scatterers have a volume Vp, a relative dielectric r, radius R and a
scatterer density which is taken as a constant value  for this study. The surrounding medium is considered to be
free space. In this way, one can obtain a mean field equation from Maxwell's equations, assuming the incident
field on each scatterer is in itself the mean field (Foldy approximation). By using this approximation along with
an assumed sparse distribution of scatterers, which indicates the fractional volume =Vp to be very small, the
component of electric fields E can be easily obtained,[2]

E   exp( iK  L )  ,   ( h , v )

(1)

Here K is the effective propagation constant in the multi-component environment. It is given in terms of
the forward-scattering amplitude of its individual components of medium as:
Kpp= k 0 

f

2
{ t f pp( t )   b f pp(b )   n f pp( n )   l f pp( l ) }
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(2)
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,f
,f
f
pp pp pp and pp are the average forward scattering amplitudes

where k0 is the wave number and
for scatters model of thick cylinders(t), thin cylinders(b), needles(n), and disks(l) respectively.
The specific attenuation for the mean field can be obtained from above equations as

(t)
(b)
(n)
(l)
App8.686 Im{ f   f   f   f }, p{h,v}
t pp b pp n pp l pp

(3)

For the simulation, the rain shape is sphere and the distribution is uniform. Comparisons with experimental
results and ITU-R are very good but there are a few dB differences due to the fact that theoretical calculations
use Rayleigh-Gans theory not Mie.
The snow attenuation is more severe than attenuation of rain due to its large snowflake size, and composition
of water, ice and air molecules. For the snow modeling, certain ice crystal categories are chosen to be
investigated. Needles, plates, and branches are the main three groups that are focused on and 13 different models
are chosen as representing different snow particles. The elements in each group are chosen according to similar
characteristics of the ice crystals. In total, there are 4 groups to be investigated since plate group is divided into
two because of similarities. Moreover using literature, relative length is determined for each ice crystal model
according to the structure of the model and length-diameter ratio. Simulations of snow, as the frequency
increases, attenuation levels increase drastically. However, there is no linear relation between frequency and
attenuation. When the frequency is doubled from 900MHz to 1800MHz, attenuation increases approximately by
half of the initial value, as it was observed in the simulation of rain attenuation. Needle type crystals have the
lowest attenuation due to its geometry. Column type and planes type were expected to have similar results which
are higher than needle attenuation levels.
EM wave propagation through a park environment also studied by characterizing the vegetation as a
collection of 13 discrete random scatters which they are representing needles, leaves, branches and trunks of
vegetation or trees. For three cases, the realistic parameters from actual measurements are used and simulation
results are compared with the literature. The simulation results and discussion of loss calculation for rain, snow
and vegetation will be given in the full paper. The good results are obtained.
Simulation of Discrete Model has attempted to give a new approach to electromagnetic wave propagation
through rain, snow and vegetation. In general, the losses are found to increase with frequency and to be
dependent on the characteristics of the biomass. The microwave dielectric behavior of rain, snow and vegetation
material as a function of water content, frequency and temperature plays a central role in the propagation
characteristics of electromagnetic waves.
The rate of attenuation varies with the density of the scatterers and moisture content of region. This study
shows that the difference between path losses at 2270, 1800 and 900 MHz such that the loss is higher for a
higher frequency range.
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Abstract- We study Local Surface Plasmon Resonance (LSPR) behavior of illuminated elliptical gold nanoplots.
We present finite element simulations that show the repartition of the electric field on the surface of an excited
gold plot, and corresponding absorption and extinction spectra. Results are in accordance with experiment.
I- Introduction

When a metallic object is placed in an electromagnetic field, the electric component of the last pushes the
positively charged nuclei in one direction and the negatively charged electron cloud in the other1. A restoring
Coulomb force results in their oscillation and the constituted oscillating dipole emits an electromagnetic wave
whose oscillation magnitude is at maximum for a specific excitation frequency. This results in maximum light
emission, or the formation of Local surface Plasmon2 Resonance (LSPR) emission. LSPR has been recently used
widely in different sensing applications3. In this paper, we investigate the formation of LSPR emission on
nanosized structures used for biosensing application
II- Materials and methods

Electron Beam Lithography (EBL) was used for the fabrication of Au spheroid disc arrays. Each dot has a height
of about 70 nm, a diameter of 140nm and is distant by 340nm from its neighbours. Near Field Optical Microscopy
images were obtained for these nanoplots, when excited at 633nm
Finite Element Method calculations in the frequency domain were done using ANSYS HFSS4, for the simulation
of the electric field distribution of an illuminated nano rod, having the same dimensions as those fabricated by
EBL. The excitation light is assumed to be linearly polarized and the electric field along the longitudinal axis of
the nanostructure. Different simulations were repeated at different wavelengths so that corresponding absorption
and emission spectra could be plotted. Optical spectra were calculated similarly to Chau et Al4 and the Au
permittivity data were obtained from Johnson and Christy5 and fitted to the Drude model, with corrections to
include the particle size effect 6.
III- Results

Theoretical results agree well with experiment in addition to literature. Two distinctive hot spots are at the
apex of gold plots in both FEM simulation and SNOM optical image. The absorption spectrum peaks at about
600nm, in accordance with the excitation wavelength used to illuminate the sample. Full width at half maximum is
about 100nm, typical to that of a single nanorod spectrum.

Figure 1: Gold nanoplot electric field simulation

Figure2: Gold nanoplot calculated absorption spectrum
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Abstract- An exact solution is presented to the problem of scattering of a plane wave by a chiral
semi-elliptic-cylindrical boss located on an infinite perfectly conducting ground plane. The problem is
formulated by expressing the incident, reflected, scattered as well as the transmitted electromagnetic fields in
terms of appropriate angular and radial Mathieu functions and sets of expansion coefficients. The unknown
expansion coefficients can be determined by imposing the appropriate boundary conditions on the surface of the
chiral semi elliptical cylinder. Numerical results are presented for echo pattern widths of semi-elliptic-cylindrical
bosses of different chiral material, to show the effects of these on it.
A chiral medium is a reciprocal and isotropic medium characterized by different phase velocities for both
right and left circularly polarized waves. In a lossless chiral medium, a linearly polarized wave undergoes a
rotation of its polarization as it propagates. For chiral cylinders, these properties result in a coupling of the TM
and TE polarizations. Analytic solutions describing elliptical cylinders with chiral media are given by [15-18].
The analysis and the software used for obtaining the results have been validated, by calculating the
normalized backscattering widths for semi elliptical conducting cylinder, and showing that these results are in
excellent agreement.
Consider a transverse magnetically (TM) polarized plane electromagnetic wave incident on an infinitely long
chiral semi-elliptic-cylindrical boss located on an infinite perfectly conducting plane. The lengths of the
semi-major and semi-minor axes of the ellipse that is forming the elliptical cross section are a and b, respectively,
and the incident plane wave is assumed to make an angle φi with the x axis as shown in Fig. 1. For convenience,
an elliptic coordinate system u, v, z with its origin at the centre of the elliptic face is defined. The x and y
coordinates are related to u and v by x=Fcosh(u)cos(v), y=Fsinh(u)sin(v) with F being the semi-focal length of
the ellipse. A time harmonic dependence of exp(jωt) is assumed, but suppressed for convenience.

Fig. 1. Geometry of the problem.

The obtained numerical results are presented as normalized echo and backscattering pattern width for chiral semi
elliptical boss for both TM polarization of the incident wave. We have selected ka = 2.0 , axial ratio of
5, ε rc = 4.0 , µrc = 2.0 , k γ = 0.15 and ϕi = 900 [3]. To validate the analysis and the software used for
calculating the results, we have computed the normalized echo pattern width for conducting semi elliptical
cylinder, TM case. The results are in full agreement, verifying the accuracy of the analysis as well as the
software used for obtaining the results [4].

Fig. 2 Echo pattern

width versus scattering angle for co and cross polarized chiral semi elliptical boss of

ka=2.0, axial ratio of 5, and ϕi = 90o , TM case.
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Abstract- Modelling the distribution network is of fundamental interest to analyse the conducted
propagation of unintentional and intentional electromagnetic interferences in the power-grid. The
propagation is indeed highly influenced by channel behaviour. In this paper we investigate the
effects of appliances and the position of cables in the network. First, the power-grid architecture is
briefly described. Then, the principle of Experimental Design is described. Finally, the application
of this well-founded methodology to power-grid modelling is discussed.
Many efforts are devoted to modelling the propagation of electromagnetic waves in a Low Voltage
distribution network. Many input parameters of the models are not precisely defined. The uncertainties of those
parameters may impact the accuracy of results. Hence, a stochastic approach is generally applied to generate a
large number of random configurations. Estimating the effects of parameters variability should rely on a
well-founded methodology. In this paper, we propose to hierarchize the input variables depending on their
impact on the propagation of electromagnetic interferences [1]. Based on the results of the Experimental Design
calculation, we also highlight the interaction between those parameters.
The Low Voltage distribution network can be characterized by the combination of several parameters. The
power-grid in France is a 230 V power-supply at 50 Hz. Several cable cross-sections, from 0.6 to 300 mm², can
be used depending on the maximal admissible current level. Moreover, different types of topologies (stars and
chained topologies) can be used; a complex large power-grid can be represented by the combination of linear
sub-networks. Finally, for safety requirements, several protections, such as fuses and breakers, may also be used.
Their non-linear behaviour will not be considered.
In this paper, we propose to analyse the effects induced on the common mode output current level by the two
main parameters, which are the cable topology and the connected appliances. To compare with realistic
measurements, we have proposed a de-embedding method in [2] in order to characterize several appliances from
1 MHz to 100 MHz. Those measurements have been integrated into the CRIPTE Code [3] developed by the
French Aerospace Laboratory (ONERA). Based on the Electromagnetic Topology and the resolution of the BLT
Equation [4], we investigate both the effect of the cable positions, and those induced by the connected appliances,
on the conducted interferences in the network. We have simulated the propagation of spurious compromising
emanations generated by a computer, as depicted in Fig.1, with VSource = 1V and ZSource(f) = ZComputer(f) where f is
the working frequency. Based on physical considerations, it is assumed that the propagated mode in the network
modelled as a Multiconductor Transmission Line is a quasi-TEM one.

Figure 1: Modeled Low Voltage test network

The common mode end-current Iout is a function of several parameters as follows:

| Iout | = α(VSource, ZSource, ZCable, ZAppliance, ZPower-grid, f )
where VSource and ZSource denote the electromagnetic noise generated by the computer, ZAppliance is the input
impedance of the connected electronic equipment (printer, computer…), ZCable denotes the characteristic
impedance of the equivalent Transmission Line. The latter variable is itself a function of the diameter of the
cables, their height above ground, and their distance in the electric raceway. In order to simulate a realistic
connection of the test network to a larger power-grid, the input impedance ZPower-grid has been measured.
The Generalized Design of Experiments aims at isolating the effects induced by each input variable, called
factors, on the output current level; [5] is a good reference to start with this methodology. We introduce this
formalism in order to highlight the effects of each factor and to point out the interaction between the appliances
and the cable bundles. This is achieved by analysing the susceptibility of the end-current level to input
parameters variability. The method is applied by using a stochastic simulation. We complete the analysis by
showing the effects of the chosen working frequency band on the parameters effects and interactions. This leads
to inferring the statistical distribution of the experimental design results.
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Abstract-A spectral moment method is applied to study the effect of superconducting patch on
resonance characteristics of cylindrical-rectangular microstrip patch antenna. Numerical results of
the resonant frequency and bandwidth versus the antenna parameters are presented. The obtained
results show that the resonant frequency is affected significantly by the superconductivity property
of the patch. Furthermore, the half-power bandwidth is considerably increased, which improves the
narrow bandwidth characteristics of the microstrip structure.
Cylindrical microstrip structures have witnessed enormous growth in the past few years. Applications of
cylindrical microstrip structures include high-speed aircrafts and spacecrafts, satellite and mobile
communications, and radiators in biomedical applications [1]. A superconductivity of the patch is one of the
parameters that have a great effect on the performance of microstrip antennas. Recently, several works
concerning the effect of superconductivity of the patch on resonance and radiation characteristics of planar
microstrip structures have been reported [2], [3]. But no or few works concerning the effects of this parameter on
the performance of conformal microstrip structure have been reported in the open literature. In this paper, a
spectral domain moment method is applied to study the effect of superconducting patch on resonance
characteristics of cylindrical-rectangular microstrip patch antenna.
The relationship between the spectral tangential electric field at the air-substrate interface and the spectral
electric surface current on the patch is given by [1]
E%ν ( k z ) = Gν ( k z ) ⋅ J%ν ( k z )

(1)

Gν ( k z ) being the spectral dyadic Green’s function of a single layer cylindrical microstrip structure.

The explicit component of Gν ( k z ) can be derived from [1, Equation (26)]. To include the superconductivity of
the patch in the formulation, the surface electric field can be written as a superposition of an electric field in the
patch and another out of the patch, this yield [2]
E%ν s = E%νins + E%νout
s

(2)

Where the tangential electric field in the superconducting patch is given by
E%νins = Z s ⋅ J%ν

with Z s the surface impedance of superconducting patch and its expression is given, explicitly, in [3]

(3)

Now combining equations (1)-(3), we get

(

)

%
E%νout
s = G − Z s ⋅ Jν ( k z )

(4)

Z s = diag ( Z s , Z s )

(5)

where

(

and G − Z s

)

represent the modified dyadic Green’s function for the superconducting cylindrical-rectangular

microstrip patch antenna. Then the Galerkin procedure of the moment method is applied to Equation (4) to
obtain the resonant frequencies and the bandwidths of the considered structure.
Figure 1(a) shows that the resonant frequencies are shifted above when the superconducting patch of
cylindrical microstrip antenna is used instead of the perfectly conducting one. The half-power bandwidth of a
cylindrical microstrip antenna with a perfectly conducting and superconducting patches is shown in Figure 1(b).
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Figure 1: Resonant frequency and bandwidth of a perfectly conducting patch and a superconducting patch of cylindrical

microstrip antenna versus the substrate thickness; a = 10 mm, L = 0.9 mm, w = 1.6 mm, σn = 210 S/mm, T /Tc = 0.5, λ0 =
150 nm and e = 5 A0.

The obtained results demonstrate a considerable increase in the half-power bandwidth; the improvement can
reach 125 % for certain substrate thickness. This result allows us to overcome the problem of narrow bandwidth
of the microstrip structures.
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Abstract—The paper presents a novel design of a corner
reflector antenna which exhibits improved directivity and gain.
The structure consisted of modified corner reflectors excited by
printed dipole antennas on a quarter cylindrical substrate. The
designed antenna is optimized using professional software (HFSS)
to demonstrate improved antenna parameters. The proposed
antenna can be used to improve the performance of 802.11
WiFi 2.4GHz devices. The simulation provided an impedance
bandwidth 260 MHz at VSWR=2, and a gain of 7dB compared
to isotropic radiation.

I. I NTRODUCTION
Wireless communications are rapidly developing and geared
by new applications demanding high bandwidth and need for
high interference rejection, that imposes new demands and
expectations to antenna system designers. Wireless system
requires high directive antenna in order to cover the desirable area and reach critical customer location,while rejecting
noise and interference. Antenna designers have used many
techniques to achieve this objective. For instance V-shaped
and the three-dimensional corner reflector antennas are some
of these techniques that have greatly increases the directivities
and gain. Reflector antennas, in one form or another, have been
in use since the discovery of electromagnetic wave propagation
in 1888 by Hertz.[1] Reflectors were wildly used to modify
the radiation pattern of a radiating element.[2], by placings a
plane sheet large enough at the back of the antenna to eliminate
the backward radiated pattern. It was possible to introduce
multiple lobes by controlling the distance from the apex, this
is needed for beam forming and null introduction used for
interference rejection. The development of reflector antennas
was geared by the applications that requires high gains like,
deep space communication, microwave point to point system ,
and satellite tracking systems. Naturally the reflector antenna
takes different forms based on application, the most popular
forms: planar reflector, corner reflector and curved(parabolic)
reflector antennas.
The 90o aperture corner reflector antenna was modified as
shown in Fig(1), to be mounted on the quarter cylindrical
substrate, and excited by a strip printed dipole. The reflecting
sheets can be fixed in various aperture angle α , it can be π/N
,and the most common is the 90o type. Microstrip line Printed
dipoles are very popular due to ease of fabrication, low profile,
low costs and conformable to non planar structures[4]. The

Prototype for the Modified Corner Reflector with Printed
Dipole on quarter cylinder substrate
Fig. 1.

cylindrical corner reflector is used in literature in an attempt
to increase the gain and directivity of antenna [6], [7], the
grid and conductive reflecting surface is used in the TV broadcasting and has shown a substantial improvement in the gain.
Ordinary corner reflector antenna suffers from mechanical
strength due to the feed supporting system. Also wind loading
might affect the location if the feed which could degrade the
antenna performance.The new design is rigid enough to avoid
any mechanical displacement of the feed, more over making
the feed as printed dipole on a fixed quarter cylinder never
degrade antenna performance. The suggested structure use the
cylindrical corner reflector with printed dipole. The cylindrical
substrate has an influence on the resonance frequency based
on the cylinder radius and reflecting sheets dimensions. In this
complex structure, the reflector works as parasitic element that
re radiates the impinged radiations either from or going to the
radiating element, into free space, accordingly it has a direct
relationship with the antenna gain. [7]
II. A NTENNA D ESIGN
The proposed antenna consist of three main parts, printed
dipole, reflecting sheets, and the quarter cylinder substrate.
A. Strip Printed Dipole parameters And Design
Microstrip dipole of rectangular hatched or rectangular
geometry as shown in figure can be designed for the lowest

resonant frequency using transmission line model [8]. The
formula to calculate the value of , L, and W can be found
in [8], [9]. The total dipole length is approximately given by:
v
L = 0.47
(1)
f
where v is the actual propagation speed of wave in dielectric
which is given by:
c
v=√
ef f

B. Cylindrical Corner Reflector
(2)

Where c is the free space light speed. Given the material
dielectric εr , the substrate thickness h , and the resonance
frequency fr , the other antenna parameters can be found
using the following steps:
•

•

calculate the dipole antenna width W using :
r
2
1
W =
√
2fr µ0 εo εr + 1

h
εr + 1 εr − 1
+
(1 + 12 )−1/2
2
2
W

(3)

(4)

Calculate the effective propagating wavelength is :
λef f =

•

This part is based on design discussed in [6], [7], where
the metallic cylinder sheet is replaced by dielectric substrate
to be suitable for the printed dipole as the feed system. The
figure below shows the structure, the feed will be replaced by
the printed dipole with substrate.

where o and µo are the permitivity and permeability of
free space.
Calculate the effective dielectric constant εef f using the
following equation for W
h >1 :
εef f =

•

wave ( λef f = 92mm ) at 2.4GHz to be 23 mm. The reflectors
dimensions are selected to be one wavelength for height and
width. The cylindrical substrate has a radius of half wavelength
as suggested by Balanis to get optimal radiation[1]. Optimized
simulation found the radius of 0.7 wavelength as well as one
wavelength. The effect of of different cylindrical radii on the
antenna performance will be analyzed.

1
√
√
2fr εef f ε0 µ0

Fig. 3.

(5)

Calculating the input Impedance for the signal trace of
width W and PCB thickness h with dielectric constant r
, the characteristic impedance is:
120π
Zc = √ W
[ h + 1.393 + 0.667Ln 5.98h
0.8W ]

(6)

Corner reflector with dipole feed.

Printed dipole on a substrate provides a more rigid structure
that the wire dipole type feeding system offers. The reflectors
are typically of HxL area dimensions.[6]
III. S IMULATION R ESULTS
Using HFSS we have build three antenna models The first
that we will consider is a plane substrate with printed stip,
dipole with dimensions illustrated in the previous section, and
summarized in Table 1 above are used, the proceeding sections
describes the deign and the results.
TABLE I
A NTENNA D IMENTIONS

Fig. 2.

Printed dipole on a planar substrate model

We have chosen the dielectric PCB for the substrate as
Duroid(tm) with dielectric constant of 2.2 and thickness of
1.6mm. Dipole radials width can be found by equation 3 above
and approximated to 4mm. The effective dielectric constant
was found from equation (4) to be 1.827. Dipole radial length
is found based on the effective wavelength of the propagating

Designed Frequency
Dipole Radials Length
Dipole Radials width
Gap
substrate height
dielectric constant
Effective Wavelength
Cylinder Radius
Cylinder Height
Reflecting sheet HxL

2.4 GHz
23 mm
4 mm
1 mm
1.6 mm
2.2
92 mm
0.5λ
λ
λ∗λ

A. Microstrip Printed Dipole on a Planar Substrate
Printed strip dipole geometry is constructed using HFSS
Ansoft software. The EM solver was set to produce the

corresponding return loss for the range of frequencies from
0.1GHz to 4GHz. As one can see from Fig.4,the resonance
occur at 2.4GHz with a dip at -22dB and an impedance
bandwidth of 350MHz at VSWR=2. The far field radiation
pattern is also illustrated in Fig.5 , which shows the normal
dipole pattern.

Fig. 6.

Fig. 4.

Modified corner reflector with printed dipole-prototype

Return loss of the Planar printed dipole antenna

Fig. 7. S11 for cylindrical substrate printed dipole with no reflectors

Fig. 5.

Planar printed dipole radiation pattern

The results from simulations showed an agreement with the
calculations obtained from the design section. The simulation
shows that the input impedance is perfectly matched to 50
Ohm.

Fig. 8.

Printed dipole Radiation pattern using cylindrical substrate

Fig. 8 above is showing the E-plane and H-plane field
patterns which is very similar to the planar substrate field
patterns obtained in section 1.

B. Microstrip Printed Dipole on the cylindrical substrate
The second step is to replace the planar substrate by a
quarter cylindrical. It is part of a right circular cylinder along
the z-direction. The coordinate system is rotated such that the
radiation is directed to 90o in the x-y plane. Compared to the
planar structure, the results shows a similar radiation pattern
and a slight reduction in the gain as shown in Fig 8 compared
to results in Fig 5 using the planar substrate. In both cases the
impedance was perfectly matched to 50 ohm.
The radiation pattern in the vertical plan is more directive than
that of the planar strip dipole case. That was the effect of the
curvature on the radiation pattern. In addition; there is a slight
shift up in resonance frequency to 2.6 GHz with -18dB RL.
It has a broader bandwidth of 420MHz as depicted in Fig 7.

C. Final Antenna Structure with Reflectors added
Fig. 6 shows the prototype of the proposed antenna geometry using HFSS Ansoft Software. The Return loss graph
is showing an impedance bandwidth 260 MHz at VSWR=2
around the resonance frequency of 2.3GHz with a dip of
-23dB. Clearly the addition of reflectors has shifted down
the resonance frequency and decreased the bandwidth of the
antenna. The simulation is showing again of 9.3dB which is
7dB more than that of the model without the reflectors.
The antenna directivity and gain have increased in the
direction of 45o as designed with new bandwidth of 260MHz(
13 percent of the operating frequency).

Return loss of the antenna, BW= 260 MHz at VSWR=2
around the resonance frequency 2.3GHz.
Fig. 9.

Fig. 10.

Radiation patterns E plane , H plane .

The radiation efficiency is 86 percent, yet to be enhanced
by doing more optimization to the structure. This will allow us
to include more accurate simulation results at the conference
in addition to the fabrication and measurements results.
IV. C ONCLUSION
A low cost strip dipole antenna was used as a feed
for the modified corner reflector operating at 2.4GHz for
WLAN applications. Modified corner reflector has shown an
improvement in gain and directivity by 7dB, with HPBW =
52o , compared to isotropic radiation obtained from the strip
printed dipole with no reflectors. The simulation indicates an
impedance bandwidth of 260 MHz at VSWR=2. The quarter
cylindrical substrate has minor influence on the radiation and
the resonance frequency. Simulation results agrees with the
theoretical design values,
V. ACKNOWLEDGMENTS
Many thanks goes to King Fahad University for Petroleum
and Minerals for providing the facility and resources for this
research.
R EFERENCES
[1] Costantin A. Balanis,. Antenna Theory, Analysis and Design, Chapter
14,15: Microstrip Patch. John Willey And Sons, NY, 2nd edition (2008).
[2] John D Kraus,McGRAW HIll . Antennas, Second Edition. McGRAW
HIll International Edition (1988).
[3] Girish Kumar,K.P. Ray. Broad band Microstrip Antennas. Artech House,
INC(2003).

[4] JR James,PS Hall, Handbook Of Microstrip Antennas. Peter, Peregrinus
Ltd(1989).
[5] Samir Dev Gupta Design and Performance Analysis of Cylindrical
Antenna and Array using Conformal Mapping Technique. Samir Dev
Gupta, Department of Electronics and Communication Engineering, JIIT,
Noida, UP, India, samirdev.gupta@jiit.ac.in. MC Srivastava, Director,
JIIT Sector-128, UP, India, mc.srivastava@jiit.ac.in. Amit Singh, Agilent
Technologies, Manesar, Haryana, INDIA, amit.singhjiit@gmail.com.
[6] HASSAN M. ELKAMCHOUCHI Cylindrical and Three-Dimensional
Corner Reflector Antennas. HASSAN M. ELKAMCHOUCHI, MEMBER, IEEE
[7] J. A. Romo, I. F. Am]nitzine, and J. Garate Optimised Design of Cylindrical corner reflectors For Applications on TV Broadband Antennas.
Department of Elctronic and Telecommunications, University of Basque
Country, AlamedaUrquilo s/n, Bilbao, Spain. juanantonio.romo@ehu.es;
iggnacio.anitzine@ehu.es;jgarate001@ehu.es
[8] M.H.Jamaluddin, M.K. A. Rahim M. Z. A. Abd. Aziz, A. Asrokin
MICROSTRIP DIPOLE ANTENNA FOR WLAN APPLICATION. Wireless Communication Center (WCC), Faculty of Electrical Engineering, Universiti Teknologi Malaysia, Email: haizal@fke.utm.my, mkamal@fke.utm.my , matjoin@yahoo.com, awi82@yahoo.com
[9] David, David M. Pozar Microwaves Engineering. John Willy and Sons,
Inc, 1998
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Abstract-In this study, the resonant frequency of annular ring microstrip resonator with uniaxial
anisotropic substrate and air gap layer is analyzed. The cavity model for simple ring microstrip
antenna is extended with some modifications for the tunable geometry taking into account the
anisotropy in the layer. The theoretical resonant frequency results are in very good agreement with
the experimental results reported elsewhere. The air gap tuning effect on the resonant characteristics
is also investigated for fundamental and higher order modes.
1.

Introduction
The cavity model has been chosen as a simple alternative to analyze and predict the behavior of microstrip
ring antennas [1]. The aim of this work to perform an accurate and efficient analysis of annular-ring microstrip
antennas on double layer substrate, as well as to perform the analyses for annular ring microstrip antennas on a
single layer substrate and on a tunable substrate, as particular cases.

r2
r1

Anisotropic substrate [εr], µ0
Air gap ε0, µ0

Figure 1.

d2
d1

Geometry of a tunable microstrip ring antenna.

Outline of the numerical procedure
In order to calculate the resonant frequency, the original tow-layered structure (Fig.1) is reduced to a single
layered one having an equivalent relative permittivity [2, 3]

2.

f r ,mn =

kυ 0
2 a ε eq

(1)

To account for the fact that small fraction of the field exists outside the dielectric; it is customary to use effective

permittivity

εeff

in place of

ε req

[3]. If we want to take the substrate uniaxial anisotropy’s into account, the relative

dielectric permittivity ε r will be replaced with the tensor ε r = diag( ε x ,ε x ,ε z ) [4], where ε x and ε z are the relative
dielectric permittivity along x and z axis, respectively.

3.

Results and discussion
In order to confirm the computation accuracy, our numerical results are compared with those obtained from
[5, 6]. The comparison is done for different air separations with maximum deviation within 3%. Figure 2 depicts
the influence of the air gap thickness on the resonant frequency of an annular ring microstrip patch for three
anisotropic dielectric substrates. As it can be seen, the resonant frequency reduces considerably when the
dielectric substrate changes from boron nitride to epsilam-10, and this is in contrast to what happens when the
medium changes from epsilam-10 to sapphire.
8.50E+008

Boron nitride
Epsilam-10
Sapphire

8.00E+008
7.50E+008

Resonant frequency (GHz)

7.00E+008
6.50E+008
6.00E+008
5.50E+008
5.00E+008
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3.50E+008
3.00E+008

d2=1.59mm

2.50E+008
0.0

0.5

1.0

1.5

2.0

2.5

3.0

Air gap d1(mm)

Figure 2.

4.

Resonant frequency versus air gap thickness.

Conclusion
The obtained results show that when the permittivity εz is changed and εx remains constant, the resonant
frequency changes drastically, on the other hand, we found a slight shift in the resonant frequency when the
permittivity εx is changed and εz remains constant. This means that important errors may arise in the computation
of resonant frequencies of microstrip antennas with air gaps if substrate anisotropy is neglected.
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Abstract-This paper presents a rigorous full-wave analysis of the high Tc superconducting
rectangular microstrip antenna with a rectangular aperture in the ground plane. To include the effect
of the superconductivity of the microstrip patch in the full-wave analysis, a complex surface
impedance is considered. The proposed approach is validated by comparing the computed results
with previously published data. Results showing the effect of the aperture on the resonance of the
superconducting microstrip antenna are given.
Introduction: Rectangular microstrip patches can find application in microwave integrated circuit as planar
resonators. Also, they can be used as resonant antennas. When a microstrip patch resonator acts as an antenna,
the microstrip patch can be fed through an aperture cut into a microstrip line ground plane [1]. This feeding
configuration has been found very advantageous for several reasons [2], [3]. Since ground-plane apertures can
play a role in the design of microstrip patch antennas, the computer codes developed for the analysis of
microstrip patch resonators should be able to account for the effect of possible apertures existing in the ground
plane of the resonators. Setting aside the topic of microstrip patches over ground planes with apertures, recently
there is some interest in the use of superconducting materials in microwave integrated circuits, which is due to
their main characteristics, such as: very small losses, which means low-attenuation and low-noise, very small
dispersion up to frequencies of several tens of GHz, smaller devices due to the lower losses, which leads to
larger integration density and reduction in the time of propagation of the signals in the circuits. In this paper, we
present a rigorous full-wave analysis of the high Tc superconducting rectangular microstrip antenna with a
rectangular aperture in the ground plane.
Theory: The problem to be solved is illustrated in Figure 1. We have a high Tc superconducting rectangular
microstrip patch of thickness e1 over a ground plane with a rectangular aperture. The superconducting patch is
characterized by a critical temperature Tc, a zero-temperature penetration depth λ0 and a normal state
conductivity σn. Let J0(x, y) be the surface current density on the ground plane with rectangular aperture and let
J(x, y) be the surface current density on the superconducting rectangular patch. Also, let E(x, y, 0) and E(x, y, d)
are the values of the transverse electric field at the plane of the aperture and at the plane of the superconducting
patch, respectively. Following a mathematical reasoning similar to that shown in [3], we can obtain a relation
among J0(x, y), J(x, y), E(x, y, 0) and E(x, y, d) in the vector Fourier transform domain given by
e ( k s , d ) = G ( k s ) . j( k s ) + Γ ( k s ) . e( k s ,0)

(1)

j 0 ( k s ) = − Γ ( k s ) . j( k s ) + Y ( k s ) . e( k s ,0)

(2)

High Tc superconducting patch a x b

a

Rectangular aperture aa x ba

e

ε 0 ε r , μ0

d

z

x

z=0

aa

Figure 1. Superconducting rectangular microstrip antenna with rectangular aperture.
Table 1. Comparison of our calculated resonant frequencies with previously published data.
Resonant frequencies (GHz)

Relative permittivity (εr)
Cavity model [4]

Full-wave analysis [5]

Our results

11

41.638

41.041

41.585

16

35.300

34.856

34.816

23.81

28.937

28.671

28.764

Considering the superconducting effects, we need simply to modify equation (1) by replacing G(ks) par
G(ks)-Zs . I, where I is the 2x2 unit matrix and Zs is the surface impedance of the superconducting patch. It is
determined by using London’s equation and the Gorter-Casimir two-fluid model [4], [5].
Numerical results and discussion: In order to confirm the computation accuracy, our results are compared
with the theoretical results of Richard et al. [4] and Silva et al. [5] when there is no aperture in the ground plane.
The patch is fabricated with a YBCO superconducting thin film with parameters σn= 106 S/M, Tc= 89 K, λ0= 140
nm and e= 350 nm. The patch size is a x b = 1630 µm x 935 µm and the substrate has a thickness of d = 254 µm.
The operating temperature is T = 50 K. Table 1 summarizes our computed resonant frequencies and those of [4]
and [5] for three different materials and differences between these three results of less than 0.7% are obtained.
We have also obtained other numerical results (not given here) in order to study the effect of the aperture on
the resonant frequency of the superconducting microstrip antenna. It has been found that the resonant
frequencies of the superconducting patches over ground planes without apertures are larger than those obtained
with apertures. This last result agrees with that discovered theoretically for perfectly conducting patches [3].
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Abstract-The effect of a protecting dielectric superstrate on the resonance of a high Tc
superconducting microstrip patch is investigated. The analysis approach is based on the
spectral-domain method of moments in conjunction with the complex resistive boundary condition.
The complex surface impedance of the superconducting thin film is determined using London’s
equation and the two-fluid model of Gorter and Casimir. Numerical results show that the resonant
frequency of the high Tc superconducting rectangular patch decreases monotonically with
increasing superstrate thickness, the decrease being greater for high permittivity loading.
Introduction: Recently, there has been a growing interest in the use of superconducting materials in
microwave integrated circuits, which is due to their main characteristics, such as: very small losses, which means
low-attenuation and low-noise, very small dispersion up to frequencies of several tens, smaller devices due to the
lower losses, which leads to larger integration density and reduction in the time of propagation of the signals in
the circuits [1].
Superstrate dielectric layers are often used to protect printed circuit antennas from environmental hazards, or
may be naturally firmed (e.g. ice layers) during flight or severe weather conditions. Theoretical researches on the
effect of dielectric superstrate on the resonant frequency of a perfectly conducting patch are abundant [2];
however, there is no theoretical report on the effect of superstrate on the resonance of a high Tc superconducting
rectangular microstrip antenna.
Formulation: The geometry under consideration is illustrated in Figure 1. A rectangular superconducting
patch of thickness e is printed on a grounded dielectric slab of thickness d1. The substrate is characterized by the
free-space permeability µ0 and a permittivity ε0εr1. Above the radiating patch is the superstrate layer of thickness
d2 with permeability µ0 and a permittivity ε0εr2. The superconducting film is characterized by a critical
temperature Tc, a zero-temperature penetration depth λ0, and a normal state conductivity σn. Following a
mathematical reasoning similar to that shown in [2] for obtaining a relation among the surface electric field at
the plane of the superconducting patch and the surface current on the patch in the spectral domain given by
⎡ E~ x ⎤ ⎡Q xx
⎢~ ⎥ = ⎢
⎢⎣ E y ⎥⎦ ⎣Q yx

~
Q xy ⎤ ⎡ J x ⎤
.⎢~ ⎥
Q yy ⎥⎦ ⎢⎣ J y ⎥⎦

(1)

Concerning the superconducting effects, we need simply to modify equation (1) by replacing Qxx by Qxx ZS and Qyy by Qyy - ZS, where ZS is the surface impedance of the superconducting patch. When the thickness of
the superconducting patch is less than three times the zero-temperature penetration depth, the surface impedance

Superconducting patch

d2

ε 0 ε r2 , μ0

d1

ε 0 ε r1 , μ0

Figure 1. Structure of a high Tc superconducting patch in a substrate-superstrate configuration.
can be approximated as in [1]. Now, Galerkin method can be applied to equation (1) to obtain the resonant
frequency of the superconducting patch in a substrate-superstrate configuration. Note that the resonant
frequencies are defined as the real parts of the complex roots of the characteristic equation [3].
Influence of the superstrate on the resonant frequency: Now, we study the influence of the superstrate
thickness on the resonant frequency. A rectangular patch having a length a = 8 mm and width b = 5 mm is
printed on a substrate of oxide of magnesium (εr1 = 9.6, d1 =0.4 mm). For the superstrate we have considered
three different materials. These materials are the arsenide of gallium (εr2 = 6.6), the oxide of magnesium
(εr2 = 9.6) and the oxide of beryllium (εr2 = 12.5). Figure 2 shows the resonant frequency versus the superstrate
thickness. It is observed that when the superstrate thickness grows the resonant frequency decreases
monotonically. The decrease being more important for superstrates with high relative permittivities.
9.4
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9.2
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Figure 2. Resonant frequency of the superconducting patch versus the superstrate thickness. The characteristics
of the superconducting film are σn = 7.46.106 S/m, T = 77 K, Tc = 89 K, λ0 = 180 nm and e = 150 nm.
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Abstract- The paper presents the concept of multiport antenna systems where multiple active and
passive ports are deployed. The passive ports, implemented via tunable reactance-assisted (parasitic)
antennas, can alter the far-field and near-field properties of the antenna system expressed by the
antenna efficiency, electromagnetic coupling and spatial correlation. The system can be optimized
in order to enhance the spatial multiplexing performance whereas the performance gains come at no
significant additional cost and hardware complexity.
Multiple-antenna systems are in the forefront of wireless research due to their potential for improving the
capacity of mobile services by offering remarkable diversity and spatial multiplexing gains. Such systems are
conventionally implemented by a set of active antenna elements where each element is connected to a separate
RF chain [1]. However, with the ongoing trend toward miniature, compact and highly integrated
telecommunication devices, such systems suffer from high antenna correlation and decreased antenna efficiency
due to the strong mutual coupling among the closely spaced antenna elements that alters the input impedance
seen by the RF ports thus leading to a mismatch loss [2]. Techniques such as decoupling and matching (DMN)
networks have been proposed but incur additional losses and complexity besides their negative impact on the
bandwidth [3]. Uncoupled matching techniques such as the single-port matching may not hit the bandwidth but
trade antenna efficiency for correlation maximizing the capacity only in the high SNR regime [1]. This paper
addresses the limitations of multiple-active antennas by introducing hybrid array topologies of multiple-active
and passive antenna architectures. The passive antenna ports are terminated with switched or tunable reactive
loads that alter the boundary conditions of the antenna structure and, therefore, the propagation conditions.
Firstly, this incurs advantages in terms of the antenna real-estate since the passive terminations are attached to
low-cost switches / loads rather than to full RF chains. Furthermore, the antenna system is now able to alter the
propagation channel by altering its radiation properties. This degree of freedom that does not exist in
conventional antenna implementations permits us to treat the array configuration and its radiation properties as
an additional component in the joint optimization of the system performance, thus allowing the system to
approach its theoretical performance limits. The paper generalizes our prior work [2] (where theoretical models
of dipoles/monopoles were used) to any kind of reconfigurable, switched, tunable or adaptive antenna structure.
To illustrate the concept of the general multiport network model, Figure 1 shows a 3-port system comprising
a type of two-merged planar Inverted-F (PIFA) antenna structure whose feeding points constitute the two active
ports (indexed as 1 and 2). The passive port (port 3) is placed at the end of the slot on top of the structure and is
controlled via a variable reactive load. The structure is placed over a (55x110)mm2 ground plane of typical
modern smart phone dimensions and is modeled as lossless perfect electric conductor using the electromagnetic
simulator CST MICROWAVE STUDIO®. Let Ẑ3x3 denote the 3x3 (standard) mutual impedance matrix with
entries Ẑi,j, i,j ∈{1,2,3}. The coupling model of such antenna system can be alternatively expressed by the 2x2
impedance matrix Z2x2 of the active ports expressed as a function of the reactive load jX  of the passive control

port. This matrix has entries
Zi,i= Ẑi,i-Zx and Zi,j= Ẑi,j-Zx, where i,j ∈{1,2} and Zx= (Ẑ1,2 Ẑ2,1) /( Ẑ3,3+ jX).
The equivalent impedance matrix expresses the fact the coupling and the input impedance of such antenna
system is controlled indirectly, thanks to the mutual interactions among the antenna ports, via the passive load.
Equivalently, the coupling model can be directly expressed by the collapsing the 3x3 scattering parameters
matrix Ŝ3x3 to an equivalent 2x2 scattering matrix S2x2 that is a function of the reactive load [4]. In our topology,
the matrix S2x2 has entries S1,1=S2,2 and S1,2=S2,1 due to symmetry. The scattering parameters are illustrated in
Figure 2 where the passive port has been appropriately tuned so that the active ports efficiently resonate at
2GHz. It is noted that the impressive isolation level among the active ports has been attained within a type of
uncoupled simultaneous matching and decoupling solution. Such method approaches the performance gains of
conventional DMNs yet without any significant additional losses and hardware complexity. Since our interest is
in the final spatial multiplexing performance, in the full version of the paper we shall explain how we can
directly tune the variable control port in order to optimize the end system throughput that captures the individual
antenna parameters (antenna efficiency, efficiency imbalance, and correlation) in arbitrary channel scenarios.

Figure 1 The multiport antenna system comprised of two active

Figure 2 The frequency response of the scattering

ports (ports 1 and 2) indirectly controlled via a passive port

parameters of the proposed multiport antenna system.

(port 3)
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Abstract —This paper presents a modified antipodal tapered slot antenna with elliptical corrugations on its edges. The
proposed elliptical shape is used to improve the antenna characteristics compared with traditional piece-wise linear
corrugations. The proposed corrugated structure exhibits an ultrawideband performance (0.6 GHz to 10 GHz) with higher
gain flatness, better front-to-back ratio and lower side lobe levels. The measured results show good agreement with
simulations.

Introduction
The tapered slot antennas (TSA) or end-fire travelling wave antennas are good candidates for ultrawideband
(UWB) systems, such as low profile radar, microwave imaging and short range communications, where robust antenna
performance is required in order to transmit very narrow UWB pulses[1]. In this paper, merging the concept of antipodal
tapered slot antenna (ATSA) and edge corrugation of elliptical shaped fins are used to improve the performance of original
ATSA. Two different types (i) elliptical (ii) piecewise linear edge corrugations are designed to cover both lower and higher
proposed frequency ranges (0.6 to 10 GHz). The different performance parameters such as return loss value, radiation pattern,
front to back ratio and side lobe levels are improved by appropriate corrugation design. The results of both types of
corrugations are summarized and compared with original ATSA performance.

Design and results
The configurations of traditional ATSA, piecewise linear corrugations (ATSA-LC) and elliptic corrugation (ATSAEC) is shown in Fig. 1. The depth of the corrugation in both configurations is less than quarter wavelength of lowest
frequency (0.6 GHz) exhibiting the inductive reactance to the passing wave [2].
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Fig.1 Geometry of proposed ATSA (a) Original ATSA (b) Modified ATSA with piece-wise linear corrugation (ATSA-LC)
(c) Modified ATSA with elliptic corrugation (ATSA-EC)
The added inductance increases the electrical length of antennas. Therefore, the corrugated antennas have 9.8%
shifts in lower resonance frequencies (from 0.6 to 0.55 GHz) as shown in Fig. 2(a). Moreover, the ATSA-EC has better gain
flatness than the other two configurations (9 dB ± 1.2 dB) from 0.55 to 7.9 GHz, as shown in Fig. 2(b).
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Fig. 2 Simulation results (a) Return loss characteristics (b) Gain characteristics.
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Fig. 3 Simulation results of E-plane radiation pattern at different frequencies.
The E-plane radiation patterns of proposed antennas for different operation frequencies are shown in Fig. 3. Both
side lobe and back lobe levels are reduced. The performance of original ATSA and corresponding to corrugated
configurations are listed in Table 1. Compared to the original ATSA [3], the 48% side lobe level is improved at 2.26 GH for
ATSA-EC. Similarly significant improvements in lower frequencies' gain are up to 95% and 113% for ATSA-LC and ATSAEC, respectively. Moreover, the front to back ratio values have also been improved, especially at higher frequencies, for both
configurations. The proposed circuits are simulated by using full wave electromagnetic software HFSS v 13 [4].The original
ATSA has been fabricated and tested and rest are under fabrication and testing.
Table 1. Simulation results of E-Plane pattern.
Frequency (GHz)
Design Parameters

Design Type

3 dB beamwidth (degree)

Side lobe level (dB)

Directivity Gain (dBi)

Front to back ratio (dB)

2.26

5.05

7.28

Original ATSA

50.4

50.5

61.7

ATSA-LC

50.9

76.7

64.4

ATSA-EC

46.3

60.6

57.3

Original ATSA

-10.2

-11.45

-11.39

ATSA-LC

-13.6

-13.6

-12.96

ATSA-EC

-15.15

-15.1

-11.68

Original ATSA

4.5

8.18

10.28

ATSA-LC

8.8

8.26

9.46

ATSA-EC

9.6

8.05

9.08

Original ATSA

14

8.61

6.739

ATSA-LC

16.92

16.0

14.42

ATSA-EC

15.4

16.22

11.52
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NOVEL KSA SIGN SHAPE MICROSTRIP ANTENNA ARRAY
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Abstract- In this paper, a novel ksa sign shape microstrip antenna is presented. The single and two element
antenna were designed and fabricated on a substrate with dielectric constant of 2.2, thickness of 1.5748 mm, and
tan δ = 0.001. The measuring results were obtained using Anritsu 37297D VNA. The results show that a
reduction in mutual coupling between array elements of 13.5 dB is achieved at 2.344 GHz with band (2.26 - 2.45)
GHz. Also, a reduction in size of 70% is achieved. The microstrip array was studied by CST simulator and
fabricated by proto laser machine with precision 25µm. The antenna can be used in the military or RFID
applications.
Mutual coupling is a well-known effect in multi-element array antennas. Generally, mutual coupling is an
unwanted phenomenon that distorts the behaviour of radiating elements in an antenna array. Every element in an
antenna array affects every other element by radiating over the air or by propagating surface currents through the
ground plane of microstrip antennas. Surface currents can be a bigger problem, especially when antenna elements
are closely packed. Mutual coupling, which depends on inter element separation and relative orientation, causes
undesirable effects on antenna characteristics [1].
Electromagnetic Band Gap structures (EBGs) are widely used in microwave circuit and antenna design
because they produce band rejection characteristics [2]. Various configurations of EBG structures have been
successfully applied in the patch antenna arrays to improve array characteristics, such as reduction of total size of
the array and increasing radiation efficiency [3], [4].
This configuration is chosen because the ksa sign shape is the official page for any military application. So,
this antenna may be used in soldier belts, any commodity for the military application, etc. The single and two
element microstrip array are shown in Fig. 1 to study the mutual coupling and the effect of spacing between array
elements. The EBG cells in the shape of small size ksa sign are inserted between the adjacent coupled elements in
the array to suppress the pronounced surface waves. The comparison between the measured and simulated
scattering parameters is shown in Fig. 2. The simulated gain and radiation efficiency for single element at f =
2.563 GHz are about 3.4 dBi and 89%, respectively. The radiation pattern for two elements without EBG is
shown in Fig. 3(a). In this case the simulated gain and radiation efficiency at f = 2.512 GHz are 5.1 dBi and 91%,
respectively. The radiation pattern for two elements array with EBG is shown in Fig. 3(b). The simulated gain
and radiation efficiency at f = 2.542 GHz are 6.6 dBi and 92%, respectively. The measured results agree well
with those obtained by the CST.

(a)

(b)

Fig. 1: Fabricated novel KSA sign microstrip antenna (a) single element, and (b) 2 elements array with
EBG.

(a)

(b)

Fig. 2: Comparison between simulation S-parameters and measurement of novel ksa sign shape
microstrip antenna array (a) single element, and (b) 2 element array with and without EBG.

(a)

(b)

Fig. 3: E-plane and H-plane radiation pattern of novel ksa sign shape microstrip antenna array without and with EBG
at frequencies (a) 2.512GHz, and (b) 2.542GHz.
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PROPERTIES OF RECTANGULAR MICROSTRIP
ANTENNA
S. C. Raghavendra*, 1Karthik B. G. , 1Iswaryan G. S, 1Prashant M. T.,
2Revanasiddappa M.
1Dept.

of Electronics Engineering, Ruwais Colleges, P O Box No. 58855, HCT,
Ruwais, Abu Dhabi, UAE
1Dept.

of Electronics and Communication Engineering,
2 Dept.

of Chemistry,

P E S Institute of Technology (South Campus), Electronic City, Bangalore5660100
AbstractMicrostrip antennas are light weight, low profile antennas that are easy to fabricate. However,
their applications are limited because of narrow impedance bandwidth (<2%) and low gain.
In this work, we attempt to study the bandwidth parameters of a rectangular microstrip
antenna by introducing magnetic loss tangent (tan δµ) and magnetic permeability (µr) in a
commercially available substrate ADPIM-320 (manufactured by Arlon, εr = 3.2, tan δ = 3*10-3,
h=1.575mm and copper height =35 µm). Simulation studies have been made by an
electromagnetic simulation software tool, FEKO which uses Method of Moments (MoM) and
other numerical techniques. The antennas simulation is carried out in the S band (2 to 4 GHz
with 3GHz as centre frequency). The results of the simulations, show that for a particular set
of magnetic parameters of the substrate, the impedance bandwidth of the rectangular
microstrip antenna show an enhancement as high as 10% with single element basic
rectangular radiating patch along with multiple resonant peaks. The results provide useful
insight for practical design on this kind of structures when magnetic substrates are involved.

* Author for Correspondence:
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Abstract:
Antennas are becoming crucial in an increasingly growing number
of vital applications namely with the emerging of the 3G, 4G and
the 5G generations of communications. Of particular interest are
the antennas designed to operate in point-to-multipoint
configurations where efficiency, size, and cost play a decisive role.
The common practice is to refer to the already existing antennas in
the market for this sole purpose. Nonetheless, a major drawback
of such solutions is that the aforementioned criteria are extremely
hard to simultaneously optimize. The purpose of this paper is to
present an innovative approach relying on the use of Slotted
Waveguide Antennas, which are initially used in Radar
applications, as an ultimate alternative that allows drastically
enhancing the ratio of performance versus cost and size.
Moreover, our antenna will be remodeled and designed to function
as a Circularly Bent Rectangular Slotted Waveguide Antenna
(CBRSWA). Simulation results were carried out at 2.4 GHz
frequency and indubitably demonstrated high effectiveness in
terms of directivity and high gain given a reduced cost, shape and
size. A prototype will be assembled to carry out experimental
results and compare them with simulation. It is still noteworthy to
mention that these results are expected to match with an elevated
accuracy since the pattern simulated under Autocad, Matlab and
Feko is meshed and modeled to a far extent taking into account all
non-ideal characteristics.

Analysis and Modeling of Annular Aperture Array Antenna Using
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Abstract- In this paper a model based on field equivalence principle (extended huygens’ principle)
for annular aperture array antenna is proposed. The aperture is modeled as array of magnetic current
loops. Far field expressions of array are obtained and antenna pattern has been plotted for different
frequencies.

In order to achieve high directivity (large gain) and focused radiation pattern, either the dimension of the
single antenna has to be increased or array of small elements be used. Arrays are preferred for high directivity,
beam steering and controlled radiation pattern. Many researchers are working on annular array for different
applications such as in biological sensing and lithography [1-2]. In this paper annular aperture array antenna is
analyzed using field equivalence principle, i.e., the extended Huygens’ Principle; a field over a closed surface
can be modeled as equivalent electric and magnetic sources [3]. The radiation pattern of a single element antenna
is wide and less directive (low gain). The apertures are modeled as constant magnetic current loops. The
classical methods to compute the fields of an aperture are complex, whereas the proposed technique just requires
integration over a closed surface. The first step is to select a perfect electric surface and then in second step place
a thin dielectric film over it Fig. 1(a). The fields are generated by magnetic source Ms using electric vector
potential F [4],

  
e  jkR



F
I m (x , y , z )
dl 
4 c
R

(1)

The source coordinates are designated as primed ( x, y, z) . R is the distance from any point on the
magnetic current element antenna to the observation point and dl  is an infinitesimal section of the magnetic



current element antenna Fig. 1(a). I m is the magnetic source current, which is equal to,



I m  W .M s


(2)



where W  rb  ra and .M s  nˆ  E .
The fields are computed by putting certain conditions in (1); once the fields are calculated for a single
element antenna, we use [4],



E total = [ E (single element at reference point)] x [array factor]

(3)

Fig. 1 (a) Single element of annular aperture (b) M x N array of annular aperture for M = 5 and N= 4.
This is used to find the magnetic current loop antenna array. The above equation is also referred to as pattern
multiplication for arrays of identical elements [2].
The paper will also include the simulation results and plots made at different frequencies. Fig. 1 shows the
single and multiple elements of array antenna. The aperture is equivalent to horizontal magnetic current loop
over a perfect electric conductor i.e. Ms≠0 and Js=0. The final expressions present the relation between the
voltage and fields.
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Abstract-In this paper, the ferrite patch antenna is presented. We can control externally
the resonant frequency by the tensor permeability which is a function of the
magnetization of ferrite substrate. The wavelength in the ferrite becomes shorter as the
magnetization becomes stronger. This antenna has become broadband.

In the high frequency communication, ferrite is one of the important magnetic materials
which are very useful in microwave antenna applications. The reason for using ferrite
material in microstrip structures is that the applied magnetic field changes the permeability
and thus the electrical properties of material, which in turn changes the antenna properties.
The significance of this is that it is possible to change the antenna characteristics through the
DC magnetic field applied externally [1,2].
In the present paper, the concept of tunable antenna has been developed by rectangular
patch printed on Magnesium Spinels (ferrite TT1-414 of Trans-Tech) substrate in the S band.
The geometry of antenna is shown in fig. 1. The patch of length L and width W printed on
ferrite substrate of thickness h. The dielectric constant  r and saturation magnetization

4 M S of substrate are 11.3 and 750 Gauss respectively, with dielectric loss tangent

tan( )  104 .

Figure 2. Return loss S11 of the microstrip
patch antenna with demagnetized
Ferrite substrate, f = 2.45 GHz.

Figure 1. Geometry of microstrip
rectangular patch antenna



Consider a ferrite substrate with a DC magnetic field H 0 applied longitudinally. The
permeability of the ferrite magnetized longitudinally (z-direction) is expressed by [3].
   j 0 


  0 .  j
0



0



0 

rz 

(1)

For a partial magnetization of the ferrites, Green [4] and Shloeman [5] give the empirical
expressions of  ,  and  rz . When the magnetization is equal to zero,   0 and

  rz

1 . The ferrite becomes then an isotropic dielectric [6]. Where  ,  and  rz are
real quantities which depend of the magnetization 4 M , the saturation magnetization 4 M S
and the frequency f. The dimension of patch is calculated by following equations
C
W
2 f  r .eff
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Figure 3. Numerical result of the resonance frequency according magnetization M/MS.
The above equations are based on the transmission line model [7]. The dimensions of the
patch antenna operating at 2.45 GHz, with a ferrite demagnetized, are: W= 2.5 cm and L=
1.78 cm, with h= 1.6 cm (see fig. 1). This ferrite antenna without magnetization has a
bandwidth of 13 MHz (see fig. 2) and a gain of 5 dB. By increasing the magnetization M of 0
to 0.9 M S , the frequency increases from 2.45 GHz to 3.08 GHz as shown in figure 3. Our
antenna has become so broadband (bandwidth = 600 MHz). This is an external antenna
control.
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Abstract- Passive radars have many advantages as they utilize signals from existing RF radiation in
the environment. A reconfigurable software defined radio (SDR) technology was used to build a
fully-synchronized multi-channel passive radar receiver systems that can operate with flexible
bands and bandwidths for signals up to 6 GHz. Implementation of the associated antenna arrays and
digital beamforming techniques are described here that enabled locating targets anywhere in the
space while using high resolution direction finding of incoming signals.
Introduction: Passive bistatic radar utilizes existing free-to-air RF transmissions (e.g. TV, FM radio, digital
broadcasts etc) to acquire reflections from targets in order to perform detection and localization. This avoidance
of a dedicated transmitter makes this type of radar inexpensive as well as covert [1]. In the bistatic-range
measurement, one transmitter and receiver pair provides an elliptical trajectory for the target, and the foci
represent the transmitter and the receiver. In this case, it is essential to estimate the direction of arrival (DOA)
precisely and find the target location estimating the intersection of the DOA line with the bistatic ellipse.
Research methodology: A software defined passive radar receiver system enabled us to utilize plethora of
broadcast or wireless communication transmissions. This paper gives accounts of a multiband high resolution
direction finding system to be used in a multiband bistatic passive radar system. The design and development
steps for the overall system and processing algorithms are described here in brief.
 Implementing Wideband smart antenna arrays: The antenna of a passive radar should be able to
steer 360 degrees to receive clean direct signal and target echo signals separately with minimum
interference from other directions. To satisfy these requirements, various wideband antenna arrays
were designed (e.g. figure (1)), implemented and utilized for digital beamforming for incorporation
with a multiband operation using the SDR based passive radar prototype, as reported in [2].
 Antenna switching unit and GUI development: Customized software-controlled antenna switching
unit (ASU) and GUI based control software were developed to help the acquisition and recording
multi-channel real-time data synchronously from appropriate antenna array. The micro-controller
based ASU was needed to facilitate the switching between different sets of antenna arrays and
calibration signals on-the-fly.
 Receiver system synchronization: For the passive radar system, the array data has to be completely
synchronized in terms of amplitude and phase for any meaningful results. Each channel was made
capable to phase synchronize using external reference signals from a GPS-disciplined source. Also
specific phase-calibrating signal was injected down the RF port to phase-align each channel in

digital domain by correcting phase-offset error between the channels.

Figure 1: An eight element circular antenna array for VHF radio signals.
 Array calibration and digital beamforming: Extensive calibrations were performed to overcome
errors from mutual coupling between array elements, spatial mismatch of element positions,
electrical length mismatches of cables, impedance mismatches of different connections. The array
data was pre-processed to remove these distortions using a full system calibration approach [3] to
take care of the above errors. A special training signal was transmitted at known angles around the
circular or linear array. The errors in each channel were measured compared to an ideal case and was
calibrated out using multi-variable optimization against an objective function. The calibrated data
was then used to estimate the DOA (direction of the arrival) of the incoming signal. The
beamforming was implemented to separate the desired signals in spatial domain forming the direct
transmitted signal as well as the weak target echo signals to be cross-correlated for passive bistatic
detection. For effective extraction of the signal in certain spatial direction, we forced the side-lobes
to be at the minimum level possible enabling spatial removal of other interferences.
Conclusion: Implementation of the antenna arrays and digital beamforming techniques for software defined
passive bistatic radar are described here. These techniques enabled locating targets using the passive bistatic
radar anywhere in the space along with direction finding of incoming signals. The results from these array signal
processing will be detailed in the full-length paper.
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Abstract- This paper presents a first attempt of its kind in experimental characterization of different Digital
Beamforming (DBF) algorithms namely, FIR filters structure, direct two dimensional Discrete Fourier
Transform (2D-DFT) and sub-band processing, for Ultra Wideband (UWB) signals. A 1 GHz wide UWB
signal is generated by a high speed arbitrary waveform generator (AWG) operating at 12 GS/s. The output of
AWG was transmitted by the Antipodal Tapered Slot Antenna (ATSA). At the receiver side, a four channel
synchronous receiver, built with a uniform linear array of 4 ATSAs, is employed with each channel operating
at 4GS/s. Different beamforming algorithms were then applied to the digitized data to compare their
performance in a real time experimental setup. The frequency band of interest was set to be 1-2 GHz with a
center frequency of 1.5GHz.
Ultra-wideband digital beam-forming has been a topic of intense research because of its significant advantages
over the existing analogue beam forming architectures [1]. The digital nature of the signaling makes UWB DBF an
attractive candidate for a number of applications including radars, remote sensing, broadband electronic warfare,
microwave imaging and cognitive radios [2]. However a number of different challenges have resisted UWB digital
beamforming to be implemented practically, with the major one being the extremely high sampling rate which
requires very high speed analogue to digital converters (ADCs). With the advent of digital signal processing
technology, high speed ADCs are now becoming commercially available and the hardware realization of UWB
digital beamforming is turning into reality. The authors have previously taken some first steps towards such a
hardware implementation of a beamformer in a real UWB channel complete with real UWB antennas by employing
a digital FIR filter bank structure [3].The following work is an extension to their previous effort.
This aim of this paper is to compare the main types of digital beamforming algorithms for UWB signals in a
real time hardware setup. Three different approaches are often cited in literature for digital beamforming which
includes FIR filters structure, direct two dimensional Discrete Fourier Transform (2D-DFT) and sub-band
processing:
(1) In FIR filter structure, on each branch of the array, a bank of filters is appended to allow each element to
have a phase response that varies with frequency. By the temporal signal processing, the phase shifts due to
higher and lower frequencies get equalized [4].
(2) In the 2D-DFT approach, the Fourier transform relationship between temporal and spatial parameters of
array and its beam pattern is exploited to produce frequency invariant beam pattern [5]
(3) In the sub-band technique, the wide band signal is decomposed into several narrowband signals and
narrowband beam forming techniques are applied to each sub band. By summing up the outputs of each
band, wideband beamformer is achieved [6].
All the above mentioned approaches are however limited to simulations only and have not been implemented
practically. It is the aim of this paper to experimentally demonstrate and compare these major beam forming
techniques. The major work of this paper can be outlined as follows:
1. Simulation, Fabrication and Measurements of a four-element linear ATSA array

2. Real time hardware implementation of UWB DBF array in transmit and receive mode with high speed
analog-to-digital and digital-to-analog converters with FPGA processing power.
3. Experimental characterization of the major UWB digital beamforming techniques.
Fig. 1 shows our experimental setup and Fig. 2 shows the ATSA array fabricated in the lab. The physical
dimensions of antenna was shown in Fig 3 with Ɛr = 2.2, Wg = 60 mm, Wo = 4.65 mm, W1= 5.95 mm, D= 67.75
mm and Lb = 72.75 mm. The overall dimension of ATSA is 16 cm × 14 cm excluding the coaxial connector. The
designed ATSA element has lower return loss value from 0.6-10 GHz as shown in Fig. 4. Measured results are
compared to the simulation results obtained using a commercial full wave electromagnetic simulator HFSS v 13.
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For demonstration purpose, the results for the first approach for beamforming (FIR Filter Structure), obtained
from the experimental setup, has been shown. The technique of optimizing the coefficients of FIR filter is used to
achieve a frequency invariant wideband beamformer. Interested readers could find more details in [4]. A train of
second derivative Gaussian pulses was transmitted by the AWG via ATSA, with each pulse having a waveform
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, where, A stands for the maximum amplitude and τ for the pulse width of

the Gaussian pulse. The corresponding time and spectral density representations of the pulses transmitted from the
antenna were shown in Fig. 5 and Fig.6 respectively. These transmitted signals were received by a synchronous four
element ATSA array, with each element connected to a separate channel of high speed digitizer. We assumed that
our desired beam pattern was the response of a narrow band signal with a frequency of 1.5 GHz and that response is
calculated by using Taylor weights [7] for 30dB side-lobes. After optimization of FIR Filter coefficients, the
achieved beam former response is shown in Fig. 8, along with the desired response for comparison purpose. The
beam pattern matches the desired beam pattern approximately and the side lobe levels were below 30dB as required.
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Abstract-A cylindrical dielectric resonator antenna (DRA) with high dielectric constant is proposed
for wireless communication systems. A microstrip line is used to feed the dielectric resonator.
Simulated and measured results for the antenna return loss are presented and discussed, as well as
measured results for the antenna input impedance. Simulated results are obtained using Ansoft
HFSS software based on the finite element method.
Dielectric resonator antennas (DRA) are being investigated by many researchers due to their high Q and low
loss characteristics that make them suitable for several applications at the microwave and millimeter wave bands.
Some of these applications are in the development of antennas and filters [1].
Usually high dielectric constant materials are used in the development of dielectric resonator (DR) antennas.
In this work we propose a DR antenna with cylindrical geometry, low profile based on a chemical compound
zirconium titanate (Ti0.75Zr0.25O2) produced by Pechini method in a reaction at high temperature. The antenna is
fed by a microstrip line with high impedance. Simulated and measured results are presented. The antenna main
characteristics are low loss, broadband performance and good impedance matching condition.
The DR is mounted on a microstrip with a FR-4 substrate with height equal to 1.5 mm and dielectric
constant equal 4.4. The proposed geometry is shown in Fig. 1 and its resonant frequency is given by [2]:

c
Fr =
2π a ε r

⎛πa ⎞
χ +⎜ ⎟
⎝ 2d ⎠

2

2
11

(1)

Figure 1 - Proposed DRA: (a) geometry and (b) top view.
where c is the speed of light and χ11 is 1.841. The DRA dimensions and parameters are given in Table I.
The DRA properties were investigated using Ansoft HFSS software. Prototypes were built and measured

using a vector network analyzer (model R&S ZVB14). Simulated and measured return loss results are shown in
Fig. 2(a) and input impedance measured results are presented in Fig. 2(b). A broadband performance was
obtained for the DR antenna. Agreement was obtained between simulated and measured results. The estimated
resonant frequency error is 7.5% (at 8.15 GHz). Also a measured bandwidth of 600 MHz was obtained. The
antenna dimensions and results are given in Tables I and II respectively.

Figure 2. (a) Simulated and measured return loss results and (b) measured input impedance behavior.
Table I. DRA structural parameters.
35.0
Relative dielectric permittivity (εr)
Relative magnetic permeability (µr)
1
Electric loss tangent (tan δe)
0.0002
A, L0, Wg, Lg, d (mm)
6.13; 30.5; 80.0; 70.0; 10.21
Table II. Measured DRA resonant frequency and bandwidth results.
Resonant frequency
8.153 GHz
Bandwidth
600 MHz
Bandwidth (%)
7.4%
A compact dielectric resonator antenna (DRA) with a high permittivity value was proposed for microwave
application. Low return loss value at the resonant frequency and a broadband feature were achieved.
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Abstract— The performance of small antennas is constrained by the electrical size of the
antenna structure. Here, convex optimization is used to analyze small antennas. It is shown that
stored electric and magnetic energies, radiated power, and radiated field expressed in the current
density can by combined to form convex optimization problems for many interesting antenna
cases. The solution of the optimization problem determines physical bounds on the antenna
performance.

Fundamental limitations on small antennas were first studied more than 60 years ago by Wheeler
[14] and Chu [2], see also [9, 13]. The approach by Chu is based on mode expansions of the fields
outside the smallest circumscribing sphere [2] and explicit calculations of the stored electric and
magnetic energies and the radiated power to determine the Q-factor. This approach has dominated
the research but is unfortunately restricted to canonical geometries such as spheres. The analysis
was generalized to arbitrarily shaped antennas by a reformulation of the antenna problem into a
scattering problem and utilizing the forward scattering sum rule [4, 5], see also [6, 10, 12, 15] for
alternative approaches.
In this presentation, the analysis is generalized to many new and important antenna problems
using convex optimization [1, 8]. The results are based on formulations of the antenna problems as
convex optimizations problems, where we use that the stored electric and magnetic energies, and
radiated power are positive semi-definite quadratic forms in the current density. We use the explicit
expressions by Vanderbosch [11] for the stored energies, see also [7] for an alternative derivation
and interpretation. Moreover, the presented results are for current densities in free space.
Following the notation in [8] and expand the current density, J , in local basis functions as in
the method of moments (MoM), and let


We ≈ JH X e J
stored electric energy


W ≈ JH X J
stored magnetic energy
m
m
(1)
H
Pr ≈ J Rr J
radiated power



ê∗ · F (k̂) ≈ FH J far field in the k̂ direction and the ê polarization,
where J is a column matrix with the expansion coefficients for J and the superscripts ∗ and H
denote the complex conjugate and Hermitian transpose, respectively. The quality factor is defined
as a weighted quotient between the stored energy and the radiated power [2, 9, 13]
Q=

2ω max{We , Wm }
2ω max{JH Xe J, JH Xm J}
≈
.
Pr
JH Rr J

(2)

Similarly, the partial directivity is a weighted quotient between the radiation intensity in the direction k̂ and polarization ê and the radiated power, i.e.,
D(k̂, ê) =

β|ê∗ · F (k̂)|2
β|FH J|2
≈ H
,
Pr
J Rr J

(3)

where β is a normalization constant. To form convex optimization problems, we first consider the
partial directivity Q-factor quotient
D(k̂, ê)
D(k̂, ê)
β|ê∗ · F (k̂)|2
β|FH J|2
≤ max
= max
≈ max
.
J
J 2ω max{We , Wm }
J 2ω max{JH Xe J, JH Xm J}
Q
Q

(4)

2

The quotient is invariant for a multiplicative scaling J → αJ showing that it is sufficient to consider
|FH J|2 = 1 or Re{FH J} = 1, see [6]. This gives the convex optimization problem
minimize

max{JH Xe J, JH Xm J}

subject to

Re{FH J} = 1

(5)

where the constant 1 is used for simplicity. Convex optimization problems can be solved with
e.g., the matlab toolbox CVX [3], see [8]. The main advantage with the formulation as a convex
optimization problem is that we can easily extend the D/Q problem (5) to other problems. By
e.g., adding a constraint on the radiated power Pr , we get the convex optimization problem
minimize

max{JH Xe J, JH Xm J}

subject to

Re{FH J} = 1
H

J Rr J ≤

(6)

βD0−1 ,

that can be interpreted as a constraint on the partial directivity D(k̂, ê) ≥ D0 . The formulation (6)
can be used to analyze the minimum Q for superdirective antennas. We can also add other constraints that determines bounds on antennas that have a specified radiated field or are integrated
in passive (metallic and/or dielectric) structures [8].
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Abstract- In this paper, a novel flag shape microstrip antenna is presented. The single and two element antenna
were designed and fabricated on a substrate with dielectric constant of 2.2, thickness of 1.5748 mm,andtanδ=
0.001. The measuring results were obtained using Anritsu 37297D VNA. The results show that a reduction in
mutual coupling of 36 dB is achieved at first band (1.68 - 2.65) GHz and 22.1 dB at second band (6.5 – 8.86)
GHz. Also, a reduction in size of 80% is achieved. The microstrip array was studied by CST simulator and
fabricated by proto laser machine with precision 25µm. The antenna can be used in the military or RFID
applications.
Mutual coupling is a well-known effect in multi-element array antennas. Generally, mutual coupling is an
unwanted phenomenon that distorts the behaviour of radiating elements in an antenna array. Every element in an
antenna array affects every other element by radiating over the air or by propagating surface currents through the
ground plane of microstrip antennas. Surface currents can be a bigger problem, especially when antenna elements
are closely packed. Mutual coupling, which depends on inter element separation and relative orientation, causes
undesirable effects on antenna characteristics [1].
Electromagnetic Band Gap structures (EBGs) are widely used in microwave circuit and antenna design
because they produce band rejection characteristics [2]. Various configurations of EBG structures have been
successfully applied in the patch antenna arrays to improve array characteristics, such as reduction of total size of
the array and increasing radiation efficiency [3], [4].
This configuration is chosen because the ksa sign shape is the official page for any military application. So,
this antenna may be used in soldier belts, any commodity for the military application, etc. The single and two
element microstrip array are shown in Fig. 1 to study the mutual coupling and the effect of spacing between array
elements. The EBG cells in the shape of small size ksa sign are inserted between the adjacent coupled elements in
the array to suppress the pronounced surface waves. The comparison between the measured and simulated
results is shown in Fig. 2. The simulated gain and radiation efficiency for single element at f = 2.413 GHz are
about 2.28 dBi and 89%, respectively, while at f = 7.867 GHz they are 3.151 dBi and 94%, respectively. In two
elements without EBG case the simulated gain and radiation efficiency at f = 2.359 GHz are 4 dBi and 95%,
respectively, while at f = 9.55 GHz they are 6.23 dBi and 93%, respectively. The radiation pattern for two
elements without EBG is shown in Fig. 3. The simulated gain and radiation efficiency for two elements with
EBG at f = 2.152 GHz are 3.1 dBi and 96%, respectively, while at f = 9.433 GHz they are 4.953 dBi and 95%,
respectively. The measured results agree well with those obtained by the CST.

(a)

(b)

Fig. 1: Fabricated novel flag shape microstrip antenna array (a) single element, and (b) 2 elements array
with EBG.

(a)

(b)

Fig. 2: Comparison between simulation and measurement of novel flag shape microstrip antenna array
(a) single element, and (b) 2 element array with and without EBG.

(a)

(b)

Fig. 3: E-plane and H-plane radiation pattern of novel flag shape microstrip antenna array with EBG at
frequencies (a) 2.152GHz, and (b) 9.433GHz.
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Performances Improvement of printed antennas, by the use
of electromagnetic bandgaps dielectric substrate
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Abstract— In this work we develop a technique to reduce the
surface waves excited in the substrate of a micro strip antenna
by means of planar structures with electromagnetic bandgaps
(2D-PEBG). To highlight the contribution of this type of
substrate in the suppression of surface waves, we conceived
and carried out a set of printed antennas. Two of them use the
2D-PEBG substrate and the other two, use a standard
substrate. They serve as references. For each type of substrate
we chose two different thicknesses. One which is weak for
which the surface waves are less excited in the substrate, the
other more significant supporting their excitation. For the
antennas printed on the thick substrates one expects that those
using the 2D-PEBG substrate would be more powerful.
Whereas those using the low thickness substrates (of the two
types), should have comparable performances.

1

Introduction

Nowadays, one of the major problems in the design of
printed antennas remains the energy transferred to the
surface modes. This energy constitutes a significant part
of the losses in the energy balance. According to the
thickness and permittivity of the substrate, the part of
power transferred to the surface modes can reach
significant proportions, thus reducing the gain of the
antenna.
These surfaces waves come completely out of phase to be
added to the principal field radiated by the antenna
causing a degradation of its radiation diagram. Indeed,
when arrived at the limit of the ground plane of finite
size, they are diffracted in space and disturb the clean
radiation of the antenna.
The principal idea of this work is to use the concept of
photonic/electromagnetic crystals with bandgaps (PBI or
EBI) to remove or reduce to the maximum the
propagation surface waves in the substrate, so that the
antenna can transform the totality of the power received
into radiated waves.
Indeed, during these two last decades, the structures with
photonic bandgaps were the center of interest of a great
number of studies of around the world. Re-launched by
the proposal according to which: “tow- or tri-dimensional
periodic dielectric structures could present frequency
bands where the electromagnetic waves cannot propagate
within the structure for all incidence angle and
polarization of the wave” [1], [2]. The absence of
propagating modes in such structures, in a band of
frequencies, is then described as photonic/electromagnetic
bandgap. In the range of microwave frequencies, these
structures were proposed, for the first time in micro strip
technology, towards the end of the Nineties. They are
planar periodic artificial structures with two dimensions

(2D-PEBG), based on transmission lines with periodic
modulations in the wave impedance [3]. This impedance
modulation can be obtained by carrying out adequate
periodic patterns: perforated in the substrate [4],
fabricated in the ground plate [5], by changing the
geometry of the microstrip line [6], or by combining the
former solutions.
This possibility of controlling the electromagnetic wave
propagation in the three directions of space makes it possible to
use these structures successfully in many applications, amongst
which, the realization of: frequency selective surfaces [7], very
directive antennas [8], antennas reflectors and radoms [9] and
to remove the surface waves in the substrates of the printed
antennas [10].

2

Determination and measurement
of the BIEs' diagrams of the 2DPEBG substrate.

The 2D-PEBG substrate (fig. 1-b) which we will use to produce
our patch antennas consists of a set of holes of radius r pierced
in a substrate host of permittivity εr , and thickness h and whose
lower face is covered with a ground plane. The holes are laid out
according to a periodic latticeof period a. The design of this
substrate, starts from that of an infinite 2D-BIE material (fig. 1st
a). The gaps must appear at the points M and K of the 1
Brillouin zone (fig. 1-c).
To determine the scatter chart of such a structure 2D-PEBG, it
suffices that the wave vector traverses the contour of the triangle
ΓMK of the 1st Brillouin zone [11]. But it is shown that it
suffices to consider only the two directions of high symmetry
Γ K and ΓM along whose the extremas of the bands are located
[12].

An infinite 2D-BIE material consists of a lattice of a
dielectric cylinder of radius r, separated by a period a and
drowned in another dielectric. Several types of
arrangements in the plan can be used. Only the triangular
lattice is expected to present complete bandgaps for all
directions in the plan (Kz = 0) and for all polarizations
(which one will call thereafter a “2D- Band”) [13]. This is
due to the very high degree of symmetry of the Brillouin
zone associated to it. In the case of small values of the
ratio r/a the central frequencies of the bandgaps in the
directions ΓK and ΓM can be estimated from the constants
of propagation of the non-disturbed structure. Whereas
for high values of the ratio r/a the recourse to the concept
of the equivalent dielectric permittivity of substrate 2DPEBG, makes it possible to obtain an approximation of
these frequencies, to determine the lattice constants of the
aΓK and aΓM and to obtain the bandgaps in the directions
ΓK and ΓM. For a triangular lattice of air cylinders
(εr1 = 1) in a dielectric matrix (εr2), the equivalent
dielectric permittivity is given by [11]:

(

ε req = ε r 2 1 − 2π r 2

3a 2

)

(1)

0

(

k = 2π λ0

ε req

)

(2)

The lattice periods, for propagations along ΓK and ΓM are
given by:

aΓK = 4π 3k

aΓM = 2π

and

3k

(3)

To obtain a 2D bandgap, it would be necessary to adopt for the
period a an intermediate value between aΓK and aΓM. On another
side, the more significant is the disturbance, the more significant
is the bandgap [11]. Thus, strong values of the ratio r/a are
necessary to carry out EBG substrates presenting broad 2Dbandgaps for all polarizations. In the same way, the more
contrast between the permittivity of the two used materials (εr1
and εr2) is significant the larger is the bandgap [14].

(a)

(b)

(c)

Fig.1. Infinite structure 2D-BIE (a), line substrate 2D-PEBG
(b), 1st Brillouin Zone (c).
It is well-known that the presence of a disturbance in the
periodic lattice, which is also known as “defect”, produces a
located mode within the bandgap [15]. The defect in our
structure is consisted of the central chip of the substrate on
which the antenna will be printed. The central hole of the
substrate is no more filled with air but with another material of
dielectric permittivity εrd.
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Fig. 3. Measured and calculated S parameters of a microstrip
line printed on a substrate 2D-PEBG: directed in the direction
ΓK (a), and in the direction ΓM (b)

2.2 The 2D omnidirectional bands diagram
The omni directional 2d bandgaps charts of a substrate 2DPEBG, are obtained by the intersection of the charts of the given
unidirectional bands for the two high symmetry directions ΓK
and ΓM (fig. 3) [16]. Figure 4 shows the comparison between
the charts of the omni directional bandgaps of an infinite
structure 2D-BIE and that of substrate 2D-PEBG, of thickness h
made up of air filled cylinders of diameter 12.7 mm, in a
dielectric host of permittivity εr = 10.2. These charts are
calculated by the method of the plane waves for the first
structure and the method of transmission lines for the second.
In spite of the simplicity of the method of transmission lines, the
obtained results are in good concord with those of the method of
plane waves mainly for the first band (Fig. 4) [10].

2.1 Determination and measurement of the BIE diagrams
of substrate 2D-PEBG
We use the transmission lines method to determine the 2Dbandgaps of the 2D-PEBG substrate (fig. 2) [10]. The
formulation used makes it possible to take account of the
geometry modulation of the microstrip line, of the dielectric
material permittivity as it also takes account of the frequency
response of the line parameters. Figure 3 shows a comparison
of the S21 parameter of a microstrip line printed on the 2DPEBG substrate. Note the good agreement between the
calculated and experimental results.

r/a

Fig. 4. Charts of the bandgaps of 2D-PEBG substrate and 2DBIE infinite structure .
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(a)

(b)

(c)

Fig. 2. Photographs of the microstrip lines carried out on a
substrate: standard (a), 2D-PEBG directed according to ΓK (b),

according to ΓM (c).

TE et TM, structure
2D-BIE infinie
TM, structure
2D-PEBG

TM, structure
2D-BIE infinie
TE, structure
2D-BIE infinie

Design of the microstrip antenna
on the 2D-PEBG substrate

3.1 The surface waves
The purpose of an antenna is naturally to radiate waves in free
space. But, there are also other types of excited waves in a
printed antenna which are, in general, undesirable. The most
significant ones are the surface waves, which are generally
harmful for the performances of the antennas. We always desire
to avoid or reduce to the maximum their excitation.
The analytical solution for these wave modes was given by R.
E. Collin [17]. They are transverse magnetic (TM) and electric
(TE) modes which propagate in the substrate out of the area
where the patch is. These modes are associated to the waveguide
formed by the substrate, of thickness h, and the ground plane.
They propagate in the substrate in slightly tilted directions to the
bottom of the patch, with an elevation angle Θ such as:

(

)

π 2 ≤ θ ≤ π − arcsin 1 ε r . When the waves reach the
(a

ground plane they are reflected to the top and by reaching the
dielectric-air interface they are again reflected to the bottom,
and so on. The phase velocity of these surface waves strongly
depends on the dielectric permittivity εr and the thickness h of

the substrate. The surface waves power decreases only to 1/r
with the distance. The cut-off frequencies of these surface
modes are given by [18]:

f cn = nc

( 4h

)

ε r − 1 (5)

where c is the speed of light in the vacuum, n = 1, 3,
5,…for the modes TEn and n = 0, 2, 4, 6, ... for the TMn
modes. Note that the mode TM 0 has a null cut-off
frequency, so that it is always excited, even in the thin
substrates of low permittivity. The more is the the
substrate electrically thick, the more excited are the
surface waves. James and Hendreson studied the
excitation of the mode TM0 They showed that the
excitation of the surface waves becomes significant when
h/λ0 > 0.09 for εr ≈ 2.3 and h/λ0 > 0.03 for εr ≈ 10 [19].
The TE0 mode is mainly excited at the discontinuities of
the microstrip line geometry. It has a non null cut-off
frequency beyond which there is an “optimal” possibility
of coupling with the propagated modes. Thus in general, if
we observe the above constraints in the choice of the
substrate for a particular application, no significant
difficulty of excitation of surface wave should arise.
However, in our study we want to precisely support the
excitation of the surface waves, to highlight the role of
substrate 2D-PEBG in their suppression.
3.2 Design of the rectangular Patch antenna
We will simulate and fabricate four antennas (Fig. 6). The two
first are printed on a 2D-PEBG substrate and the two others,
which will be used as reference, on a standard substrate. For the
two types of substrate, we will use two different thicknesses
h = 1.27 mm and h = 1.9 mm. With the first value of h we are at
the limits of the conditions supporting the excitation of the TM 0
mode of the surface waves (h/λ 0 = 0.036) [20], and the
performances of the produced antennas on the two types of
substrate should be comparable. On the other hand, for the
second value we are under conditions very favorable to the
excitation of the surface waves (h/λ 0 = 0.054) and we expect
that the antennas produced on the 2D-PEBG substrate, should
present better performances. The 2D-PEBG substrate, which we
would like to conceive, to produce our patch antennas, must
present a bandgap centered around f0 = 9 GHz [12]. Obtaining a
broad bandgap requires a strong contrast between the
permittivities of the used materials. The holes being air-filled
(ε r1 = 1), we chose for the host dielectric a high value of the
permittivity εr = 10.2. A value of the ratio r/a of 0.46 is
sufficient, to be sure of the opening of the bandgaps. The
equivalent permittivity of the 2D-PEBG substrate is equal to
2.37 and the periods of the lattice aΓ Κ and aΓ M are respectively
14.44 mm and 12.5 mm. By adopting for a an intermediate
value equal to 13.8 mm, and with a ratio r/a = 0.46 we obtain
for the air cylinders a radius r = 6.35 mm. Finally our 2D-PEBG
substrate consists of a set of holes, of diameters r pierced in a
host substrate of permittivity εr The holes are laid out according
to a triangular periodic lattice of period a. This 2D-PEBG
substrate has a broad omnidirectional bandgap (41.5 %)
extending from fc1 = 5.6 GHz to fc2 = 9 GHz and centered at
f0 = 8.16 GHz (Table 1). As we can see it on figure 5, the
presence of the central chip which supports the patch creates a
mode of defect inside the bandgap at the frequency fmd. Thus,
The truly usable bandgaps lie between the frequency of the
defect mode and one of the two cut-off frequencies of the
omnidirectional band, according to whether we use the lower or
higher mini band.
The operating frequency of our antennas is fixed at
f0 = 8.5 GHz. It was selected to be inside the rejection band of
the 2D-PEBG substrate which extends from 7.3 GHz with

9 GHz. With this operating frequency, and for the chosen
dielectric substrate thicknesses, the first higher surface wave
mode TE 1 of cut-off frequency 12.98 GHz, cannot be excited.
Consequently, the only possible improvements, of the antenna
performances , will be due to the suppression of the only TM0
mode With a permittivity of 10.2, if we wanted to excite the first
surface mode TE1 in the 5-10 GHz frequency band , we would
need a substrate thickness of 2.54 mm. Unfortunately, with this
thickness, and considering dimensions of the patch (of the order
of 5 mm) and of the excitation coaxial probe (Φ probe
= 1.28 mm), it would be impossible to adapt the antenna to the
value of 50 Ω the inductive component introduced by the probe
would be too significant. For this reason, we chose for our
realizations substrates of thickness 1.27 mm and 1.9 mm.

Fig. 5. Measured and calculated S11, parameters of a
transmission ligne on a 2D-PEBG substrate with defect.

(a)

(b)

Fig. 6. Manufactured antennas prototypes on: standard substrate
(a) and 2D-PEBG (b).
TABLE 1: THE BANDS STRUCTURE OF 2D-PEBG SUBSTRATE
WHERE THE FREQUENCIES ARE IN GHZ

Direction
ΓK
ΓM
2D

fc1
5.1
5.6
5.6

fdm
7.2
7.3
7.3

fc2
9.5
9.0
9.0

∆f1
2.1
1.8
1.8

f01
6.1
6.5
6.5

∆f2
2.3
1.6
1.6

f02
8.3
8.2
8.2

3.3 Patch antennas dimensions
Once the operating frequency and the parameters of the
substrate are fixed, the dimensions of the patch antennas can
be determined [10]. Table 2 presents dimensions of our antennas
obtained by simulation with the HFSS software. Since
polarization is linear, a simple excitation by coaxial probe is
used. The adaptation to 50 Ω is ensured by the choice of X p
(position of the probe) on the patch's axis of symmetry.
TABLE 2 : DIMENSIONS OF THE PATCH ANTENNAS (

Antenna
Uni-1d27
Bie-1d27
Uni-1d9
Bie-1d9

L
(mm)
4.58
4.58
4.00
4.00

W
(mm)
6.38
6.38
5.56
5.56

Xp
(mm)
0.87
0.84
0.90
0.82

f0
(GHz)
8.52
8.51
8.47
8.38

RESULTS AND DISCUSSION
Table 3 presents a comparison between the HFSS simulations
results and the experimental ones. The suffixes “-s” and “-m”
in the names of the antennas refer to the simulation results, and

Uni-1d27-s
Uni-1d27-m
Bie-1d27-s
Bie-1d27-m
Uni-1d9-s
Uni-1d9-m
Bie-1d9-s
Bie-1d9-m

(mm)
0,82
0.92
0.87
0.79
0.89
0.85
0.85
0.95
0.90
0.77
0.87
0.82

(GHz)
8,50
8.53
8.42
8.49
8.53
8.48
8.46
8.47
8.39
8.46
8.46
8.53

Rin
(Ω)
44.3
51.5
53.7
43.8
54.5
46.6
43.5
53.3
43.5
42.1
52.8
31.8

B

G

( %)
2.7
3.0
2.9
2.5
2.8
2.8
5.6
6.4
8.2
4.5
5.0
5.0

(dB)
5.1
5.1
5.5
5.5
4.4
4.4
5.7
6.6

3.4 Pass Bande
The examination of table 3 shows first of all certain deviations
between the theoretical and measured values of the passband
widths. These variations caused by the impedance mismatching
of the manufactured and measured antennas due to the
positioning of the excitation probe. Nevertheless, the results
obtained remain coherently conform to the Chu criterion [ 21 ].
We observe moreover, that the antennas, manufactured on the of
1.9 mm thick substrates (standard and BIE), present much more
significant band-widths than those of the antennas, realized on
the 1.27 mm thick substrates. This increase of the substrate
thickness is cause a gain reduction in the case of Uni-1d9
antenna compared to the reference antenna (Uni-1d27), and a
clear degradation of its radiation diagram (fig. 9). On the other
hand, we note that the Bie-1d9 antenna, presents a gain higher
than that of the reference antenna and a comparable radiation
diagram. Its bandwidth is as significant as that of the Uni - 1d9
antenna (Table 3 and fig. 10).

h = 1.9 mm

f = 8.5 GHz

f = 12 GHz

Fig. 7. Chart of the electric field on the surface of the standard
substrates and 2-DBIEP.
The comparison of the radiation diagrams of the four antennas
(fig. 9 and 10), confirms the previous observations and
highlights the suppression of the surface waves by 2D-PEBG
substrate. Indeed, when the surfaces waves are only less excited
in the radiating structure, case of the substrates thickness
1.27 mm, the use of substrate 2D-PEBG does not make a great
improvement to the diagram of radiation.

3.6 Patch antennas gain
In figure 8 are presented the gains of the four antennas. We
notice, that the increase in thickness of the standard substrate
results in a reduction in the gain of about 16 %, compared to that
of the antenna Uni - 1d27. The antenna Uni - 1d9 presents the
weakest gain. This observation is in conformity with the
predictions because this structure offers the best excitation
conditions of the surface waves.
Whereas the use of substrate 2D-PEBG makes it possible to
increase the gain approximately 10 % compared to the antenna
Uni - 1d27 and 27 % compared to the antenna Uni-1d9. This
performance is due to the suppression of the surface waves by
this type of substrate. On the other hand, for the substrates of
thickness 1.27 mm, the gain of the antennas on standard
substrate and 2D-PEBG do not differ much, since for this
thickness the surface waves are

less excited.

3.5 Surface waves Suppression
Figure 7 shows the electric field charts, for two different
frequencies, in the two substrate types (standard and 2D-PEBG)
and for the two thicknesses. We notice that for the two types of
less thick substrates (h = 1.27 mm), the intensity of the electric
field is almost identical. The frequencies used are too much
lower than the cut-off frequency of the first surface mode TE1
equal to 19.5 GHz at this thickness. Whereas in the thick
substrates (h = 1.9 mm), we note that the intensity, of the

Substrat Standard

Substrat 2D-PEBG

Substrat 2D-PEBG

Substrat Standard

f = 12 GHz
Substrat Standard

f0

f = 8.5 GHz

Substrat 2D-PEBG

Xp

h = 1.27 mm

Substrat Standard

Antenna

electric field on the surface of the standard substrate, is
appreciable starting from the frequency of 8.5 GHz, because for
this thickness the cut-off frequency of the first surface mode is
12.98 GHz. On the other hand, for 2D-PEBG substrate the
intensity of the electric field on the surface of the substrate is
clearly reduced even at the frequency of 12 GHz. For the two
frequencies, the density of the electric field on the surface of the
standard substrates is clearly more significant than on the
surface of 2D-PEBG substrates. The higher the frequency and
the thickness, of the substrate, are the more significant is the
intensity of the excited surface waves in the standard substrate
and the more appreciable becomes the effect of 2D-PEBG
substrate .

Substrat 2D-PEBG

measurements ones respectively. We notice first of all a rather
good concordance, especially concerning the resonance
frequencies where the difference does not exceed 2 %.
Concerning the input resistances of the antennas (Rin , we
observe variations, between the theoretical and experimental
values, varying between 5 % (for the Bie-1d27 antenna) and
15 % (for the antenna Uni-1d27). These variations are due to
two factors related to the excitation of the antennas. The first
relates to the dimensions of the excitation probe, compared to
those of the antennas. The latter (L and W of the four antennas)
are lower than 5 mm, whereas the probe has a diameter ΦS
= 1.28 mm ( L/Φ S = 3.5). The second factor relates to the
positioning of the excitation point (table 3). For the four
antennas, the probes are located at less than 1 mm from the
center of the patch, whereas ΦS = 1.28 mm. In this area, the
variation of Rin according to Xp is very fast. For example, for the
Bie-1d9 antenna, a variation of Xp of 0.05 mm, around the
optimal value 0.82 mm, change the real part of the input
impedance Rin of 5 Ω. Considering the value of Φ S it is
difficult, to position the probe at distance Xp with a precision of
the order of the tenth of a millimetre. Such a variation on Xp can
produce a significant variation of Rin.
TABLE 3 : PATCH ANTENNAS CARACTÉRISTIQUES

Fig. 8. Antennas gains according to the frequency .

3.7 Radiation Diagram

Fig. 10. Radiation diagrams of the antennas with 2D-PEBG
substrate (H = 1.90 mm and H = 1.27 mm)
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Fig. 9. Radiation diagrams of the antennas with standard
substrate (H = 1.90 mm and H = 1.27 mm).
Figures 9 and 10 show the measured radiation diagrams of the
various produced antennas. We notice that the increase in
thickness of the standard substrate supports the excitation of the
surface waves, which are responsible for the degradation of the
radiation diagram of the antenna. On the other hand, the same
increase in thickness of 2D-PEBG substrate does not affect the
radiation diagram. This performance is due to the property
which the substrates have with electromagnetic bandgaps to
prevent the electromagnetic wave propagation whose
frequencies are located inside the bandgap. This property
enables us to use thicker substrates without being disturbed by
the appearance of surface waves. In other words, an increase in
thickness of the standard substrate of 0.63 mm causes an
increase in the side lobes level of approximately 4 dB in the E
plan (3 dB in the H plan ). This degradation is due primarily to
the excitation of the surface waves in the substrate. The use of
2D-PEBG substrate, enables us to exploit its bandgaps to reduce
the effects of surface waves. Indeed, the examination of figures
9, 10 and of table 3 makes it possible to highlight the role of 2DPEBG substrate in the improvement of the radiation diagram of
the Bie-1d9 antenna compared to the Uni-1d9 antenna.

Conclusion

The method of transmission lines, used to determine the
structures of bands of a 2D-PEBG substrate, is very simple to
implement. It gives good results and constitutes a very efficient
analytical tool for the determination of the bandgaps charts of
this type of structures. The latter offer a very interesting filtering
effect of which can be used to minimize the effect of the surface
waves excited in the substrates of microstrip antennas.
The comparison of the gains and the radiation diagrams of the
various studied antennas make it possible to highlight the
improvements of the performances brought to the antennas by
the use of 2D-BIE substrates. An increase of 49 % in thickness
of the substrate makes it possible to double the band-width. In
against part, with a standard substrate, it causes a real
degradation of the radiation diagrams of the antenna. On the
other hand, with a thick substrate 2D-PEBG, allowing reducing
the surfaces waves, in addition to the increase in the band-width,
we obtain an increase in the gain without deterioration of the
radiation diagram
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Abstract- A novel multiple-input-multiple-output (MIMO) system for the high LTE bands is
proposed. The system is comprised of four small loop antennas, each having one communication
and one control port. The antennas exhibit impressive frequency agility and a good level of inherent
isolation over the different frequency bands. The performance of the MIMO system is evaluated by
the spectral efficiency versus frequency and by the newly defined information bandwidth metric.
Future generations of mobile devices rely on MIMO technology to deliver on the promises of boosted data
rates and higher system performance. In this work we propose a novel MIMO architecture where four loop
antennas are placed at the four corners of the ground plane (GP) thus maintaining a sufficient bandwidth. We
focus on the free-space scenario while user coupling scenarios are left as a future work. Each loop has two ports:
an RF communication port and a control port for tuning the antenna. The antenna system shown in Figure 1
(with dimensions in millimeters, mm) is comprised of four loop antennas over a (55x110)mm2 GP representing
the typical dimensions of a modern smart phone. Each loop antenna occupies an area of (15x4)mm2. The MIMO
structure made of annealed copper was simulated using the transient time domain solver from CST
MICROWAVE STUDIO®. The MIMO system can be expressed as a four (active) port network with the 4x4
scattering matrix S whereas the symmetries in its entries Sii=Sjj, Sij=Sji, {i,j}∈{1,…,4} are due to using identical
antenna elements with equal capacitance at their control ports, over a symmetric topology.
Figure 2 shows the frequency response of the MIMO antenna system at the center frequencies f=1600MHz,
1800MHz, 2200MHz and 2400MHz. The control port was tuned between a minimum capacitance of 0.01pF and
a maximum capacitance of 1pF. By integrating the active pattern over a sphere, a total efficiency that accounts
for the Ohmic losses in the copper of -0.5dB has been obtained across all bands. The coupling mechanism
among the MIMO antennas can be observed from the logarithmic contour map of the surface currents shown in
Figure 3. The figure shows the surface currents magnitude (in dB) when exciting the first loop antenna with a
unit voltage signal while terminating the other ports with their matching impedances (same procedure for
obtaining the active element response). The figure clearly shows that the antennas cross-coupling mainly
happens through the edges of the GP as is already expected. On the other hand, the performance of the MIMO
system not only depends on the self-matching and cross-coupling among the four loop antennas, but also on the
spatial correlation. All the antenna parameters can be taken into consideration by observing the system spectral
efficiency versus frequency as explained in [1]. A tight bound on the spectral efficiency of the proposed system
assuming a uniform three-dimensional (3D) environment is given by




 UB  log 2 1 

SNR 
SNR H
S S,
I 4 
4 
4

where I 4 is an identity matrix of a fourth dimension, |X| returns the determinant of X, and ( . )H is the conjugate

transpose operator. Figure 4 shows the spectral efficiency versus frequency for the proposed MIMO system (the
four loop antennas) as well as the spectral efficiency of three and four ideal MIMO antennas. The figure clearly
illustrates the multiplexing potential of the proposed MIMO system. For example, the proposed MIMO system
can be said to have an information bandwidth of 420MHz (2180MHz-2600MHz) which is the bandwidth over
which the system provides a better MIMO performance than three ideal MIMO antennas. The MIMO
performance of the antenna system is ranked ‘good’ in view that no decoupling & matching networks or GP
modifications have been used.

Figure 1 The numerical model of the antenna system comprised of 4

Figure 2 The frequency response of the proposed MIMO

loop antennas (antenna dimensions in mm)

system at f = {1600, 1800, 2200, 2400}MHz

Figure 3 A logarithmic contour map of the (active) surface currents of

Figure 4 The spectral efficiency of the proposed MIMO

the first loop antenna at f = 2000MHz

system at SNR=20 dB, f = {1600, 1800, 2200, 2400}MHz
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A Review of Design Considerations for
Capacitive Coupling Elements in Small Terminals
M. Pelosi, O. N. Alrabadi, E. Tsakalaki, G.F. Pedersen
(APNet), Department of Electronic Systems, Faculty of Engineering and Science, Aalborg University

Aalborg, Denmark.
Abstract-In this paper a methodological review of Capacitive Coupling Elements (CCEs) for small
terminals is presented, comparing a series of configurations representing the radiating structures
commonly reported in literature. It was found that very simple CCEs still provide the best average
bandwidth potential, avoiding the use of complex structures and simplifying design. CCEs do not
benefit from being enlarged electrically if their overall volume remains constant, as they do not
follow the same behavior of self-resonant antenna elements.

Introduction
CCEs were introduced for the first time in [1], which presented a framework describing the interaction between a
radiating element and the chassis in the form of a system of coupled resonators. The underlying concept is that
the chassis itself contributes significantly to radiation, especially at lower frequencies, where the dipole
fundamental mode depends on its dimensions with respect to the operating wavelength. Over time several
studies have accumulated in literature [1-5], lacking however a holistic approach which would highlight the core
design guidelines for CCEs. At this purpose, we gathered all the proposed solutions throughout literature,
grouping them according to their features in 14 root structures as displayed in figure 1. Each individual
configuration then is modified to accommodate the subsequent removal of CCE walls, in such a way to study the
impact of each topological modification on the radiating mechanism (the procedure is omitted here for brevity).
Simulation Setup
The PCB dimensions were always kept constant, having a width of 50mm and a length of 120mm, representing
the typical dimensions of a contemporary smartphone. The height and width of the CCE were both set to 10mm,
while its length was equal to 50mm. The chassis and the CCE were both modeled as lossless Perfect Electric
Conductors (PECs), using CST Microwave Studio for the electromagnetic simulation itself and post-processing
results in Matlab. In order to compare different simulations in a concise way, we devised a new metric called
hereinafter Average Bandwidth Potential ABP, which is the average of the bandwidth potential over a particular
range of frequencies (500MHz-2500MHz).
Simulation Results
After obtaining the bandwidth potential for each simulated CCE, for each configuration we picked the
combination exhibiting the highest ABP, as can be seen in figure 2. From a design perspective, it is obvious that an
optimum choice would require picking that particular solution which provides the highest ABP, paying also
attention at the volume occupation and the complexity of the structure. Simulation A0 exhibits the highest ABP as
represents the largest CCE and can be thought as a reference. In B35, we find that it is beneficial to L-bend the
CCE around the chassis, while simulations C45, D45, and E45 display a similar behavior.

Simulations F55, G55, H55 all degenerate in the same radiating element, showing that even a single plate is

sufficient to constitute an efficient CCE. Similarly, the triad I60, L60, M60 also degenerate in a single planar
element together with the triad N60, O60, P60. The findings are consistent with the existing literature, proving in
a systematic way which structures are preferable depending on the particular chassis-CCE configuration. It is

demonstrated that it is not relevant to bend the lateral walls of the CCE hoping to electrically enlarge the
radiating structure, as CCEs do not behave as conventional self-resonating elements.
Conclusion
In this paper design guidelines for CCEs have been reviewed and assessed by means of electromagnetic

simulations, comparing different solutions by looking at their ABP. It was found that it is not necessary to rely

on complicated CCEs, as their inherent non-self-resonant coupling mechanism accommodates for the use of

simple plates L-bent over the chassis. Moreover, the best configurations are at the same time the simplest,

making it possible to accommodate CCEs of various shapes depending on the design needs.
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Fig. 1. CCEs A-P in Front View (FW) and Side View (SW).
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Abstract-A new electrically small antenna design based on a metamaterial-inspired structure driven
by an electrically small monopole antenna is presented. This antenna of λ0/19xλ0/19 size works in
the UHF band and offers a simulated maximum gain of 0.86dB and a directivity of 2.12dB in the
matched bandwidth of 5.2MHz. The two driven elements compact array and the parasitic array are
then compared. The design details, simulated and measured radiation characteristics of the antenna
system and antenna arrays are reported.
Introduction
For several applications, a high directivity with electrically small antennas is required. Since the
miniaturization of antennas implies a decrease in directivity, electrically small antennas have to be used in an
array in order to narrow the beam width. We know that the directivity of an array of N isotropic radiators can
approach the value of N² when the distance between radiating elements approaches zero [1] and it has been
shown that an array of two monopole elements over a large ground plane can reach such a super-directivity,
whether the two antennas are driven or only one is fed, the other one being a parasitic element [2].
In this paper, we present in a first time an electrically small antenna inspired from metamaterial [3]. Then,
we compare the performance of the two driven elements array and those of the parasitic array.
Antenna design
The antenna will be integrated on a small printed circuit board which is here replaced by a ground plane
with dimension of 50x50mm². The geometry of the elementary antenna and the antenna array is presented in
Fig.1. It consists in a short circuited two-dimensional capacitively loaded quarter-loop near field resonant
parasitic element electrically coupled to an electrically small monopole antenna [4]. The NFRP structure and the
ground plane are on one side of the substrate, and the electrically small monopole antenna on the other side. The
antenna is matched at its resonant frequency of 919.1MHz and its maximum gain is then of 0.86dB with a
directivity of 2.12dB and an efficiency η = 74.9%. The antenna size is λ0/19xλ0/19, where λ0 is the resonant
wavelength, thus ka = 0.248.
The first two elements array investigated has two feedings, as shown in Fig.1. Two identical NFRP antennas
are stacked along the Z axis, with different spacing. For each elements spacing, the excitation phase of the two
elements is chosen to obtain the maximum directivity. It can be noticed that the maximum directivity is obtained
when the two excitations are out-of-phase. The array resonant frequency is slightly shifted to a higher frequency
than the elementary antenna and depends on the distance between the two elements. The maximum directivity
obtained for different spacing, which is plotted in Fig.2 in wavelength, is always around 4.2dB.

Figure 1. Antenna array geometry

Figure 2. Arrays directivity versus elements spacing

The performance of the array presented in Fig.1 are then computed with only the top element driven. This
parasitic array has two resonant frequencies, one higher and one lower than the single element resonant
frequency. The directivity at the lower resonant frequency is around 2dB, whereas it is greater than 5dB at the
higher resonant frequency, as plotted in Fig.2. The surface current distributions on the two elements are different
at the two resonant frequencies: while they are in-phase at the lower frequency, the surface currents are
out-of-phase at the higher frequency. This phase opposition is the condition for a two driven elements array to
obtain super-directivity and can thus be reached with a parasitic array, leading to a high directivity using a
simpler feeding network.
Conclusion
An electrically small antenna printed on a PCB has been introduced in this paper. This antenna was then
used to design two arrays of two elements, a driven and a parasitic array. It has been shown that the parasitic
array can produce directivity higher than a driven array
The performance of the antenna and the arrays computed using ANSYS HFSS, as well as measurement
results, will be presented in the final paper.
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Abstract— This paper evaluates the bit-error-rate (BER) performance of ultra-wideband
(UWB) time-hopping communication system with pulse position modulation (TH-PPM) with
low-complexity RAKE reception in underground tunnels in mine channels. The studied receivers
are partial-RAKE (P-RAKE) and selective-RAKE (S-RAKE), and are compared to optimal
All-RAKE (A-RAKE) receivers. Numerical results show that TH-PPM UWB systems with lowcomplexity RAKE receivers are good candidates for communications in mine coal tunnels

1. INTRODUCTION

In safety monitoring of coal mines, such as in tunnels, wireless communications can overcome
the problem of applying and maintaining wired systems. However, coal mine channels are very
challenging, where they is characterized by being flammable environments. Thus, high transmit
powers are very dangerous [1].
Ultra wideband (UWB) communication systems are characterized by their robust performance
in harsh and dense multipath channels. This is due to the ultra short pulses of UWB systems,
typically on the order of few nanoseconds. Moreover, UWB systems are characterized by their
high data rates, low-complexity, low-cost, and low-transmit power, which make them a promising
solution to the key issues of transmit power restriction and complex nature of mine channels [1].
This paper studies the BER performance of low-complexity UWB RAKE receivers, namely
partial-RAKE (P-RAKE) and selective-RAKE (S-RAKE), in mine coal tunnels. The assumed
modulation scheme is time-hopping pulse-position modulation (TH-PPM) scheme. Moreover, the
performance of the studied receivers is compared to the optimal ALL-RAKE (A-RAKE) receiver.
2. SYSTEM AND CHANNEL MODELS

We assume that the transmitted pulse is the Gaussian pulse. The basic Gaussian pulse defined in
terms of pulse-width Tp and τp = 0.5 ∗ Tp is defined as [2]:

ω0 (t) = exp −2π t2 /τp2
(1)
The n-th order Gaussian pulse is given by [3]:

d(n)
ωn (t) = n
dt



1

−t2
2σ2



e
(2)
2πσ 2
where σ 2 = Tp /2π. Assuming TH-PPM modulation, the typical modulated signal is defined by [1]:
Xp

s(t) =
(Eω )ω t − jTf − cj Tc − δd[j/Ns ]
(3)
√

j

where, Eω is the pulse energy, j is the number of transmit pulses, cj is the time hopping sequence,
Tc is the chip duration, and dj is the pulse spacing of PPM sequence [1].
In coal mine tunnels, the channel changes slowly compared to symbol transmission rate. The
channel impulse response is expressed as [1]:
h(t) =

L−1
X

αk δ (t − k∆)

(4)

k=0

where αk is the amplitude of the path response, L is the number of paths, and ∆ is the channel
resolution. Coal mine tunnel channel parameters are summarized in Table 1.

Table 1: Coal mine tunnel channel parameters [1].
Parameter
Value
Λ (1/ns)
0.0667
λ (1/ns)
5
Γ
14
γ
8
σ1 and σ2 (dB) 3.3941
σx (dB)
1

The optimal receiver in multipath channels is the A-RAKE receiver. However, this receiver
structure requires a very large number of fingers to capture the available multipath components.
On the other hand, low-complexity RAKE structures are available, such as P-RAKE and S-RAKE
receivers. In these structures, low-complexity is traded for degradation in BER performance [4].
This paper investigates the BER performance of these structures, and compare it to the performance
of A-RAKE in mine coal tunnels.
3. NUMERICAL RESULTS AND CONCLUSIONS

The BER performance of P-RAKE, S-RAKE, and A-RAKE receivers is simulated and compared
in coal mine tunnels based on the parameters defined in the previous section using MATLAB. Figure 1 shows a comparison of the performance of the aforementioned receivers for different number
of RAKE fingers. As can be seen from figure, A-RAKE receiver outperforms S-RAKE with five
fingers by only ≈ 2 dB at BER = 1e-2. On the other hand, P-RAKE receiver with five fingers
achieves an approaching performance to S-RAKE with two fingers with a performance degradation of ≈ 5 dB compared to A-RAKE receiver. This relatively small degradation is compared to
considerable high reduction in receiver complexity, and consequently in power consumption. Thus,
low-complexity TH-PPM UWB-based RAKE receivers are good candidates for communications in
coal mine tunnels.
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Figure 1: BER performance of TH-PPM in coal mine tunnels for different types of rake receivers.
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Abstract-This work presents an analysis of cascaded frequency selective surfaces (FSSs). Each
FSS is composed of metal helical elements printed on a dielectric substrate. A parametric analysis
is performed in terms of the thickness of the air gap layer between the FSSs and of the particular
type of the helical patch element. FSS structures are proposed to behave like stop-band spatial
filters and exhibit interesting features to be used in the design of compact FSSs for X-band
applications.
Recently, the configuration of multilayer FSS has attracted the attention of researchers from various fields.
For this case, the electromagnetic behavior of the structure is observed by cascading two or more structures. It
can act as spatial filters, which in turn can be used in radomes, dichroic subreflectors, and microwave absorbers
[1]. The electromagnetic behavior of these structures is determined by the type of the element that is used in 2-D
periodic array. The types of elements that compose the arrangement can take various forms, including square,
rectangular and circular. In [2], the miniaturized element frequency selective surface has been studied as
building blocks of multiband FSSs. In [3], a new type of element is presented, the multiperiodicity combined
element (MPCE) is used to achieve a response resonance in a wide band. The electromagnetic performance of
the MPCEs shows that the MPCEs FSS have much weaker grating lobes than the traditional FSSs.
In this work the proposed FSS structures consist of periodic arrays of helical patch elements (Fig. 1) mounted on
fiberglass (FR-4) substrates, with dielectric thickness and constant equal to 1.5 mm and 4.4, respectively. In addition p
is the FSS periodicity and d is the patch element diameter. The patch elements were designed based on helical
elements that are generated experimentally with squares in the centers of the circles. In this work, the side of these
squares, l, is varied from 0 to 5 mm. The quadrants of the circles are attached to the sides of the central square,
generating a helix. Then that same propeller makes a 90 degree rotation and shapes the propeller used as part of the
FSS. For the square with l = 0 mm, H0 element is generated. Similarly for the square with l = 1 mm, H1 element is
generated, and so on until l = 5 mm, for the H5 element generation (Fig. 1). The cascaded FSS geometry is shown in
Fig. 2.

Figure 1. Helical patch elements of the proposed FSS structures.

Figure 2. FSS cascaded structure.

Figure 3 shows simulated results for single FSS structures with H0, H1, H2, H3, H4, and H5 elements, for the
range from 1 GHz to 13 GHz. The FSS periodicity, p, is 15 mm and the patch element external diameter, d, is 14 mm.
Six resonant frequencies were obtained in the range from 5 GHz to 13 GHz, one for each FSS structure. Considering
the resonant frequency values shown in Fig. 3 and the possible use in the X band, we decided to cascade FSS with H0
and H4 elements.
Therefore two single FSS structures, one with H0 elements (FSS 1 in Fig. 2) and the other one with H4 elements
(FSS 2 in Fig. 2) were broadside coupled through a dielectric layer filled with air (air gap) resulting in a cascaded FSS
structure. Then a parametric analysis was performed to investigate the effect of the air gap thickness, h, on the
cascaded FSS performance. Variations from 5 mm to 10 mm, with step equal to 1.0 mm, were considered.
Figure 4 shows the simulated results for the cascaded FSS structure (Fig. 2), with H0 (FSS 1) and H4 (FSS 2)
elements, for the range from 5 GHz to 14 GHz. The FSS periodicity, p, is 15 mm and the patch element external
diameter, d, is 14 mm.

Figure 3. Simulated results with p=15 mm and d=14
mm for H0, H1, H2, H3, H4, and H5 FSS structures.

Figure 4. Parametric results for the cascaded FSS
structure with H0 (FSS 1) and H4 (FSS 2) elements.

In Fig. 4, considering a -20 dB insertion loss reference, a band reject bandwidth of about 6 GHz is achieved
for air gap thickness, h, values equal to 5 mm and 6 mm. Therefore the proposed cascaded FSS structure has
shown the ability of providing wide bandwidth rejecting the entire X-band (8 GHz to 12 GHz). Observe that a
dual band performance is achieved with the proposed cascaded FSS structure for higher values of the air gap
thickness (h > 7 mm).
Finally helical patch elements were used to design FSS stop-band filters. Firstly six FSS structures were
simulated. Then two of these FSS structures with particular elements (H0, for FSS 1, and H4, for FSS 2) were
cascaded and used to generate stop-band characteristics. Potential applications in the development of X-Band (8
GHz to 12 GHz) stop-band spatial filters were shown.
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Abstract-The purpose of the paper is the study of high frequencies properties and application possibilities
of magnetic materials. Another aspect involved in the paper is the integration of many passive components
on chips and the knowledge of electromagnetic properties of the ferrite, which is important to show their
influence on the development of modern technology connected with miniaturization of devices in
telecommunication field.

The current microwave ferrite devices must to evolve significantly to meet the requirements of public
telecommunications market and the new microwave electronic technology challenges require integration of
many passive components on chips. Among them, isolators and circulators are nonreciprocal passive devices
which contain magnetic materials. Hence, the knowledge of electromagnetic properties of magnetic materials,
such as the ferrite, is important for microwave passive component design.
Our objective is then to study the particular behavior of ferrites in hyperfrequencies when they are polarized by a
static magnetic field is translates in particular into the phenomenon of non-reciprocity. To better understand
these physical phenomena occurring in the microwave structures we take the example of a coplanar line on a
ferrite layer is the case junction circulators Y.
In a medium consisting of ferrite magnetized vertically, the wave (RF magnetic field) is elliptically polarized left
and rotates in the same direction as the precession gyromagnetic causing a strong interaction of the
electromagnetic wave with the ferrite. And when the magnetic field rotates in the opposite direction of the
gyromagnetic precession, it produces a weak interaction with the material. Gyromagnetic resonance is one of
important phenomena which are operated in the range of high frequency electromagnetic spectrum, wherein the
ferrites are used.

Figure1: Evolution of the magnetic permeability of the material as a function of internal field (according to the
model Polder)

It gives the material its ability to respond differently to an electromagnetic wave according to its polarization. In
addition, it allows separate devices into two distinct classes: those who work at resonance (isolators, filters ...),
and those who work outside the resonance (circulators. ..). Therefore the cyclotron resonance is related to the
movement of precession of the magnetic moment of the electron spin around the direction of the internal
magnetic field.
The resolution of such an equation of motion leads to a permeability modeling using the Polder model given by:
(1)
Where

(2)

(3)

(4)
(5)

The real and imaginary part of permeability is shown on the figure 1 for saturated materials with polarization
along the z axis.
Ferrimagnets having low RF loss are used in passive microwave components and miniature antennas operating
in a wide range of frequencies (1–100 GHz) and as magnetic recording media owing to their novel physical
properties.
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Abstract-The interaction between localized surface plasmons (LSPs) and excitons is demonstrated
theoretically and experimentally. From the finite differential time domain (FDTD) simulations, we
obtained that the out-radiated electromagnetic fields are strongly wavelength dependent. This
evolution of the out-radiated electromagnetic fields with the incident wavelength of plane wave
makes the enhancement factor of photoluminescence intensity of silicon nitride matrix via the
addition of silver nanostructures wavelength dependent.
During the last decades, the localized surface plasmons (LSPs, the collective oscillation of confined
conduction electrons within metallic nanostructures excited by the external radiation) have received extensive
attentions as an effective approach to overcome the diffraction limit of classical optics originated from the
mismatch of energy and momentum between electrons and photons [1,2]. The excitons within luminescence
matrix would transfer their energies to the LSP modes if the energy of excitons was close to the electron
vibration energy of LSPs. This process can enhance the radiative recombination rates of excitons by the Purcell
factor [3]. After that, the energy from the LSP modes will be partially out-coupled to radiated photons. The
enhancement or degeneration of the luminescence intensity by the addition of metal nanostructures is strongly
dependent on these two processes, which is dependent on the energy of excitons as well as the luminescence
wavelength of the active matrix. The investigation of this wavelength dependent interaction between LSPs and
excitons is particularly valuable for optimizing the luminescence properties of active matrix. Therefore, we
demonstrate this wavelength dependent interaction theoretically and experimentally in this paper.
Figure 1 represents the finite differential time domain (FDTD) simulations of electromagnetic fields
surrounding 100 nm sized Ag nanostructures under the different central wavelength of incident plane wave (λinc.).
For the λinc.=410 nm, the confinement of the electromagnetic fields is extremely serious, where little of them
could be out-radiated (not shown here). This confinement is weakened significantly with the increase of λinc.
from 410 nm to 500 nm, where the resonance coupling between LSPs and excitons takes place and the intensity
of the out-radiated electromagnetic fields achieves maximal, as shown in Fig. 1(a). By further increasing the
incident wavelength (λinc.>500 nm), the confinement of the electromagnetic fields becomes more and more
serious and the out-radiated electromagnetic fields become more and more weak, as shown in Figs. 1(b)-1(c).
The wavelength of the maximal out-radiated electromagnetic fields intensity might be red-shifted due to the
larger dielectric constant of SiNx films than that of air we used for FDTD simulations, as shown in the inset of
Fig. 2.
For the determination of this wavelength dependent confinement of the electromagnetic fields on the

luminescencce properties of silicon nitride
n
(SiNx), a promisingg material foor the applicaation of siliccon-based ligght
sources withh promising luminescencce efficiencyy [4-6], the pphotolumineescence (PL) spectra of the
t SiNx film
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with and wiithout Ag naanostructuress were measured, as shoown in Fig. 22. By dividinng the PL inntensity of thhe
sample withh Ag to that of the refereence one, we obtained thhat the maxiimal enhanceement factorr of PL by thhe
addition of A
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to the wavellength of the maximal eleectromagnetic fields intennsity. This wavelength is far smaller tthan that of thhe
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LSPs and excitons is demonstrateed
In concclusion, the wavelengthh dependentt interactionn between L
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Abstract - We have studied a bulk dynamic medium whose permittivity ε (t) and permeability
µ (t) are both periodic functions of time, modulated at the same frequency, however with an
arbitrary phase difference. The dispersion relation turns out to be a band structure with forbidden
€
bands for the propagation vector. We show that, the same behavior
can be obtained in the
microwave regime by means of a dynamic “low pass” transmission line whose dynamic capacitance
C(t) and inductance L(t) per unit length are given, respectively, by ε (t) and µ (t) .

€

Recently, Zurita et al [1] have explored the idea of a “temporal photonic crystal (TPC)”, namely, a uniform
€ medium whose permittivity
€
€ resulted€in a band structure that is periodic
ε (t) is a periodic function of time. This

in frequency and exhibits band gaps in the propagation vector. Subsequent investigation by Zurita and Halevi [2]
showed that a slab of such a dynamic-periodic medium gives rise to resonant reflection and transmission under
€ for the slab thickness and the modulation frequency. Further, Halevi et al [3]
appropriate conditions
demonstrated that such a TPC can be realized in practice in the microwave regime by means of a “low pass”
transmission line whose capacitors are replaced by varactors with periodically modulated capacitance C(t) . In
the present study we generalize ref. [1] to the case that the permeability µ (t) of the medium, as well as its
permittivity ε (t) are being modulated in time at the same frequency, however not necessarily in phase.
€ and a relative
We consider a bulk, uniform and isotropic medium with (real) relative permittivity ε r (t)
€

permeability
µ r (t) . Being periodic, both functions can be expanded in Fourier series as ε r (t) = ∑ l ε l exp(ilΩt)
€
€

and µ r (t) = ∑ m µ m exp(imΩt) . The wave equation for the electric field has plane wave solutions of the form
€
E(x, t) = E(t) exp(i(kx − ωt)) with the amplitude

E(t)

€

given by the Floquet theorem in time, namely

()

E t = ∑ n en (ω ) exp(inΩt) is periodic with the same period 2π Ω as ε (t) and µ (t) . This leads to the following

€

€

eigenvalue equation for the en (ω ) :

€

0,
∑ ∑ [ µ l− mε m−n (ω − mΩ)(ω − lΩ) −€k 2 c 2δ l, nδ m,€0 ] en (ω) = €

€

l, m, n = 0,±1,±2,... ,

(1)

n m

where δ l, n and δ m,€0 are the Kronecker-delta functions and c is the speed of light in vacuum. Equating to zero
the determinant of the expression in the square brackets, we obtain the eigenvalues
k(ω ) in the form of a band
€
€

€

structure. This is shown in Fig.1, assuming the harmonic variations
€

()

ε r t = ε r [1 + Mε sin(Ωt)]

and

€
µ r t = µ r [1 + M µ sin(Ωt + θ )] where Mε , µ are modulation strengths and θ is a phase difference. The frequency

()

€
€

€

€



and wave vector have been normalized as ω = ω Ω and k = kc Ω ε r µ r  .


€



€

Fig.1. Band structures for (a) M ε = 0.9904 with different M µ and (b) M µ = M ε = 0.6476 with different θ
€
Fig.1a shows that, the larger
the wider the forbidden
gap is for θ = 0 .
€ the difference between
€ the modulations,
€
On the other hand, Fig.1b demonstrates that, for a given modulation strength, the larger the phase difference, the
wider the forbidden gap is.
Next we confirm that the TPC studied above can be actually realized by means of a low-pass€transmission
line (TL) whose (static) capacitors and inductors have been replaced, respectively, by dynamic capacitors
(varactors) and inductors. This is true in the long wavelength limit ( ka << 1) provided that C(t) = ε (t)a and
L(t) = µ (t)a , where “a” is the spatial period of the TL. Fig. 2a shows the dynamic TL and Fig. 2b is the
corresponding dispersion relation for L(t) out of phase with C(t) (θ = π ) and equally strong modulations


€
€
M = 0.6476 . Three values of the parameter Ω = Ω L C are considered and the dispersion curves are compared

€

with results for effective medium (as in Fig.1).
€

€

€

€

€



Fig.2. (a) Ideal dynamic transmission line and (b) band structure for Ω = 0.1, 0.5 and 1 when ka<<1.





It is seen that the fits are excellent provided that both Ω and
€ k are sufficiently small. Not surprisingly, this

actually corresponds to the long-wavelength limit as k Ω = ka . We have thus shown that, for ka << 1, a TL whose
capacitance and inductance both vary periodically in time can be considered as a TPC!.
€
€
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Abstract
Optical antennas are very similar to their microwave counterparts, however there is no established theory
for optical antenna design. When visible or infrared light incident on an antenna’s surface it excites
surface palsmon oscillations and drive current towards the feed point of the antenna creating a hot spot at
which the field intensity is enhanced. In this paper we investigate the response of different antenna shapes
and the geometrical effects of the antenna on the intensity enhancement of the localized fields.
Optical or Nano antennas have many applications such as Nano scale imaging and spectroscopy
[1], improving solar cell efficiency [2, 3] and coherent control [4]. Optical antennas are made of noble
metals that are highly dispersive in THz frequencies, consequently over the past 15 years researchers
investigated optical properties of metallic Nano particles [5, 6]. Even though the Drude model can be
used to model metals’ optical or electronic properties, metal characterization using spectroscopy is highly
recommended to avoid Drude’s model major drawback of ignoring absorption due to inter-band
transition. In this piece of research we used Lide’s modeling for gold [7] to compare the performance of
four shapes of Nano antennas. Ansoft HFSS was used to model a problem of Nano bowtie, rod, torus, and
sphere dipole with a gap of 1nm as shown in figure 1. After the frequency dependent optical properties
were imported to HFSS Electric Field was computed at the midpoint of the gap for a 1v/m incident field
with polarization parallel to the antenna’s axis and 1nm surface meshing.

Figure 1: Four types of Nano antennas.

Nano structures and very small separations require very fine meshing, further more frequency dependent
dielectric function substantially increases the computational matrix size. In order to overcome
computational resources limitations, electric and magnetic symmetry planes were used to simulate only
one fourth of the problem. As shown in figure 1 the bowtie antenna has the highest ability to enhance the
electric field at a point, this can be explained by the coupling of free propagating modes in the air to
traveling surface plasmon modes that are localized at the interface between the antenna and free space.
Moreover, Both group and phase velocity of these propagating surface waves decrease along propagation
until they reach zero at the tapered end [8], as a result energy is accumulated at the tip. In order to find the
geometrical effects on the near field enhancement, we studied the effect of different bow angle, gap size
and angle of incidence on the field localization due to a bowtie antenna for mid infrared spectrum. Figure
2 shows that the increase of gap size will decrease the intensity enhancement due to the evanescent nature
of the induced field which is localized to the bowtie tip. For example, the difference between the electric
field intensity for a gap of 10nm and 100nm is three orders of magnitude whilst the resonance wavelength
stays relatively constant.
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Like microwave antenna theory maximum field enhancement occurs when the electric filed polarization
is parallel to the antenna axis and no enhancement when it is normal to antenna axis. The optimum bow
angle is 80° which resulted in relative intensity enhancement of 5 orders of magnitude for 10nm gap.
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Abstract- In this work, we investigated the creation and the propagation of solitons in a Nonlinear
‘PCF’ by varying the dispersion and the nonlinear parameters such as the self phase modulation and
the Stimulated Raman Scattering. Given that the third order dispersion plays an important role in the
propagation of solitons in PCF when the pulse wavelength is in the vicinity of the zero dispersion
wavelength, we also simulated its impact on the evolution of the fundamental soliton in this fiber.
The propagation of a light pulse through the optical fiber is governed by the Generalized Nonlinear Schrödinger
Equation (NLSE) [1]. We can get a pulse that does not vary during its propagation in the case of anomalous
dispersion ( <0) with a balance between the chromatic dispersion (GVD) and the input power such that :
Ɣ
|

|

dispersion length,

where T0 is the pulse width,  the Nonlinear coefficient,

the GVD parameter, L

the

the nonlinear length and P0 is the input peak power.

First, we generated a fundamental soliton (N = 1) by a compromise between the dispersive effects (GVD) and
the SPM in a nonlinear PCF working at λ = 1064 nm and characterized by: Zero dispersion wavelength = 1040
± 10 nm,  at 1060 nm = 11 (W·km)-1, Attenuation at 1040nm < 3 dB/km, Mode Field Diameter = 4.0 ± 0.2µ m, NA at
1060nm = 0.20 ± 0.05. By using the Split Step Fourier Method (SSFM)[1][2], we solved the NLSE to simulate
the propagation of the fundamental soliton in the PCF by choosing the following parameters: “ P0=1500W,
Ld= 6.060 cm, L=980 mm =16xLd, β2 = -13.2380 ps2/Km , γ= 11 Km-1W-1, LNl= 6.060 cm”. Figures 1 and 2
attest the physical aspect of the generated fundamental soliton in the PCF respectively in temporal and spectral
domain without any change up to a length of 100m despite the high amplitude of the injected power. However,
starting from a length of 110 m, the soliton undergoes small perturbations in the output spectrum during its
propagation, with the appearance of some additional harmonics compared to the input spectrum (see Fig. 3);
these disturbances will increase further beyond this length. Thereafter, we were able to generate higher order
solitons (N> 1) which can be used in optical pulse compression [3][4] and supercontinuum generation[5]. In this
precise case of solitons, the light pulse returns to its original shape periodically with a spatial period defined by:
L
T 2
z0  d  0
2
2 2
µ

We have noticed that for generating higher order solitons in the same PCF, we ought to amplify the nonlinear
effects by increasing the injected power up to P0 = 6000 W for the second order of solitons (N = 2) and P0 =
13500 W for the third order of soliton (N = 3). Figures 4 and 5 show respectively the temporal evolution of the
second and third order of solitons.
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Fig.4. Temporal evolution of the second
order soliton in PCF for Z0 = 95.705 mm

Afterward, we simulated the effect of Stimulated Raman Scattering (SRS) on the fundamental soliton propagated
in the same PCF of 100cm length by using SSFM to solve the Nonlinear Schrödinger Equation (NLSE). Fig 6.a
shows the temporal evolution of the fundamental soliton under SRS where we don’t notice any large variation

compared to the input pulse, but just a slight temporal drift. On the other hand, we note a gradual frequency shift
in the spectrum of the fundamental soliton toward the lower frequencies (fig.6.b), the spectrum is split into
two major distinct peaks (Fig. 7). We also notice the widening of the spectrum which could be made use in the
generation of supercontinuum.
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The propagation of light along the fiber as a function of the dispersion is described by the propagation constant
which is developed in a Taylor series in the frequency domain [1]. The higher order dispersive effects play an
important role in the propagation of solitons in the PCF when the central wavelength pulse matches with the zero
dispersion wavelength inducing asymmetric widening of the pulse along with oscillations. We simulated the
impact of Third Order of Dispersion “TOD” on the propagated fundamental soliton in a PCF in both temporal
and spectral domains by solving NLSE.
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Fig.10. Spectrum of the soliton at input
and output of PCF under TOD

We simulated the impact of β3 on the propagation of fundamental soliton in the PCF using the following
parameters: P0 = 1500 W, T0 = 28.4 fs, γ = 11 Km-1W-1, β 2 = -13.2380 ps2/km, β 3 = 0.11 ps3/Km, L = 100m, Ld =
0.06092 m, LNl = 0.060606 m, Ld3=0.2082m. From Fig.8, we note that the TOD shifts the soliton from its initial
position and induces temporal oscillations (perturbations) that change side depending on the sign of β3. The peak
of the soliton is delayed by an amount that increases linearly with the distance (fig.9). Fig.10 shows the
spectrum of the soliton at input and output of PCF under the effect of TOD where we detect a disturbance with
several frequency peaks.
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Abstract
Welded joints are always preferred areas for the occurrence of defects and the requirement in terms
of security for such facilities, thus making it essential to study their fracture. Comprehensive
approaches such as the J integral of Rice, are used to analyze the harmfulness of defects in welds.
This work has explored the various parameters involved at the same time, to explain the phenomena
of ductile tearing in a welded joint in order to develop an analytical method suitable for this type of
junction. the mechanical properties of the base metal has a pervasive effect on the overall behavior of
such structures and the growth rate of cavities R/R0 is sensitive to changes in the fields of stress and
strain at the bottom of the crack .
Keywords: Ductile fracture, A48 steel, local approach.
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A New Compact Optical Switch Based on 2D Photonic
Crystal and Magneto-Optical Cavity
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In this paper we will show theoretically a possibility to design a switch based on a MO cavity. The magnetooptical cavity of the switch operates with a dipole mode. The cavity is coupled to two parallel and misaligned PhC
waveguides. The switching from the state off to the state on is fulfilled by a dc magnetic field applied normally to
the PhC. The state off corresponds to the high reflection of the electromagnetic wave from the resonator.
An idealized scheme showing the principle of the switch functioning is given in Fig.1. The device consists of a
resonator with a magnetic medium which can be magnetized by a dc magnetic field H0 normal to the PhC plane
(Fig.1b). The input waveguide 1 and the output waveguide 2 which are parallel but misaligned are connected to the
resonator. The resonator on Fig. 1 is bounded by the big circles which define the resonator region. The two small
circles in these figures represent schematically the distribution of the ac magnetic field Hz showing the standing
waves (idealized dipole modes) in the resonator.

Fig. 1. Optical switch schemes in the off (a) and on (b) states with dipole mode in MO cavity.

Without external magnetic field H0 the cavity supports two degenerate right- and left-rotating modes with the
frequencies ω- and ω+ which are equal, i.e. ω- = ω+. Their superposition gives a standing dipole mode with a node
in the output waveguide (Fig.1a). This means that the wave incident in port 1 cannot pass to the port 2 and it will be
reflected from the resonator. This corresponds to the switch state off.
A dc magnetic field H0 produces a splitting of the frequencies ω- and ω+ of modes rotating in the opposite
directions. By choosing the parameters of the magnetized MO resonator, the field pattern of the resulting standing
wave can be rotated by the angle α≈600, forming the required distribution of ac electromagnetic fields with equal
amplitudes in the input and output ports. This permits propagation of the incident wave from port 1 to port 2, i.e.
defines the state on of the switch.
The proposed device was simulated using the software COMSOL [1]. The switch is based on a two dimensional
PhC with the lattice constant a in the plane x0y. The crystal is a triangular lattice of air holes of radius 0.3a in a MO
material. The geometry of the resonator is similar to that discussed in [2].
In the off state, the material of the resonator is described by the scalar relative permittivity r = 6.25 and the
scalar permeability μ0. In the on state, the MO material of the resonator is characterized by the following expression
for the permittivity tensor with magnetization along the axis z:

 r
   0  ig
 0

ig
r
0

0
0 
 r 

(1)

where εr= 6.25 and g= 0.3 [3] (the Voigt parameter is g /εr = 0.048).
The frequency responses for power transmission of the switch in the on and the off states are given in Fig. 2 for
excitation at port 1 and at port 2. In this curves, the waveguide losses were removed in order to show only the MO
cavity losses, which are Pon = -2 dB and Poff= -20 dB for the frequency ωa/2πc = 0.3031. The calculated switch on
and off ratio Poff(dB)/Pon(dB) at the peak of transmission (ωa/2πc = 0.3031) is about 18. The frequency band at the
level -15dB of the resonant curve for the off state is about 180 GHz. This band is defined by resonant nature of the
switch.
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Fig. 2. Optical switch frequency responses of power transmission in on and off states for excitation at port 1 (left),
and at port 2 (right).

We show in Fig.3 the normal component of the ac magnetic field Hz distribution for excitation at port 1 at the
frequency of ωa/2πc = 0.3031. As it can be observed, the field amplitude is greatly increased in the MO cavity and
the orientations of the standing dipole mode are in accordance with the schemes of Fig. 1.

Fig. 3. Distribution of normal component Hz of ac magnetic field in optical switch excited at port 1 in off state (left), in on state (right).
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Abstract- Application of optical code division multiple access (OCDMA) in the passive optical
network (PON) architecture is introduced. Fiber to the home based on direct detection
OCDMA-PON architecture supporting multi optical network units is implemented by using
modified quadratic congruence code (MQC) sequences as the address code to identify all users in
the optical domain. Each PON comprises many users encoded by MQC codes for the upstream
signals. The results have indicated that low error rate transmission at high data rate for distances up
to 20 km.
Summary: Indeed, the era of Fiber to the Home (FTTH) has arrived, and with the advantages of optical
fiber such as high bandwidth over long distances, immunity to electromagnetic interference, data security and
ease of installation, the optical fiber is capable of delivering bandwidth-intensive, integrated voice, data and
video services at distances beyond 20 km in the subscriber access network. The passive optical network (PON)
is a technology viewed by many as an attractive solution to the first-mile problem [1-5]. The PON network
consist of 3 items, an optical line terminal (OLT) at the central office is connected via optical fiber to many
optical network units (ONU) at remote nodes through one or multiple 1: N optical splitters. Since the network
between the OLT and the ONU is passive, i.e. it does not need any power supply, the PON technology which
has been viewed by many researchers as an attractive solution to the first-mile problem is being given more
attention by the telecommunication industry as the first-mile solution because of its advantages for local access
networks [2, 5]. The advantages that make it replaced the other techniques can be found in [2]. A PON can
operate at distances up to 20 km using only one single fiber and only one port per PON is required in the central
office. PON is enable the system to support higher bandwidth compared to the standard PON, and this make it
the ultimate goal of fiber reaching all the way to the customer premises fiber-to-the-home (FTTH) may be the
most economical deployment today. Moreover, it’s easy to upgrade the PON network to higher bit rates.
OCDMA technique [2-4] is a point-to-multipoint technology where each end-user matches its own
communication from the transmitted signal. The code division format offers excellent resistance to signal
interference (i.e., in optical communication, light interference). Correspondingly, PON architecture design is
also considered as a point to- multipoint access technology with passive components, such as splitters, couplers,
fiber- optics etc., where potentially the cost is reduced. The first-mile is a network with a central office (CO)
which serves multiple users.
The aim of this article is to introduce multi upstream passive optical network based on coding technique.

OCDMA technique is considered the next-generation optical access network. The OCDMA link is apparent to
the input channel’s data procedure with security. It maintains burst secure traffic and random access protocols.
Hence, incorporating this technique with PON will enable the system to support higher bandwidth compared to
the standard PON. The architectures of transmitter, receiver, optical network unit (ONU) and optical line
terminal (OLT) as part of the OCDMA-PON are clarified in this paper. A multi PON access network using
direct detection encoder scheme, each PON comprises 9 user encoded by modified quadratic congruence (MQC)
codes at the C band for the upstream signal with channel spacing 50 GHz is simulated. In this article low error
rate transmission at high data rate for distances up to 20 km is demonstrated. Variation in the results was studied
when fiber length and data rate were varied and different transmission power was applied. The results have
indicated that the proposed PON based on direct detection OCDMA can be capable to support local area
networks as an application FTTH.
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Abstract- This article introduces a study on wavelength division multiplexed passive optical
network (WDM-PON). First, we simulated downstream transmission signals for long reach
WDM-PON architecture taking into account the effect of four-wave mixing (FWM), and then we
simulated downstream broadband signals. The focus in this work was set on data rate based optical
transmission systems with a varying number of channels in order to investigate the potential of 0.64
Tb/s technologies for the implementation in the next generation optical transmission networks.
Simulation results show that error-free operation can be achieved in long reach transmission.
Summary: In recent years, the network providers start deploying optical fiber in the access network to
accommodate the bandwidth demand. Due to the number of features wavelength division multiplexed passive
optical networks (WDM-PONs) have, including wide bandwidth, large split ratio, extended transmission reach;
WDM-PON considered as a promising candidate to provide broadband access for the next generation networks.
PON was invented at British Telecom in the late 1980s [1], and the Electronics and Telecommunications
Research Institute in Korea has had since 1982 a series of pilot studies and field tests of fiber to the curb (FTTC)
and fiber to the home (FTTH), either passive point to point (P2P) or point to multi point (P2MP) or active [2].
But the big yearly event that KT (former Korea Telecom) had was in early 90s; when the company was set a
plan to meet the explosive communication demands in the country [1]. The first step of FTTH was taken from
there, but officially FTTH was first introduced in 1999 in Japan, and as of September 2007 10.5 million FTTH
connections are reported in Japan [3] making it leads the world in number of subscribers served by FTTH [2].
After a decades Malaysia has launched Unifi broadband services based on optical transmission networks. As of
Jun 2011, Telekom Malaysia ™ has offered this service to more than 100,000 customers.
The passive optical network (PON) is a technology that does not require active components along the fiber
infrastructure. PON which has been viewed by many researchers, and it considered as an attractive solution to
the first-mile problem [1-7] consist of 3 items, an optical line terminal (OLT) at the central office is connected
via optical fiber to many optical network units (ONU) at remote nodes through one or multiple 1: N optical
splitters. The ONU is the customer’s gateway to the optical network, and is responsible for creating all the
services for which the subscriber pays. A PON is the ultimate technology that can operate at distances up to 20
km using only one single fiber, and in order to accommodate the huge traffic from the broadband access
networks, an incorporation wavelength division multiplexing (WDM) in PON network enables the system to

support high bandwidth to the customer premises compared to the standard PON. Moreover, it’s easy to upgrade
the PON network to higher bit rates [7].
The aim of this article is divided in two sections, first to introduce a simulation study on downstream
transmission signals for long reach WDM-PON architecture taking into account the effect of four-wave mixing
(FWM), and simulation study on downstream broadband signals. The focus in this work was set on data rate
based optical transmission systems with a varying number of channels in order to investigate the potential of
0.64 Tb/s technologies for the implementation in the next generation optical transmission networks. The C band
has been selected with channel spacing 50GHz and 25GHz, because of the law attention. The transmission length
between the ONU to the CO is over 80 km, the attenuation and dispersion of single mode fiber (SMF) at 1550nm
are about 0.25dB/km and 17ps/km/nm, respectively. In the second section, we introduce a simulated downstream
broadband signals using a C band. Using none return to zero format (NRZ), WDM-PON system for manydownstream signals was designed and variation in the results is studied when fiber length and data rate are varied
and different transmission power is applied. The system shows good results in terms of the bit error rate (BER) at
10 Gb/s.
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Abstract- Numerous studies have linked extremely low frequency electromagnetic fields (ELEMF) to
possible adverse heath effects, the most prominent of which is childhood leukaemia. In our research we
have conduct a pooled study in which we have examined research over the past ten years to review
possible association between exposure to ELEMF and risk of childhood leukaemia. The collected data
covered wide range of countries and field ranging from <0.1 μT and up to fields of ≥ 0.4 μT. The results
show the existence weak association between ELEMF exposure and childhood leukaemia at high
magnetic fields.
The energy quanta carried by non-ionizing radiation is not strong enough to break the chemical bonds in
genetic molecules to be considered carcinogenic to humans. However, it is well established that there are
biophysical mechanisms that can lead to adverse health effects as result of sufficiently strong exposure. For low
frequency the mechanism is described as stimulation of the nerve and muscle cells due to induced currents. For
higher frequencies tissue heating is the mechanism. With the advances we are experiencing in our modern world
where we are continuously exposed to electromagnetic fields from casual use of various home appliances and
electronic devices, the concept of zero exposure does not exist. Children who spend most of their time at home
are exposed the most. Due to these facts, a number of researches have carried out research to measure exposure
rates and examine the possible links to adverse effects such as leukaemia among young children. The findings of
some of the early work have prompted international organizations such as the International Commission on
Radiation Protection (ICRP) and world health organization (WHO) to list ELF as carcinogenic to children. This
encouraged these agencies to issue exposure limits below which the risk becomes minimal even at long exposure
times. For example, the ICRP limits are published as a function of frequency. For example, the limits are set at
5000 μT /f for frequencies lower than 800Hz and 0.2 μT for frequencies up to 300GHz.
Over thirty (30) studies were reviewed over the period from 1999 to 2010 for magnetic fields in the ranges
from <0.1 μT and up to fields of ≥ 0.4 μT. The collected results are summarizes in Figures 1 and 2. It should be
noted that the collected studies cover wide range of courtiers from around the world including Europe, North
America, South America, Australia and Asia.
In the studies examined, the investigated sites were classified in accordance to exposure to electromagnetic
fields arising from electrical wiring and/or transformers in that site. Areas were designated as high current
configuration (HCC) and low current configuration (LCC). An odds ration (OR) was defined as follows:

Odds Ratio (OR)=

HCC cases
LCC controls …….. (1)

HCC controls
LCC cases

The OR is taken an indication of the increase in risk from exposure to ELEM. OR’s were calculated for both
birth and death addresses as well as for children who had lived at the same address throughout their life. In
previous pooled and met analyses, restrictions such as the number of cases/control, area, magnetic field strength,
and research methodology, were imposed on the included studies. In an attempt to get an overall assessment of
the risk, we included all available studies. Our aim of this study is to be able to conduct a similar study in the
United Arab Emirates and compare the risk to the existing data.

It should be noted that almost all reported studies have concentrated on the association of magnetic fields
with increased risk of childhood leukaemia. From Figures 1 and 2, its is clear that there an increased risk
associated with the top percentiles of exposure levels. However, this group of studies (high magnetic fields)
noticeably involved a small number of exposed cases. When compared to other studies such as the selective
pooled analyses by Ahlbom et al, (2000) and Greenland et al, (2000), our findings is consistent in that there is an
epidemiological association exists between residential exposure to magnetic fields and the increased risk of
childhood leukaemia. Similar results were obtained by Schuz et al (2007) and Kheifets (2010).
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Abstract: The present work was proposed to study the effects of RF/MW radiation emitted from
a mobile -phone base- station on albino rats’ blood. Two groups of albino rats were exposed to
10.5μW/cm2 and 0.5μW/ cm2 radiation intensity and a third control group received no radiation.
The results showed clear changes in the body growth and the physical and chemical
characteristics of blood of the exposed rats. Symptoms of anxiety, aggressiveness, thirst and
frequent urination were evident on the irradiated rats.
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Abstract:: This workk was proposed to studyy the effectss of RF/MW
W radiation
emitted frrom mobile--phone base-sstations on thhe growth off green mint plant using
spectroscoopic and veggetative paraameters. Greeen mint plannts divided iinto several
groups, w
were exposedd to differennt levels off radiation inntensities (i.e. between
0.5μW/cm
m2 and 10.5μ
μW/cm2), whhile one grouup was set freee of radiatioon exposure
to serve as control. A USB20000 spectrophhotometer of
o resolutionn 1.34 nm
bandwidthh from oceann optics comppany (USA) was used to collect the flluorescence
signals froom intact leaaves of plant.. Results shoowed symptoms of radiatiion damage
on all grooups subjecteed to exposurre. Retardingg radiation efffects were eevident also
on some morphologiccal characterrs e.g. heighht of plants, leaf length and width,
fresh and dry weights. Vegetative ddata were connsistent withh spectroscoppic data.

Fig (1):
( Fluoresccence spectraa from intact leaves of Greeen Mint plaant obtained bby LED excittation
source with 450 nnm wavelenggth and 60 µW
W output pow
wer.

Refferences
1

(1) S. T. Kafi, I. M. K. Medani, A. M. Ahmed and A. K. Sabir Ali, Monitoring the
Development of Cotton (Gossypium barbadense L.) using Emission Spectra of
Chlorophyll Fluorescence, Jordan Journal of Physics , Vol 2, Number 2, 2009.
pp. 103-111.
(2) R. Gopul , K . B .Mishra , M .Zeeshan, S. M Prasad and M. M Joshi. Laserinduced chlorophyll fluorescence of mung plants growing under nickel stress,
Current Science, 83 (7). 2002.
(3) Kwan-Hoong, N. G. (2003). Non-Ionizing Radiations – Sources and exposure:
Biological Effects, Proceedings of the International Conference on Non-Ionizing
Radiation at UNITEN ICNIR 2003
(4) Pozar, David M. (1993). Microwave Engineering Addison-Wesley Publishing
Company. ISBN 0-201-50418-9

2

Medical electromagnetics

A Novel Microwave Coaxial Slot Antenna Using EBG Structures
for Liver Tumor Ablation
H. Açıkgöz*, A. Yılmaz*, I. Türer
*KTO Karatay University, Turkey
Corresponding author: hulusi.acikgoz@karatay.edu.tr
Abstract- This paper deals with the use of electromagnetic band-gap (EBG) structure to enhance
the capability of the microwave coaxial slot antenna (MCA) in the treatment of liver cancer. The
MCA is composed of an interstitial coaxial line that is enclosed in a catheter. The EBG structure
used in this study is a 1D periodic T-ring shape structure wrapped on the outer conductor of the
MCA. Thanks to the EBG structure, the backward heating problem appearing in many antennas is
reduced.
I. Introduction
According to [1], the number of liver cancers diagnosed throughout the world is increasing at an alarming
rate. Also this rate is estimated to increase over the next few decades. Among other possible treatments (surgical
operation, chemotherapy, etc.) microwave ablation (MWA) is a promising alternative to eradicate cancerous
tissue without damaging surrounding healthy tissue. Most of studies are based on the use of microwave coaxial
antenna (MCA) and focused on SAR distribution and heating effect caused in the vicinity of the antenna [2]. An
important type of MCA is a single slot antenna that achieves localized SAR distribution near the distal tip of the
antenna. However, the major drawback of coaxial slot antenna [3] is to have backward heating that is
represented in many SAR patterns as a ‘tail’ along the coaxial feedline. This paper presents a novel approach to
include the EBG structure in the coaxial antenna design. The EBG structure (1D periodic T-ring shape structure)
combined with the coaxial slot antenna seems to address the problem cited above and achieves a highly localized
SAR pattern.
II. Design of the antenna
The EBG structure is derived from 2D mushroom-like structure [4] (Fig. 1a) where the periodicity in
one direction is released (Fig. 1b). The 1D periodic structure is depicted in Fig.1b.
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Fig.1 a) 2D mushroom-like structure, b) 1D periodic structure, c) coaxial slot antenna with EBG
structure (without the catheter), d) 2D EBG coaxial slot antenna model within the liver tissue

The overall antenna is composed of a coaxial slot antenna around which the 1D periodic EBG structure
is wrapped (Fig. 1c). The periodic structure is electrically connected to the outer conductor. Because of
hygienic needs, a catheter layer of polytetrafluorethylene (PTFE) is deposited on the outer conductor of
the antenna. The new coaxial antenna in the liver tissue is shown in Fig.1d.
III. Results
The SAR (Specific Absorption Rate) and the temperature at a distance 2.5 mm along the antenna are obtained
using 2D axially symmetrical finite element model. The model is first solved for the electromagnetic wave
distribution and then for the temperature distribution that is induced by the electromagnetic heating. The analysis
of the heat transfer in the liver tissue is performed using the Pennes’ bioheat equation. The SAR and temperature
distribution along the antenna are presented in Fig.2. One can observe that at the slot position (62.5 mm) the
SAR value is much higher for the new MCA. Similarly, the temperature in the liver tissue is also higher at that
slot position. Another important result is that, with the introduction of the EBG structure, the backward heating
problem along the MCA is reduced compared to the unmodified single slot antenna especially after 20 mm of
insertion depth.
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Fig.2 a) SAR distribution in the liver tissue at a distance 2.5 mm along the antenna, b) Temperature of the liver
tissue at 2.5 mm along the antenna.
IV. Conclusion
The new MCA with EBG structure seems to achieve higher localized SAR distribution at the slot position than the
classical one. The backward heating problem is also improved by the new antenna. However, more studies are
required to optimize the antenna. In the full paper version more details and results are to be presented.
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AbstractIn a attempt to develop an efficient approach for the electromechanical analysis of laminated
piezoelectric structures, an exact transfer matrix methodology is presented. The related equations
for a three dimensional piezoelectric and elastic lamina are developed based on the Stroh formalism
[1,2]. Solution for the vibrations of linear piezoelectric laminated plates is obtained by extending
the Stroh formalism to the generalized plane strain vibrations of piezoelectric materials [3,4]. The
laminated plate consists of homogeneous orthotropic electro-elastic three layered rectangular plate
with horizontal dimensions Lx and Ly and with arbitrary thickness (figure 1).

Figure1: Multilayered plates of piezoelectric and elastic material
The constitutive equation for an electro-elastic solid is expressed as

 i  Cik  k  eki Ek
Di  eik  k   ki Ek

(1)

where σi and Di are the stress and electric displacement, γk and Ek are the strain and electric field, Cik,
εik and eik are elastic, dielectric and piezoelectric coefficients respectively. The components of electric
field are expressed by electric potential Φi as follows:

Ei  i

(2)

The equilibrium equations can be written as:

 ij , j  fi  0
D j, j  fe  0

(3)

where fi and fe are the body force and the electric charge density respectively.
Our aim is to solve this partial differential system for a given boundary condition. The main focus is
the prediction of stresses, displacements and electrical displacements in the thickness direction for
various load types (mechanical and electrical load).
Numerical illustrations for static and dynamic analysis of simply supported rectangular
electro-elastic plates under different active actuation will be analyzed and presented.
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Abstract- High Power Electromagnetics (HPEM) environment is shortly introduced at the
beginning of this paper. The main part of this paper is focused on overview of electromagnetic
immunity of electronic equipment with HPEM parameters considerations. Results from
experimental measurements as well as from simulations are used for this purpose. Important HPEM
parameters as crucial ones regarding to electromagnetic susceptibility of electronic equipment are
assessed and discussed.
Pulse power electromagnetic fields like NEMP (Nuclear Electromagnetic Pulse), HPM (High Power
Microwave) and UWB (Ultra-wide Band) are considered as a possible threat for sensitive electronic equipment
[1]. While NEMP is considered as a typical single pulse threat, HPM and UWB are often considered as signals
with possibility of repetition rates according to state of the art technologies [2]. Moreover frequency as well as
pulse width can be changed for HPM and UWB technologies. All these parameters are taken in to account in this
paper.
Overview of measurements related to electromagnetic immunity to HPM and UWB signals carried out at
VOP CZ, s.p. considering influence of repetition rate is mentioned. Transfer function measurements are used to
support considerations regarding to frequency influence.
Due to very low possibilities to change parameters of available testing technologies it was very useful to
prepare simulation model with possibility to change relevant parameters arbitrarily. It is known the most
vulnerable parts of electronic are semiconductors. Due to this fact the area of interest was focused on
semiconductor junction. The principle mechanisms by which a semiconductor junction may fail are surface
breakdown and internal breakdown through the junction within the body of the device [3], [4]. Main problem
within the junction is an internal breakdown where destruct mechanism results from changes in the junction
parameters due to the high temperatures locally within the junction area. Very high temperatures of junction lead
to melting or even evaporation of the junction (~1000 °C). For this consideration suitable temperature model of
the junction was created. Electro-thermal analogy was used for the purpose to simulate rep-rate influence as well
as pulse width within the semiconductor junction. This analogy can be explained by next equations:

TM (t )  TM (0)  

P
dt
M

(1)

VC (t )  VC (0)  

i
dt
C

(2)

where:
TM is temperature of thermal mass, °C
P is power input to thermal mass, W

M is thermal mass (thermal capacitance), J/°C
VC is voltage on capacitance, V
i is current input to capacitance, A
C is value of capacitance, F
Comparing the equations (1) and (2) we find that temperature corresponds to voltage, power (thermal)
corresponds to current and thermal mass (thermal capacitance) corresponds to electrical capacitance. Since
current is the analog of power (thermal) then an electrical current source can be analog of heat power source. A
resistor in an electrical circuit corresponds to thermal resistance.
Finally it will be possible to assess and to discuss crucial parameters of HPEM environment with results
from experimental measurements supported with results from simulations.
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Abstract- We present studies of metamaterials consisting of soft magnetic wires embedded in a
polymeric matrix. The combination of two effects, namely, a strong dispersion of the effective
permittivity in metallic wire composites (resonance or plasmonic type) and giant
magnetoimpedance effect in wires results in unusual behavior of the developed metamaterials that
is dependence of an effective dielectric response on the wire magnetization which can be changed
with different external stimuli. We used Free-space method to investigate the magnetic field
tuneabilty of composites containing Co-rich soft magnetic amorphous wires.

It is worth mentioning, that studies of magnetic properties of amorphous glass coated microwires
recently attracted considerable attention mainly due to a number of unusual magnetic properties and
their potential applications in sensors

[1-3] and multifunctional composites [4,5].

The composites with embedded arrays of metallic wires may demonstrate a strong dispersion of the
effective permittivity εef in the microwave range. It is known that the impedance of magnetically soft
microwires can be very sensitive to external stimuli as magnetic field and mechanical load. These
effects known as giant magneto-impedance (GMI) and stress impedance (SI) can be applied for
engineering artificial dielectrics with tuneable electromagnetic properties. A possibility to control or
monitor the electromagnetic parameters (and therefore scattering and absorption) of composite
metamaterials is of great interest for different application such as remote non-destructive testing,
remote stress and temperature monitoring, microwave tunable coatings and absorbers. On the other

hand the dispersion of the effective permittivity εef is determined by the geometry of wire medium and
the frequency dependence of wire impedance.

Here we present our recent results on the dependence of the effective permittivity in metamaterials
prepared from short-cut Co-based amorphous microwires with different length on the external magnetic
field applied along the wires. We measured S-parameters in free space in the frequency band of 0.9-17
GHz from which the effective permittivity was deduced. Fig.1 shows the experimental dependences of
transmission spectra for cut-wires composites with different length of microwires. Fig. 1 shows the real
and imaginary parts of the effective permittivity.The effective permittivity spectra were deduced from
reflection and transmission measurements. In present case it is confirmed that the effective permittivity
has resonance type dispersion due to the dipole resonance in wires at half wavelength condition. The
application of the field broadens the resonance and shifts it towards the higher frequencies. We can
conclude that both types of wire composites possess a strong dependence of the effective permittivity
on the external magnetic field and are suitable for large scale applications as tunable microwave
materials.

1
1
2

3
2

3

Fig. 1. Effective permittivity spectra for composites with cut wires of length 40 (1), 20 (2) and 10 (3)mm with the field as a
parameter

The experimental results are well explained considering scattering from a single wire and assuming
that the wires in the diluted composite interact weakly. The magnetic properties of wires affect
scattering via impedance boundary conditions.
The potential applications for composite based on microwires with large and sensitive
magneto-impedance effect can be related with the control the composite’s electromagnetic
characteristics. The application of a magnetic field or other stimuli will cause change in reflection,
transmission and absorption in the composite material. For example, an “active microwave window”
can be realized, the state of which can be changed from transparent (open) to opaque (close) for the
microwaves. Other applications are transmission signal modulation, deferent frequency selective
surfaces and reconfigurable absorbers.
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Abstrract-We start this presentattion with a fouur-band classiification of higgh-power elecctromagnetic (HPEM)
(
wavefo
forms [1] baseed on bandwiddth that has beeen proposed and formalizeed. An antenna system that radiates
impulsse-like wavefoorms making uuse of reflectoors has been called
c
the imppulse radiatingg antenna (IRA
A). This
paper ppresents such antennas alonng with some rrepresentative applications.
1. HYPERB
BAND SYSTE
EMS ( band raatio > 10)
Sincce it was the fiirst proposed

by Baum [2]], paraboloidal reflectors fedd by TEM trannsmission linees have received

a lot of attenntion, owing tto their main attractive prooperty of extrremely wide bbandwidth, w
without the advverse effects of
dispersion.

They have beeen called the impulse radiaating antennass (IRAs) and a photograph of an example, the prototyppe

IRA can be seeen in Figure 1.

Figurre 1. Prototyype Impulse Radiating A
Antenna ( 3..7m diameteer reflector)
The bandwiddth associated with time-dom
main antennass is to be distinguished from
m the approxiimately 10 to 1 bandwidth of
the so called frequency inddependent anttennas such ass the log-perioodic antenna, which is highhly dispersive since the phaase
center of the antenna is noot fixed. Diffeerent CW freqquencies appliied to a log-peeriodic antennna get radiatedd from differeent
which makes iit dispersive, if all of the ffrequencies arre applied at tthe same timee as in a pulsed
portions of thhe antenna, w
application. R
Reflector IRA
As overcome this problem
m and even have equivalennt electric annd magnetic ddipole momennts
characterizingg the low-freqquency perform
mance. Even the
t dipolar raddiation at low frequencies iss along the opptical axis of thhe
reflector. Manny optimal refflector IRAs hhas been designned, fabricatedd and tested.

ATIVE APPLICA
ATIONS
2 . ILLUSTRA

Hypperband system
ms can be builtt in many form
ms such as refl
flector IRAs deescribed above [3], or TEM
M horns, and leens
IRAs. They have
h
useful appplications suchh as:



Disrupter (Disrupting Integrated System, Releasing Ultra-Power Transient Electromagnetic Radiation)



Buried target detection such as demining



Hostile target detection and identification



Space debris detection



Periscope detection



Source for vulnerability studies via transfer functions



High-power, hyper-wideband jammers



Law-enforcement applications such as “seeing through walls”



Electrical characterization of materials (e.g., wave propagation measurements in materials such as rock, concrete)



Industrial applications (detection of leaky or defective pipes)



Searching for

victims of natural disasters such as earth quake rubble and avalanche

These antennas can be designed to operate from 10’s of MHz to several GHz. This is an extremely wideband spectrum where
critical military and civilian operations take place in the field of radar and communication engineering. We will briefly
discuss some of the above mentioned applications.
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Abstract- High power microwave weapons interact with their targets in complex ways. That
interaction can best be described as a sequence of transfer functions describing the HPM source,
antenna, propagation to the target, external target response, penetration into the target and finally the
response of the target circuitry. Prediction of the actual target is response is usually done empirically
and publicly available data are used to quantitatively estimate range to effect for various scenarios.
The paper concludes with three scenarios across seven sources and broad estimates are given for the
effectiveness of the candidate sources.
Applications of high-power microwave weapons can only be described in complete tactical scenarios (Ref
1). Estimates of that effectiveness involves a sequence of transfer functions as show in Fig. 1 (Ref. 2). All of
the transfer functions are frequency dependent and, in some cases, may be nonlinear.

Figure 1: Transfer Functions From Source to Effect

The source produces the desired fields and the antenna shapes the fields. The propagation transfer function
represents the attenuation of the fields from distance and sometimes from the atmosphere (exponential
attenuation). Different frequencies react with the target surface differently and best coupling is achieved using
the appropriate resonant frequencies. To get to the interior electronics the fields (and currents) must penetrate
into the system and that transfer function(s) also depends strongly on frequency and local resonances. Finally
the fields and currents enter the target electronics and interact with the target.
HPM effects on electronics are often established empirically but there are many variables (knobs) in the test
design – driving the cost of complete testing to high levels. A complete model of the effectiveness of a source
in a particular tactical scenario has eluded the HPM community so we must rely on simple estimates. Further,

many organizations and countries consider HPM effects data sensitive so the span of data sets available to us is
very limited. In the effects section of this paper we will derive our effects relations from some of the open
literature papers available (e.g., Ref. 3).
We conclude this paper with estimates of three example tactical scenarios using seven sources from the
literature to draw some conclusions about the effectiveness of those sources in a tactical environment. Because
of the limited effects data, the errors in our conclusions will be large but useful in explaining the process.

Figure 2:

Truck Mounted HPM Scenario
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Abstract - In this work, three metamaterial structures are applied to a GTEM – Gigahertz
Transverse Electromagnetic Chamber to improve and give flexibility to its frequency response. The
main goal is to achieve a better frequency resonance regardless the dimensions of the original
chamber. Therefore, a comparison between the CLL – Capacitively Loaded Loop, Fractal and
Jerusalem – Cross – Pair metamaterial technology for these purposes, is done. Experimental results
are compared to the simulated ones.
The concept of the metamaterial technology, was approached in the late 90's with a work about macroscopic
composites with synthetic and periodic cellular architecture. However, the first attempt to explore the concept of
“artificial” materials was in 1898 with Jagadis Chunder Bose by his experiment about twisted structures [1].
Later, in 1914, the work about artificial chiral media was done by Lindman [2]. After these, in the past 20 years,
the interest on metamaterial technology had strong increased, with researches on superlens and
telecommunication environment, including transmission lines and antennas applications [3], and now to improve
the performance of microwave devices for electromagnetic compatibility [4].
Actually, metamaterial is a macroscopic composite of periodic or non-periodic structure, whose function is
due to both the cellular architecture and the chemical composition [5]. Therefore, the behavior of a material, in
the presence of an electric field, is determined by the macroscopic parameters, permittivity ε and permeability µ.
In this context, to improve a performance of the GTEM chamber designed in [6], in terms of frequency
response or to tune the chamber in a frequency range of interest, in order to obtain more realistic results, the
metamaterial cells were applied to the internal conductor. The basic structures are composed by the RR – Ring
Resonator or CLL – Capacitively Loaded Loop, fractal cells, and the Jerusalem-Cross-Pair topology. The
current surface distribution of the three applied structures can be seen in Fig. 1. Moreover, periodic structures as
Ring Slot Resonators can be considered as reconfigurable antennas when properly arranged [5]. It is important to
emphasize that when the metamaterials standards are applied in metals or metallic structures, the cells are not
additive layers, as when applied in dielectric materials. In this case, the metamaterial cells are holes printed on
the metallic layer. Simulated and experimental results are compared to demonstrate the potential of this new
approach. In Fig. 2 is shown some preliminary results.

Figure 1. Surface Current distribution of an unitary metamaterial cell: (a) CLL cell; (b) Fractal cell; (c) Jerusalem cross pair
cell.

Figure 2. Return loss parameter: (a) CLL cell; (b) Fractal cell; (c) Jerusalem–Cross–Pair cell.
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Abstract- An asymmetrical bounded-wave EMP simulator has been constructed. The design and
the main parameters of this simulator are presented and discussed. The measured E-field waveform
showed that this simulator may provide good uniform field inside the working volume for the
calibration of transient E-field sensor and the validation of transmission line model
Depending upon different purposes, e.g. EMP effects experiments, calibration of the sensor or validation of
transmission line model, etc, there exists many ways to simulate transient E-field. For the purpose of calibration
and validation, we need a transient E-field with uniform working volume as a standard. Generally speaking,
transverse electromagnetic (TEM) Cell or Gigahertz Transverse Electromagnetic (GTEM) Cell is capable of
producing uniform electromagnetic field. However it is a little bit more difficult than other ways to produce
EMP field with very large field intensity (at least 50kV/m) due to the limited insulation distance at the input port.
Therefore, the bounded-wave simulator, which has the advantages of providing a more uniform and precisely
controllable environment compared to the radiating-wave simulator, was selected to fulfill this requirement.
More recently, an asymmetrical flat-plate bounded-wave EMP simulator with distributed terminators was
designed and constructed in Xi’an Jiaotong University. Fig.1 shows a photograph of this simulator, which can
simulate transient waveforms of IEC61000-2-9 [1], Bell Laboratory and some other double exponential
waveforms to simulate the discharges in gas insulated substation (GIS) when being energized by corresponding
transient pulse source.

Fig.1 Photograph of EMP simulator in Xi’an Jiaotong University

The volume between two plates is 3m (long)×2m (wide)×1m (high). The performance of the simulator
was optimized by the ways of extending the length of front transition section, widening the bottom plate to
adjust the characteristic impedance and employing the distributed terminator, etc. These improvements allowed
obtaining a good E-field shape and uniformity inside the working volume. The distributed terminator consists of
6 parallel resistor strings. Each resistive chain has three non-inductive resistors with a total value of 600Ω,
connected with the corresponding taper of the top and the bottom plate. The width of each taper was calculated
according to the approach presented in [2]. Each width is different so that it can carry equal current.
This simulator could produce the uniform E-field for the calibration of transient E-field sensor. The transient

E-field sensor consists of a monopole, matching circuit, laser modulated circuit and fiber-optic link, etc. Fig.2
shows the photograph of the sensor.

Fig. 2 Photograph of the transient E-field sensor

Fig. 3 The measured EMP waveform inside the EMP simulator

Fig.3 shows the measured EMP waveform with the rise time of 3ns, which shows that the newly fabricated
EMP simulator could produce very uniform E-field and the transient E-field sensor works very well. The
sensitivity, the dynamic range and the linearity of the measurement system could be calibrated by this EMP
simulator.
This work is supported by State Key Laboratory of Electrical Insulation and Power Equipment (EIPE 11110)
and National Natural Science Foundation of China (51277148).
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Abstract-In this work, we design via numerical simulation the geometry of solar cell made by 1D
photonic crystal in order to enhance the absorption. We investigated the performance of the
considered structure and determined the geometrical parameters (lattice and filling factor) that
allow a better absorption. The obtained results show that the absorption in the patterned structure is
increased considerably compared to the unpatterned layer.

One of the main challenges for a thin film solar cell is how to confine the incident light into such thin layers of
semiconductor, such as amorphous-, poly- and mono-crystalline Si. Photonic Crystals (PCs)[1]. Design and
simulation become very important before fabrication; in order to design a thin film solar cell, the first step was to
investigate the absorption characteristics due to its geometry. Based on others previous works [1-3] for designing
a-Si:H photonic devices, the software Rsoft based on FDTD method [4], has been used to study the influence of
the geometrical parameters for the 1D photonic crystal on the absorption. The filling factor was fixed at 59%, the
thickness at 100nm and a series of simulations for different values of period L=0.320µm, L=0.335µm and
L=0.350µm are studied to determine the absorption, and we also calculate the absorption in the unpatterned layer
with the same thickness.
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Figure 1: Absorption spectra of the 1D PPC structure , with a fixed filling factor of 59% and for different values
of period L=0.320µm, L=0.335µm, L=0.350µm and an unpatterned layer with the same thickness.

Figure 1 shows the absorption as a function of wavelength on the front surface for the different values of period
L. It is clear that as the value of period (L) increases, the absorption spectra decreases. In the other hand we can
observe that the 1D PC structures absorb the incident light better than unpatterned layer.
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Abstract-A finite element formulation for the dispersion analysis and parameter characterization of
metamaterials is presented. The computational procedure is based on a reformulation of the
eigenvalue problem that is capable of dealing with lossy materials and the computation of
evanescent modes, resulting in a linear eigensolver and a rigorous metamaterial parameter
extraction, based entirely on the dispersion diagram.
The numerical simulation of electromagnetic fields in periodic structures, such as metamaterials or photonic
crystals, has drawn significant attention over the last years. Among several methods which have been suggested
towards this direction, dispersion analysis has been a useful tool for understanding the main features of these
periodic formations. The conventional analysis of determining the eigemodes of such structures has been
reformulated and expanded to include evanescent or, in general, complex modes, on the basis of a linear
eigensolver approach [1]. Following this rationale, the eigenmodes are calculated by specifying frequency (k0)
and solving the dispersion equation for its complex solutions of the propagation vector (γ=α+iβ). In this way,
both band diagrams (k-β) and attenuation diagrams (k-α) can be obtained enabling a thorough investigation of
the periodic structure.
In this work, the Finite Element Method (FEM) is used, with a procedure similar to [2], [3], in order to
simulate several metamaterial configurations and compute their eigenmodes. This complex propagation vector
calculation could comprise the basis of a characterization procedure for the periodic structures relevant to their
constitutive parameters, which would be a challenging perspective for the case of metamaterial or photonic
crystal structures. Proper extensions to correctly identify the modes of the structure, including backpropagating
waves, associated to negative-index equivalent material parameters are introduced. The overall parameter
retrieval is, then, based entirely on the dispersion relations that fully capture the metamaterial’s behavior, being
able to include and characterize anisotropic properties.
Validation of the proposed approach is performed by analyzing a repeated pattern of two infinite layers of
known materials (Fig. 1) showing a perfect match of the eigenvalue computation to the analytical solution.
15

15

z

Theory
FEM Simulation
10

x

ko (rad/m)

ko (rad/m)

10

5

y

1

0.1

0.05

2

Dx

0
0

0.1
0.1

0
0

2
xDx (rad)

0
0

4

(a)

Dz

Dx

5

Theory
FEM Simulation
0.5
1
 xDx (Np)

1.5

0.05

0.2

Dx

0.3 0

Dy

(b)

Figure 1. Complex propagation constant (a) Imaginary and real part. (b) Configuration structure: Repeated pattern of two infinite layers.

Next, a similar process has been followed to analyze a periodic array of infinitely long metal rods, forming
the basis of a negative-epsilon metamaterial (Fig.2) and also a periodic array of metal cubes (Fig. 3). Periodic
(continuity or Floquet) boundary conditions are properly imposed. Eigenmodes have been calculated for both
configurations, signifying their ability to support both propagating (including backward) and evanescent modes.
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Figure 2. Imaginary and real part of complex propagation constant for (a) perfectly conducting metal rods. (b) lossy material metal rods.
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Inkjet-printed Flexible RFID Tag for Wearable Applications
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Abstract- In this paper, an inkjet-printed UHF RFID tag for wearable applications is demonstrated
on a new flexible synthetic and environmentally friendly Teslin paper substrate. First, the RF
characteristics of the Teslin substrate are investigated by using the microstrip ring resonator in
order to characterize the relative permittivity (εr) and loss tangent (tanδ) of the substrate from L
band to C band (0.9 GHz ~ 6.3 GHz). A flexible UHF RFID tag is then designed with the
inkjet-printing technology and its flexibility is investigated.
I. Introduction
Inkjet-printed wearable electronics on flexible substrates such as a paper have been investigated by many
researchers [1-3]. However, standard cellulose paper is not compatible with high temperature sintering processes
used for annealing silver nano-particles which results loss of flexibility and cracking [3]. In this paper, the
electrical properties of flexible synthetic Teslin paper are going to be characterized and a flexible RFID tag
utilizing the new substrate is demonstrated.
II. Substrate Characterization
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Figure 1. (a) Fabricated ring resonator and (b) measured S21
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Teslin, is a flexible and waterproof printing medium for inkjet, laser, and aerosol jet printing. This material
is an excellent substrate for wearable RF applications since it is petroleum-free meaning non-toxic, recyclable,
and environmentally friendly [4]. It is widely used in the production of ID and security cards, however, its high
frequency characteristic have yet to be characterized. An inkjet-printed ring resonator is fabricated on a Teslin
substrate (figure 1(a)), and its RF properties including relative dielectric constant (εr) and loss tangent (tanδ) are
derived from the scattering parameter (S21) as shown in figure 1(b).

III. RFID Tag Design
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Figure 2. (a) Fabricated RFID tag and (b) simulated reflection coefficient (S11)

Based on the measured electrical properties of the Teslin, a bowtie RFID tag for UHF band is designed and
fabricated as shown in figure 2(a). The demand for flexible RFID tags has rapidly increased due to the current
trends in inventory management and bio-medical monitoring [5]. The flexibility is an especially important factor
for wearable applications when printed conductors are involved, and the reduction of cracking due to
deformation will be investigated. The simulated reflection coefficient (S11) is shown in figure 2(b) and required
power for RFID chip excitation will be presented according to curvature of the RFID tag.
IV. Conclusion
The electrical characteristics of a synthetic paper, Teslin, are going to be investigated by the ring resonator
method in the wide frequency band (0.9 GHz ~ 6.3 GHz) using inkjet printing technology. A flexible
inkjet-printed RFID tag has been designed and its frequency response and structural properties will be
investigated according to bending radius.
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Abstract- A low cost inkjet printed multiband monopole antenna is presented. The antenna shows a planar
structure with a total size of 40 x 40 mm2 making it especially suitable for small devices. In addition, since the
antenna is built on a paper substrate, it can be flexed with different curves. The antenna is suitable for future
flexible mobile phone devices serving the Personal Communication System (PCS), Digital Communication
Systems (DCS), Global System for Mobile Communications (GSM1800) and (GSM 1900), Universal Mobile
Telecommunications System (UMTS), Wireless Local Area Networks (2.4, 5.2 GHz WLAN), and Worldwide
Interoperability for Microwave Access (WiMAX) band I, band II and band III

I.

Introduction

Recently, there has been much interest in developing a system with the ability to integrate more than one
communication standard for enhancing performances. One interesting candidate is the inkjet printed planar antenna.
The cost, size and weight of the antenna are important for the antenna to be practical. These characteristics can be
achieved by using cheap organic substrates such as paper or polymers and by employing low cost fabrication methods
such as inkjet printing [1]. Inkjet printing can be used on different substrates by depositing almost any material that
can be put into liquid form. Inkjet-printing is a direct-write technology where the layout of the structure is printed
directly on the paper or the substrate whereas the other fabrication methods require expensive masks and etching
processes. Inkjet printing on substrates such as paper can be run reel to reel or roll to roll making the fabrication more
cost effective for mass production as compared to wafer by wafer processing. Different inkjet printed antennas have
been reported recently for Tri-Band [2] and UWB [3].

II. Design layout
The structure of the proposed antenna consists of branch lines, a 50-Ωmicrostripfeedlineand a ground plane
with L slots as shown in Fig. 1. It is designed on a paper substrate with an overall area of 30 × 40 mm2, a
thickness of 0.44mm, a dielectric constant of 3.2 and a loss tangent of 0.05 [1]. The branched lines are designed
to generate two low frequency bands and one high frequency band while the L slots are cut on the ground plane
to create another current path to excite three narrow bands. The design of the antenna is optimised using the
high-frequency simulation software (HFSS).

(a)

(b)
Figure 1: (a)

Layout of proposed antenna and (b) S11 of proposed antenna

III. Results
A prototype of the final designed antenna, Antenna #4, has been constructed and tested. The simulated and
measured S11 are shown in Fig. 1(b). Six measured distinct resonant modes at 1.95, 2.4, 2.7, 3.5, 4.7 and 5.2 GHz
are excited. The first three bands at 1.95, 2.4 and 2.7 are formed a wide bandwidth and another narrow band at
3.5 GHz. The last two bands at 4.7 and 5.2 GHz are formed as a wide bandwidth. The simulated bandwidths of
the antenna are 25% (1.7 – 2.8 GHZ), 23% (3.4 – 3.6 GHz) and 55% (4.6 – 5.8 GHz). Thus, the proposed
antenna is suitable for Personal Communication System (PCS), Digital Communication Systems (DCS), Global
System for Mobile Communications (GSM1800) and (GSM 1900), Universal Mobile Telecommunications
System (UMTS), Wireless Local Area Networks (2.4, 5.2 GHz WLAN), and Worldwide Interoperability for
Microwave Access (WiMAX) band I, band II and band III.
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Abstract- A fully characterized 38 GHz flexible two element patch antenna array realized on LCP
is presented. A single LCP layer is used to maximize flexibility, allowing wrapping in the E and H
planes. Measured and simulated results show relatively small degradation of the gain and radiation
performance with wrapping, and a clear advantage of H plane plane bending versus E plane
bending. The design is highly suitable for wearable and flexible applications.
Introduction –Flexible antennas have gathered significant attention in the past decade [1]. With the advent of
commercial products such as smart tags and flexible displays, there has been considerable progress in this field [2].
Such products require low loss and flexible substrates to maintain their functional capabilities. One flexible substrate
is Liquid Crystal Polymer (LCP), which has been used by several designers to demonstrate high performance and
efficient antennas. A tapered slot antenna has been studied in [3] to show its potential for conformal applications. In
[4], we have demonstrated the concept of a two element patch antenna array with simulated results for wrapping of the
array in its two principal planes. This work furthers [4], by presenting the measured results of the design and
explaining the shift observed in the center frequency of the patch antenna when flexed.

Two Element Array Design:
Design and Simulation: A single layer of LCP is inherently flexible and can be used for designing high
performance passive microwave circuits. However, increasing the number of layers can significantly limit elasticity.
In this work the same single layer LCP patch antenna design has been pursued as reported in [4]. However here we
report the measured results of the design.
The array is then bent in the H and E planes to study the effect on gain and impedance. It is observed that bending
the antenna in the E plane causes its center frequency to shift by 3.5 GHz, as opposed to a shift of merely 400 MHz
for H plane bending. To understand this behavior, surface currents on the patch are plotted using HFSS as shown in
Fig. 1. The different current distributions reveal why the antenna is more affected in one case than the other. With H
plane wrapping (Fig. 1(a)) the currents remain essentially longitudinally directed, as for a conventional planar patch.
With E plane wrapping (Fig. 1(b)), the currents have significant transverse components due to a longer effective patch
length and greater perturbation of the original resonance condition. Despite the shift in frequency the gain
performance of the design is consistent in all three cases as can be observed in table I.
Fabrication and Measurement: The array has been fabricated using in-house facilities. Due to technical
limitations, some dimensional discrepancies existed compared to the original design. However these changes did not
affect the antenna performance significantly. The fabricated array is shown in Fig. 1(c) and 1(d). For the planar case,
impedance measurements could be done using both Ground Signal Ground (GSG) probe and SMA connector;
however, to allow array wrapping and radiation pattern measurements, a 3.5 mm SMA connector (rated only up to
26.5 GHz) was used to characterize the antenna. The measurement results generally agree well with simulations. The
measured shifts in frequency are similar to the simulated shifts. However the measured gains are considerably lower

than the simulated values. This difference can be attributed to the connector loss at 38 GHz. Indeed, as verified by
impedance measurements, the return loss never goes below 5 dB showing the inefficient performance of the connector
at such high frequencies. The measured impedance performance of the array is shown in Fig. 2.
TABLE I. Two Element Antenna Array Performance
Design
Planar Array
Wrapped around E Plane
Wrapped around H Plane

Simulated Results (no connector)
Frequency
Gain
Bandwidth
(GHz)
(dB)
(MHz)
38
34.5
37.6

8.5
7.4
7.1

710
850
1050

Measured Results (with connector)
Frequency
Gain
Bandwidth
(GHz)
(dB)
(MHz)
37.4
34.7
37.3

5.0
3.9
4.1

580
710
800

Figure 1: Top - Current distribution for (a) H Plane bending and (b) E
Plane Bending . Bottom - Fabricated Array (c) wrapped in H plane and

Figure 2: Measured Impedance Performance of the antenna array

(d) wrapped in E plane.

Four Element Array Design: The results above demonstrate efficient performance of LCP as a substrate for
flexible antenna designs. Further enhancements in antenna performance (gain, bandwidth, tolerance to bending) can
be obtained by increasing the number of array elements. To this end, the authors have designed a four element array
with an impedance bandwidth of 2.6 % and a gain of 10.1 dB. The antenna is under study for its performance when
wrapped around a cylinder in its two principal planes.

Conclusion: The paper reports the performance of a LCP based patch antenna array when flexed in its principal
planes. The study shows that wrapping in the H plane induces a smaller center frequency shift compared to wrapping
in the E plane. Overall, the results demonstrate that LCP is highly suitable for flexible antenna designs.
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Abstract-A novel inkjet printed monopole antenna on paper substrate is presented for GPS
applications. Circular polarization is achieved by introducing an L-shaped slit in the rectangle
monopole structure. The simulation results show a maximum gain of 1.2 dBi at 1.575 GHz with
3dB axial ratio bandwidth of 2%. The overall dimensions of the antenna are 67 mm x 60 mm x 0.9
mm.
The applications of global position system (GPS) are expanding with smart phones, automobiles, wrist
watches etc. being increasingly equipped with GPS. GPS signals are right hand circularly polarized (RHCP).
Circularly polarized (CP) waves are immune to antenna misalignment errors and are more robust to adverse
weather conditions compared to linearly polarized waves, hence they are used in radars and satellites including
GPS. Circular polarization is achieved by exciting two orthogonal field components having equal magnitude
and 90 degrees phase difference. The two orthogonal components are usually excited by introducing a
perturbation or asymmetry in the antenna structure. Few CP monopole antenna designs have been reported
including an asymmetric fed monopole [1], circular patch monopole with orthogonal slits [2] and asymmetric
y-shaped monopole [3]. Monopole design is attractive for organic substrates such as paper as the antenna
performance is not affected much by the lossy substrate.
In this paper, a novel circularly polarized monopole antenna for GPS applications is proposed. Circular
polarization is achieved by introducing L-shaped slit in the rectangle patch monopole structure. The antennas are
inkjet printed on a four layer thick paper substrate with thickness of 880 μm and dielectric constant of 3.2 using
Dimatix® 2831 materials printer. Inkjet printing offers advantage over conventional fabrication techniques like

Figure 1. Proposed GPS antenna model.
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Figure 2. (a) Simulated and measured return loss and (b) simulated axial ratio.
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Figure 3. Simulated radiation pattern. RHCP(solid) and LHCP(dashed). (a) xz- plane (b) yz-plane.

lithography and milling with low cost roll-to-roll mass fabrication and ability to fabricate on variety of flexible
substrates like paper and polymers for wearable applications
The proposed antenna model is shown in fig. 1. The simulated and measured antenna return loss is shown in
fig. 2 along with the simulated axial ratio. The 3dB axial ratio bandwidth is around 2%. The simulated radiation
pattern is shown in fig. 3. The maximum gain of the antenna is 1.2 dBi.

REFERENCES
1. J.-W. Wu, J.-Y. Ke, C.F. Jou, and C.-J. Wang, “Microstrip-fed broadband circularly polarized monopole
antenna,” IET Microw. Antennas Propag., vol.4, iss. 4, 2012, pp. 518-525.
2. S. A. Rezaeieh, “Dual band dual sense circularly polarized monopole antenna for GPS and WLAN
applications,” Electronics Letters, vol. 47, no. 22, 2011.
3. A. Ghobadi, and M. Dehmollaian, “A printed circularly polarized Y-shaped monopole antenna”, IEEE
Antennas Wireless Propag. Lett., vol. 11, 2012, pp. 22-25.

Electroactive and magnetoactive materials
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Abstract-An effect of crystallization temperature on the microstructure and electrical properties of
PZT films prepared by chemical solution deposition on platinized silicon substrates is studied. The
films are annealed at temperatures from 550 to 900°C. Structure of the films is studied by TEM and
XRD, electrical properties are characterized by capacitance-voltage and current-voltage techniques.
Thin lead zirconate titanate (PZT) films and heterostructures are prominent materials for ferroelectric
random access memory (FRAM), MEMS and other integrated ferroelectric devices, see e.g [1, 2].
Chemical solution deposition (including sol-gel techniques) is widely used for formation of thin films of
multicomponent oxides due to good stoichiometric control and a relatively low temperature of oxide phase
formation, see e.g. [3, 4]. The sol-gel method involves the initial deposition of amorphous layer and its
subsequent crystallization during heat treatment. High diffusion rate of individual components of the film and
metallization layers during high temperature annealing leads to formation of undesirable phases in multilayer
heterostructure, see e.g. [5]. In this regard, the main strategy of annealing procedure during the formation of
ferroelectric film is to achieve good crystalline structure and electrical properties at a minimum temperature of
the heat treatment.
In this work we have tried to establish main regular trends in formation of crystalline structure during
crystallization of thin sol-gel ferroelectric films and its effect on electrical properties of the films. For this
purpose we studied microstructural and electrical properties of PbZr0.48Ti0.52O3/Pt/TiO2/SiO2/Si multilayer
heterostructures prepared at annealing temperatures in the rather wide range (from 550 to 900 °C). Perovskite
(Pe) grain nucleation in PZT films occurs at about 550 °C: rounded (111) grains grows on platinum surface with
the same (111) orientation in this case. The height of Pe grains comprises a half of the film thickness. Disordered
Pe grains (on the order of smaller size) and pyrochlore (Py) grains (2 ...15 nm) are formed in the bulk of the film
as well. At annealing temperature 600 °C the Pe grains grows through the whole film thickness, the amount of
Py phase is significantly reduced and practically disappears when the annealing temperature rises up to 700 °C.
At the same time an amount of (100) oriented Pe grains increases and dominates over (111) oriented ones after
annealing at 900 °C. The reason is activation of diffusion processes in the layers of heterostructure that leads in
particular to formation of TiO2 inclusions on the Pt surface. Dielectric hysteresis, permittivity,
capacitance-voltage and current voltage dependences are studied to establish correlation between crystalline
structure and main electrical phenomena in the films. Different components of crystalline structure have
different effect on polarization switching, permitivitty and charge transport phenomena. For example, the
maximum value of remanent polarization is observed after annealing at 600 °C, at the same time permittivity of
the films increases up to annealing temperature of 750 °C.

Table. Structure of the sol-gel PZT films prepared at annealing temperature from 550 to 900 ° C
Т,° С

Phase
composition

Morphology and grain size
Ре
Ру
Round shape grains growing 2
from Pt interface with average 15 nm
size of 90 nm.
Small grains of 10 – 20 nm.
Column grains, average size of 2
100 nm.
15 nm
Column grains, average size of 3
120 nm.
10 nm
(low)

Texture

Composition profile

550

Ре+Ру

600

Ре+Ру

650

Ре+Ру

700

Ре

Column grains, average size of No
135 nm.

Pt (111);
Pb and Ti increase with
Ре (111) + Ре (100) the distance from the
(100) enhancement film surface

750

Ре

Column grains, average size of No
140 nm.

Pt (111);
Pb and Ti increase with
Ре (100) + Ре (111) the distance from the
(100) enhancement surface. Diffusion of Si
into Pt and PZT.

900

Ре

Column grains, average size of No
150 - 160 nm.
Partial recrystallization, the
disappearance of columnar
grains in some areas.

Pt (111) + Pt (220). Pb and Ti increase with
Ре (100) + Ре (111) the distance from the
(100) enhancement surface. High content of
Si, Pb and Ti in Pt.

Pt (111);
Homogeneous
Ре (111) + Ре (100)

Pt (111);
Homogeneous
Ре (111) + Ре (100)
Pt (111);
Pb and Ti increase with
Ре (111) + Ре (100) the distance from the
surface in some areas
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Mechanisms of charge transport in thin ferroelectric films
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Abstract-An effect of crystallization temperature on the microstructure and electrical properties of
PZT films prepared by chemical solution deposition on platinized silicon substrates is studied. The
films are annealed at temperatures from 550 to 900°C. Structure of the films is studied by TEM and
XRD, electrical properties are characterized by capacitance-voltage and current-voltage techniques.

Ferroelectrics are used in the capacitor structures of memory devices; therefore, leakage currents and
electrical breakdown represent potential problems, which should be solved to provide the required operating
characteristics. The study of the current–voltage (I–V) characteristics permits to obtain information on charge
transport mechanisms in ferroelectric lead zirconate titanate (PZT) films and interfaces with electrodes.
The possible conduction mechanisms in ferroelectric films (dielectrics) are the Schottky and Poole–Frenkel
emissions, the Fowler–Nordheim tunneling, the ohmic, space–charge–limited, hopping conductivity and
conductivity on the grain boundaries [1–4].
The objective of this research is to study the conduction mechanisms in the PZT ferroelectric thin films
prepared by the sol–gel method on silicon substrates with platinum bottom electrode for the different exposure
times and strengths of electric fields. Long–term (tens of minutes) depolarization processes in the
metal–ferroelectric–metal (MFM) structure are studied as well.
The samples were prepared by the sol-gel method. Preparation of film-forming solutions of
Pb(1+x)(ZrуTi1-у)O3) is performed by dissolving estimated amounts of the components in 2-methoxyethanol with
x = 0.15 and y = 0.48. Lead acetate Pb(CH3COO)2 is used as Pb - containing component. Zr is introduced as
solution of crystalline zirconium isopropoxide monosolvate Zr(OiPr)4·HOiPr in 2-methoxyethanol. Ti is
introduced as titanium tetraisopropoxide Ti(OiPr)4. Film-forming solution is deposited by layer-by-layer
procedure (5 layers with intermediate drying at 180 ºC and pyrolysis at 400 ºC). The substrates are 200 mm
silicon wafers with the structure Pt (150 nm) - TiO2 (10 nm) - SiO2 (300 nm) - Si. After deposition the samples
are subjected to annealing (crystallization) at the temperatures of 550 - 700 °C during 20 min. The final
thickness of the prepared PZT films is approximately 150 nm.
Four specific regions are determined in I–V dependencies:
1) The region of very low fields (< 10 kV/cm) is characterized by the fact that the current having some finite
value in the absence of the external electric field, first decreases to zero, and only after that increases with further
increase of the external bias. This part of the I-V dependence may be represented as the sum of two components
directed to meet each other, namely, the current due to external voltage and the depolarization current.
2) In the low fields region (from 10 to 70-90 kV/cm) I-V demonstrates a close-to-linear dependence.
Leakage current in this region decreases with increasing delay time. The main leakage current components in
this region are ohmic and displacement currents. Sometimes the space charge limited current which has
quadratic voltage dependence is observed.

3) Next region (from 80 up to ~ 130 kV/cm) presents a transition between the low and high field regions. A
relaxing jump current increase is observed, which is caused by the breakdown of the reverse bias Schottky
barrier.
4) The next region is the high field one (≥ 110-130 kV/cm), where the current has more pronounced
dependence on the electric field. In this region leakage current increases with the rise of the delay time in
contrast to the low field region. Approximation of experimental data in the high field region gives the best results
for the Pool-Frenkel model.
The experimental study of long-term (tens of minutes) depolarization process of sol-gel PZT thin films is
performed. Short-circuit I-t dependences have a decaying exponential form and can be approximated by the sum
of exponents with different relaxation times. Typically two exponents approximation gives appropriate results.
Analysis of the experimental data leads to a conclusion that two different relaxation mechanisms exist. One of
them has 5 - 6 times shorter relaxation times and 2 - 3 times smaller depolarization values than the second one.
Comparison of sol-gel films prepared at different crystallization temperatures shows that both absolute and
relative values of the depolarization increase with the increase of annealing temperature as a result of
film-substrate interface distortion.
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Abstract-A simple and representative technique for analyzing Frequency Selective Surfaces
(FSSs), which can be applied to periodic array of arbitrary structures for normal and oblique
incidence, is described. Since the structure is periodic, was applied Floquet theorem to reduce
analysis. The method, valid up to the frequency where high propagating Floquet mode occurs,
is based on a circuital approach and takes into account the response of the FSS elements which
can be represented for either series or parallel LC circuits.
Frequency selective surfaces (FSSs) are periodic arrangements comprised of metallic patch or
aperture elements, which could exhibit total reflection or transmission. This kind of the structure finds
numerous applications in microwave/millimeter wave and optical wave regime of the electromagnetic
spectrum, such as radomes, electromagnetic shielding, absorbers and antennas [1].
For analyzing the electromagnetic behavior of frequency selective surfaces, several classical numerical
techniques have been used. Among them, the Finite Difference Time Domain technique (FDTD), the
Finite Element Method (FEM), and the Integral Equation Method (IEM) are the most popular [2,3].
The FDTD method and the FEM are enables the analysis of any type element, but typically are quite
slow and requires a great computational effort. The IEM is very efficient if used with entire domain
basis functions, however, is usually limited to a few shapes [4,5]. This work investigates a technique
for analyzing frequency selective surfaces through a circuital approach. The structure is analyzed by
a transmission line model and accounts the parallel connection between real structure and a
lumped-LC-network. The proposed model approximates the response of FSS while computing the
inductance and capacitance values. Therefore, it is possible to compute the answer to any proposed
structures with different parameters without large computational time spent in full-wave simulations.
The structure to be considered in this analysis is the patch array. In Fig. 1 the comparison between
FSS patch impedance obtained by employing the MoM code and lumped model is shown. For the
analyzed FSS geometry, for normal incidence and in the freestanding configuration the optimal values
of the lumped components were L = 0.6701 nH, C = 44.45 fF. Thus, it is possible to compute the
L and C parameters representing a given FSS element and compare the results.

Figure 1. Impedance of a freestanding patch shaped FSS.
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Abstract
The dielectric spectrum of liquid water, 104− 1011 Hz, is interpreted in terms of diffusion of shortliving charges generated by self-ionization of H2O molecules. This approach explains the Debye
relaxation and the dc conductivity as two manifestations of the single microscopic mechanism. The
high permittivity of water results from flickering dipoles of separated charges.
Water is a good insulator with a high static permittivity, ε ≈ 80 at room temperature [1-3]. Potentiometric
measurements reveal an appreciable proton conductivity, σdc = 5.5×10-8 Ω-1cm-1 at room temperature [4]. This
value is associated with the pH index, which is a key indicator of activity of protons in chemical reactions [5].
Normally, pH = 7; this water is regarded as neutral with the proton concentration N0 = 10-7 mole/liter. It is
believed that under normal conditions, a given H2O molecule will dissociate within 105 seconds (11 hours) [6].
The origin of the high static dielectric constant of water is commonly explained by the orientational
motion of the molecular dipoles, which is referenced as the Debye relaxation [1-3]. The relaxation is particularly
evident in the frequency spectrum of dielectric permittivity, ε∗(ω) = ε′(ω) + iε′′(ω), as a strong anomaly near a
characteristic frequency (appox. 20 GHz at room temperature). The Debye relaxation is surprisingly well
described by a simple relaxation formula:
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Here τD is the temperature-dependent relaxation time and ΔεD = ε(0) - ε∞ is the contribution of the dielectric
relaxation to the static dielectric constant.
For a long time, the Debye's idea about the orientational motion of water molecules has been exploited as
the main microscopic mechanism responsible for the static permittivity. Basically, since its introduction, the
model has been acknowledged as oversimplified. Therefore, it is being permanently modified. The present-day
models involve dynamics of protons and large molecular clusters [7, 8]. Important is that in all these models,
geometry of the water molecule is a substantial input parameter.
In our report, we propose an interpretation of the dielectric spectrum of water alternative to the
Debye's approach. Instead of orientational motion of the molecular dipoles, as a basic factor in formation
of the dielectric spectrum, we consider exclusively the diffusive motion of protons. Being expressed in
terms of conductivity, σ(ω), the Debye relaxation [Eqs. (1)] looks like:
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Above a characteristic knee at 1/2πτD, σ(ω) is frequency-independent.

(2)

In accordance with the modern concept, protons, H+, and hydroxyl ions, OH-, are permanently
generated and recombined in the volume of water due to the self-ionization of H2O molecules [7-11]. Since
free protons in water are not observed, they are considered to localize after their birth (on femtosecond
time scale) on the neighboring neutral H2O molecules. The excess proton converts the H2O molecule into a
charged complex H3O+ with a positive charge q+, and leaves a "hole", OH-, with a negative twin charge q-.
Subsequently, by a relay-race manner the q+ and q- charges wander diffusively over the H 2O molecules
until they meet each other and recombine to produce a neutral H 2O.
Due to mutual Coulomb attraction, a charge usually recombines with its own twin partner.
Sometimes, however, the "twins" fail to meet each other and recombine with "foreign" partners (from the first
configuration sphere of the ionized molecules). Thus, there are two recombination processes for the charges: fast
and slow. Accordingly, there are short- and long-living charge carriers in water. The electrodynamic response
of the carriers reveals itself in the panoramic spectrum of conductivity.
By analogy with materials with high ionic conductivity (the superionics) [12], we have developed a model
of hopping proton diffusion in water. This model comprehensively fits the experimental dielectric response of
water in a broad frequency range (104 - 1013 Hz). The parameters of water, found by use of this model, bring us
to the conclusion that the electrodynamics of water is mainly determined by the ability of H2O molecules to
dissociate rather than to form geometric structures.
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Abstract—This paper represents a comparison between three
isolation enhancement techniques for a printed dual-band
multiple-input-multiple-output (MIMO) antenna system. The
isolation enhancement techniques include a defected ground
structure (DGS), a metamaterial (MTM) and a neutralization line
(NL) based isolation structures. These structures were designed
and optimized for a dual band printed MIMO antenna system.
This work shows that certain types of isolation structures may
not be able to enhance isolation of a specific antenna structure
due to its radiation mechanism. The DGS and the MTM based
isolation methods were able to enhance the isolation at both bands
while the NL was only able to enhance it at the higher band of
operation. Simulated and measured parameters are compared
and discussed.

I. I NTRODUCTION
The shift to multiple antenna systems in 4G wireless
systems is posing serious challenges in the design of efficient antenna systems. These systems will operate at low
frequencies in the sub-GHz range. The antenna system usually
consists of multiple resonators closely packed in a compact
space for mobile device applications. Isolation improvement
for closely packed antennas operating at low frequencies is
a challenging task as the wavelength is very large and the
spacing between the radiators is very small. The dimensions
of the isolation enhancement structures are also a function
of the wavelength. So larger isolation structures are required
for lower frequencies, which will hit the area constraint that
is very strict for hand-held devices. Multi-band operation of
antennas further complicates the design process.
Several isolation enhancement techniques were studied in
literature for printed multi-antenna systems. This paper focuses
on three of them. These are, a defected ground structure (DGS)
[1]-[2], a metamaterial based structure (MTM) [3]-[4] and
a neutralization line(NL) [5]-[6] based structure. This paper
compares the effect of these isolation methods when applied
to a dual-band 4-shaped MIMO antenna system that appeared
in [7]. This 4-shaped MIMO antenna structure operate at
800MHz and 2.6GHz.
The 4-shaped MIMO antenna structure suffers from low
isolation between its radiating elements at both of its operating
bands. Isolation structures based on DGS and MTM were
designed and their performance was experimentally verified.
On the other hand the performance of NL based isolation technique was evaluated based simulation results. A comparison

of all these techniques is also provided in this paper in terms
of resonance, isolation, gain and radiation efficiency.
II. R ESULTS AND D ISCUSSIONS
The original dual-band dual-element MIMO antenna system
is shown in Figure 1(a). It will be denoted as the reference
model. Its dimensions are (in mm):W=50,L=100, Wt=2.2,
H=2.5493, L1=40.75, L2=27, Ys=5.5, Xa2=1.6716, Lf=15.8,
Xs=0.6716, Xf=2.6716, Wf=2.5, Yf=15.5, W1=10,Y=46,
W2=17, Ws=1. The results for this MIMO antenna structure
are taken as the reference since it does not have any isolation
mechanism. Figure 1(b) shows the top layer of the NL geometry for isolation improvement. The antenna structure is the
same as in Figure 1(a) except for an additional line connecting
the two antenna elements on the top layer. Its bottom layer
is similar to the reference model. The additional parameters
for the NL structure are (in mm): Wnl=0.2, Hax=0,Hnl=8,
Lnl=37.86. The additional line is placed at a location according
to the criteria set by [5] that the NL should be placed at a point
where the maximum current at the desired frequency occurs.
The length of the NL should be such that it has an opposite
current polarity (direction) at its ends such that the current of
one antenna can cancel the current on the other.
The DGS that is inserted between the two antenna
elements and etched out of the GND plane is shown in
Figure 1(c). The dimensions of the structure are (in mm):
L1=8, L2=16, L3=7, UEW=6.77, UEL=6.77, W1=7, W2=3,
Wtrace=0.2, Gap=0.127. The dimensions of the CLL arrays
on the top and bottom layers of the MTM based model are
shown in Figure 1(d) (mm): L1=64.127, UEL1=8.927,
UEW1=9,
Gap1=0.127,
Wtrace1=0.25,
Xdist1=0.2,
Ydist1=0.273, L2=35.8, UEL2=5.8 , UEW2=5.727 ,
Gap2=0.36, Wteace2=0.2, Xdist2=0.127, Ydist2=0.2.
Figure 2 shows the reflection coefficient comparison for
the low band for the original antenna without any isolation
enhancement mechanism and the three methods implemented.
The graph shows that the central resonance frequency for the
reference antenna and the one with a NL are almost the same
while it is shifted for the DGS and MTM. This is because
both DGS and MTM change the effective material properties
(µ and/or ϵ). This change in material parameters affects the
resonance of the system. The difference between the curves of
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Low band reflection coefficient for 2 × 1 antenna system.
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Table I summarizes the results of the 4 models. The
measurements from three prototypes; the reference model as
well as the DGS and MTM are presented and compared. The
results will be discussed in detail in the complete paper due
to size limits of the summary. More curves and results will be
presented in the complete paper.
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Fig. 1. Geometry of the 2 × 1 4-shaped MIMO antenna system without any
isolation (a), with NL for second model (b), the DGS at bottom layer for third
model (c) and the CLL arrays on top and bottom layers for fourth model (d).

the reference antenna and the NL model is due to the change
in their input impedances.
TABLE I
A NTENNA PARAMETERS COMPARISON (S IMULATIONS -S IM . AND
M EASUREMENTS -E XP.)

Antenna

Reference
DGS
MTM
NL

Low band -6dB
Bandwidth
Sim
Exp
(MHz) (MHz)
29
25
20
20
20
25
34
-

High band -6dB
Bandwidth
Sim
Exp
(MHz) (MHz)
190
120
510
540
580
640
130
-

Low-band
Isolation(min)
Sim
Exp
(dB)
(dB)
6
9.6
16
17.48
13.5
18
4.45
-
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High-band
Isolation(min)
Sim
Exp
(dBi) (dBi)
7.1
7.1
9
8.5
7
11
9
-

High-band
Gain
Sim
Exp
(dB) (dB)
4.16 2.53
5.67 1.86
2.1
6.7
6.34
-

Low-band
Gain
Sim
Exp
(dB)
(dB)
-1.6
-4
1.39
-0.23
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(%)
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Abstract-This paper presents the use of the least-square support vector machines (LS-SVM)
technique, combined with the finite element method (FEM), to evaluate the microwave properties of
dielectric materials. The FEM is used to create the data set required to train the LS-SVM. Approach
based on particle swarm optimization (PSO) algorithm was also implemented to tune the
hyper-parameters of LS-SVM models. Numerical simulations demonstrate that the LS-SVM method
can determine the permittivity of materials with a high accuracy.
1. INTRODUCTION
SVM are a recent powerful machine learning method. They are developed on the basis of statistical learning
theory. The SVM adjustment is obtained using complicated quadratic programming methods, which are often time
consuming and difficult to implement [1]. LS-SVM are reformulations of the standard SVM which lead to solve
linear equations instead of a quadratic programming problem [2].
In this paper, we propose a new method for the evaluation of the microwave properties of dielectric materials
(complex permittivity) from the measured admittance. The method is based on the FEM and a LS-SVM
hyper-parameter optimization based on PSO algorithm scheme.
2. LS-SVM FOR FUNCTION ESTIMATION
LS-SVM model for function approximation led to the optimization problem defined as:
min J w , e  

N

 ei2

(1)

i  1,..., N

(2)

1 T
1
w w 
2
2

i 1

Subject to the equality constraints:
y i  w T  xi   b  e i

where  is a nonlinear function, b is a bias term and w  R n is the weight vector. The fitting error is denoted by
e i . The hyper-parameter  controls the trade-off between the smoothness of the function y and the accuracy of
the fitting. This optimization problem leads to a solution,
y x  

N

  i K  x , xi   b

(3)

i 1

where  i , b are the solution to the system obtained after constructing the Lagrangian and K  x , xi    T  x   xi  is the
so-called kernel function. The most usual kernel functions are polynomial, gaussian or sigmoid.
3. MEASUREMENT SETUP AND NUMERICAL METHOD
The characterization cell, called SuperMit, consists in a junction between a coaxial waveguide and a circular
waveguide which is filled by the dielectric material. In order to study liquids, a coaxial window is inserted between

the two guides (Figure. 1). The whole device is connected to an impedance analyzer.

Figure. 1. SuperMit measuring cell

The electromagnetic problem is solved by using the FEM where the problem is expressed in terms of the
electric field E.
4. IMPLEMENTATION OF THE LS-SVM
Two single-output LS-SVM corresponding to the two estimated quantities   and   are used. The inputs of
a LS-SVM are the values of the complex admittance (real part G, imaginary part B) and frequency f.
The LS-SVMs were trained with 4500 examples. In this study, radial basis function (RBF) kernels are used,
 x  xi
K  x , x i   exp  

2







(4)

where   0 is a constant defining the kernel width.
The predetermined parameters in LS-SVM algorithms with RBF kernel are  and  2 , which are less
numerous than those in SVM. A PSO algorithm is used for tuning the LS-SVM parameters. PSO are heuristic
techniques, which has a flexible and well-balanced mechanism to enhance local exploration abilities [3].
5. EXPERIMENTAL RESULTS
Measurements have been carried out by using an impedance analyzer Agilent 4291A on an ethanol sample
whose dielectric characteristics are known. The measurement frequency band is from 1 MHz to 1.8 GHz.
Hyper-parameters of LS-SVM obtained by PSO algorithm and root mean squared relative error (RMSRE) are
given in Table 1. In this case, the obtained results on the test set are quite good then those obtained in [1].
Table 1. Parameters in LS-SVM with RBF kernel
Outputs


 



2

RMSRE (%)

2

1.5380

3.6055 10-1

3

0.3921

5.8539 10-2

8.1113 10

5.3367 10

CONCLUSION
The validity of the proposed LS-SVM based inversion method is being assessed by comparing the results
obtained using the proposed method with those obtained from a multilayer perceptron NN and experiment.
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Abstract-A new broadband multiple-input multiple-output (MIMO) antenna with a good isolation
and compact size is proposed. The proposed antenna consists of two G-shaped element in the upper
layer and a protrude branch and T slot etched in ground which are used for reducing the mutual
coupling. This planar antenna has a bandwidth of 100% with |S11| ≤ -10 dB from 2.26 to 6.78
GHz. The mutual coupling between the two antennas is below -22.5 dB in the whole band.
MULTIPLE-INPUT MULTIPLE-OUTPUT(MIMO)technology has been proposed for several years, which
significantly improves the performance of wireless communication systems [1]. One important requirement for
MIMO antenna systems is the need for good isolation between antenna elements. Various methods have been
reported to improve isolation between the elements of a MIMO antenna. Parasitic elements are used to reduce
mutual coupling [2], however it’s sensitive to the position of parasitic elements. In addition, neutralization
technique was proposed, which is adding a neutralization line between two antennas [3], [4]. All of the
aforementioned techniques are only used in narrowband, and therefore not suitable for wideband application.
In this paper, a compact wideband planar diversity antenna for mobile terminals covering LTE 2300/2600,
WLAN 2.4/5.2/5.8-GHz, and the lower UWB band (3.1-4.8 GHz) is proposed. It has a bandwidth of 100% with
|S11| ≤ -10 dB from 2.26 to 6.78 GHz. The mutual coupling between the two antennas is below -22.5 dB in the
whole band. The geometry of the proposed MIMO antenna system is show in Fig. 1(a). The design of the
antenna is based on a FR-4 substrate with dimensions 55×50×0.8 mm3 and relative permittivity 4.4. The MIMO
antenna consists of two G-shaped symmetric face-to-face dual-branch monopoles printed on the upper part of the
substrate. Each monopole occupies a surface of 17.5×13.5 mm2. In order to increase the isolation between two
monopoles, two inverted-L-shaped ground branches and a small T-shaped slot are etched in the ground.
In order to reach broadband, we devise a dual-branch monopole (branch 1 with length 40 mm and branch 2
with length 28 mm, which can produce a λ/2 resonate mode at 1.9 GHz, 2.87 GHz, respectively). when the two
branches are integrated together, a wide operating band of 100% with |S11|≤ -10 dB extending from 2.26 to
6.78 GHz is produced. We can form a two antenna MIMO system by using two symmetric antenna elements
without decoupling means. From Fig. 2(a), the isolation with the conventional ground plane is bad except at
4.6GHz which can be explained as the ground form a narrow filter that can trap the current at 4.6GHz. Aim to
decrease the couple between the two antenna, we used two inverted L branches extend from the ground firstly.
We can find in Fig.2 (a) that it can simply improve the isolation in lower band, but there is litter influence in
higher band. In order to improve the isolation in the higher band, we additionally introduced a T-shape slot
etched in the ground. As a result the isolation in the whole band especially higher band significantly improved
(see in Fig. 2(b)).
The antenna was simulated using Ansoft simulation software HFSS v13. To verify the performance of the
wideband MIMO antenna, a prototype was fabricated (see in Fig. 1(b, c)) and measured. The measure
S-parameters are plotted in Fig. 2(b). The simulated radiation gain patterns of the decoupled active element at
2.5GHz are shown in Fig. 3.

(a)
(b)
(c)
Fig1. (a) Detailed dimension of the proposed antenna (b) Front view of the prototype of the proposed antenna
(c) Back view of the prototype of the proposed antenna

(a)
(b)
Fig2. (a) Simulated S-parameters of the conventional ground plane and ground plane with L branch only
(b) Simulated and measured S-parameters of the proposed MIMO antenna

(a)
(b)
Fig3. Simulated radiation gain patterns at 2.5 GHz (a) x-y plane (b)y-z plane
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